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1 Reason for Contribution

The clause 6.11 “PoC Client Subcription to the Conference State Event Package” contains some editorials and 2 editor’s notes that can be removed.

The syntax of User-Agent header is now defined in the Annex C section C.4.

Editor’s note: The syntax of the User-Agent header is for further study.

The contribution “OMA-POC-2004-0617-CP-7.2.1.x-PoC-participant-information-subscription” defines the contents of the subscribed information.

Editor’s note: Content of the subscribed information is FFS.

The reference to the conference package is old and replaced with the latest.

2 Summary of Contribution

Removes some editor’s notes and includes some editorial changes.
Updates the conference package reference.
3 Detailed Proposal
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6.1.11     PoC Client Subscription to the Conference State Event Package

A PoC Client MAY subscribe to the Conference State Event Package by sending a SUBSCRIBE request to obtain information of the status of a PoC Group.

The PoC Client SHALL generate SUBSCRIBE request according to RFC 3265 [RFC3265], draft-ietf-sipping-conference-package-04 [draft-conference-state], and the requirements set by the SIP/IP core. The PoC Client SHALL

· set the Request-URI of the SUBSCRIBE request to include in the SUBSCRIBE request an Accept-Contact header with the Poc feature-tag +g.poc.talkburst;

· Editor’s note: It is FFS whether the request may be sent inside an existing PoC dialog.and whether the PoC feature-tag is needed. include in the SUBSCRIBE request an User-Agent header to indicate the PoC Release version;

Editor’s note: The syntax of the User-Agent header is for further study.

· set the Contact header of the SUBSCRIBE request to the contact address of the PoC Client;
· send the SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP core.
On receiving a 200 OK response to the SUBSCRIBE request the PoC Client SHALL 

· store the content of the received Contact header as the Group Identity for the PoC Group.

The responses to the SUBSCRIBE request SHALL be handled in accordance with RFC 3265 [RFC3265], draft-ietf-sipping-conference-package [draft-conference-state], and the procedures of the SIP/IP core with the clarifications given in this sub-clause.

Upon receiving an incoming NOTIFY request that is part of the same dialog as the previously sent SUBSCRIBE request the PoC Client SHALL 

· handle the request according to RFC 3265 [RFC3265], draft-ietf-sipping-conference-package [draft-conference-state], and the procedures of the SIP/IP core. The PoC client MAY display the current state information of the PoC Group to the user based on the information in the NOTIFY request.

When needed the PoC Client SHALL terminate the subscription and indicate it terminated according to the RFC 3265 [RFC3265].


The contents of the message body is described in the section 7.2.1.10.2 “Generating a NOTIFY request” and 7.2.1.10.3      “Terminating the subscription”
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS requirements, mechanisms and procedures as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the modification in clause 3 is included in the CP specification.
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