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1 Reason for Change

The list of the participants in the case of ad hoc group session set up by using SIP REFER is described and corresponding EN is proposed to remove.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal
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6.1.4.2.2  PoC Client initiates an Ad-hoc PoC group session and 1-1 PoC session 

 Upon receiving a request to establish an Ad-hoc PoC session or 1-1 PoC session within the pre-established session as described in subclause 6.1.4.2.1,the PoC Client SHALL:

1)
set the request URI of the REFER request to the PoC session identity;

2)
in case of a 1-1 PoC session set the Refer-To header of the REFER request to the PoC Address of the invited PoC user;

3)
in case of ad hoc PoC group session set the Refer-To header of the REFER request to the URI list of the invited PoC users as described in draft-ietf-sipping-multiple-refer-00.txt [multiple-refer-draft] and set the Content Type: application/resource-lists+xml.

4)
include the "method" parameter with the value "INVITE" in the Refer-To header;

5)
set the Accept-Contact header of the REFER request to “+g.poc.talkburst”;

6)
send the REFER request towards the SIP/IP Core according to the procedures of the SIP/IP core. In the case the SIP/IP core is 3GPP/3GPP2 IMS these procedures are specified in TS 24.229 [TS24.229].

Upon receiving a 2XX response to the REFER request the PoC Client SHALL interact with user plane as described in the [OMA-POC-UP].  
Editor’s note: Specific chapters to reference in the OMA-POC-UP is FFS

Upon receiving an incoming NOTIFY request that is part of the same dialog as the previously sent REFER request the PoC Client SHALL handle the request in accordance with the procedures in RFC 3515 [RFC3515]. The PoC client MAY display an indication to the user of the acceptance or rejection of the talk session by the other user based on the information in the NOTIFY body.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.
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