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1 Reason for Contribution

The contribution 0634 was discussed and rejected a number of times in the Sophia Antipolis meeting.

The 0634 contribution is now divided into several parts. 
R01: This is the agreed version and it contains the modification agreed in the Telephone meeting 2004-11-08. 
The contribution has been sent out on the mailing list no comments received. In this uploaded version a small correction (that was only visible in the “track changes” mode) were change, i.e. the first bullet changed to have the number 1 instead of 2.
2 Summary of Contribution

· Consider SIP proxy case
· Consider interaction with MAO

· Consider interaction with User Plane

· Aligns with style in the CP document.
· Restructured according to OMA-POC-2004-0999.

· Added a sentence in the beginning explaining why the user shall be invited with the manual answer mode procedures.

· Maid the difference between SIP proxy behaviour and B2BUA clearer (I hope).
3 Proposal

7.3.2.2.3 Manual answer

Contributor’s comment: Replace the whole text in the subclause with the following:

Upon receiving an initial SIP INVITE request and if the Invited PoC User SHALL be invited using the manual Answer Mode procedure. The decision to use Manual Answer Mode procedure SHALL be based on the content of the Accept List and the Answer Mode setting for the Served PoC User. 
The PoC Server:
1. SHALL, if the P-Alerting-Mode header is included with the value “MAO”, authorize the Authenticated Originator’s PoC Address to override the Invited PoC User’s Answer Mode setting if authorized continue in subclause 7.3.2.2.1 “Automatic answer on demand” or in subclause 7.3.2.2.2 “Automatic answer using Pre-established session” depending on if a Pre-established Session exists or not. If not authorized continue with the following steps
2. 
3. SHALL determine if the PoC Server stays in the media path and Talk Burst Control message path or not, see [OMA-PoC-UP] ”User Plane routing” for reasons to stay in the media path.
4. if the PoC Server stays on the media path the PoC Server
a. SHALL either
i. generate a SIP INVITE request as described in the sub-clause 7.3.2.1 “General” if a Pre-established Session is not going to be used; or,
ii. generate a SIP re-INVITE according to the  rules and procedures specified in [RFC3261] if a Pre-establish Session is going to be used.
b. SHALL include a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] with the following information:

i. The IP address and port number at the PoC Server for the RTP Session.

ii. A list of codecs supported by the PoC Server.

iii. Optionally, if another IP address or port number shall be used instead of the default IP address and port number, set the IP address and port number at the PoC Server for the RTCP session as specified in [RFC3605].

iv. The offered Talk Burst Control Protocols and the port number(s) for the Talk Burst Control Protocol.

c. SHALL Continue, for the duration of the SIP session, acting as a B2BUAas specified in [RFC 3261].

5. SHALL, if the PoC Server does not stay in the media path, 
a. for the duration of the SIP Session and as long as the PoC Client is a Participant in the PoC Session, act as a SIP proxy as specified in [RFC 3261]; and,
b. use the content of the received SIP INVITE to generate the SIP INVITE request according to rules and procedures in [RFC3261].

6. SHALL include the P-Alerting-Mode header set to “Manual”.
7. SHALL send the SIP INVITE request towards the PoC Client according to the rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 “Ringing” response to the SIP INVITE request the PoC Server:

8. SHALL generate a SIP 180 “Ringing” response as specified in the sub-clause 7.3.2.1 “General” if acting as a B2BUA;
9. SHALL generate a SIP 180 “Ringing” response according to the rules and procedures of [RFC3261] if acting as a SIP proxy.
10. SHALL send the SIP 180 “Ringing” response towards the PoC Server performing the Controlling PoC Function according to the rules and procedures of SIP/IP Core;

Upon receiving a SIP “200 OK” response to the SIP INVITE request the PoC Server:

a. 
11. If the PoC Server acts as B2BUA the PoC Server 
a. SHALL generate a “200 OK” response as specified in the subclause 7.3.2.1 “General”.
b. SHALL include a MIME SDP body as the SDP answer according to rules and procedures of [RFC3264] and [RFC2327] with the following information:

i. The IP address and port number at the PoC Server for the RTP Session;

ii. The selected Codec;

iii. if another IP address or port number is used instead of the default IP address and port number as specified in [RFC3550], set the IP address and port number at the PoC Server for the RTCP session as described in [RFC3605].

iv. The selected Talk Burst Control Protocol and the port number(s) to be used for the Talk Burst Control Protocol.

c. SHALL interact with the User Plane as described in [OMA-POC-UP] “Participating PoC Function procedure at initialization”.
12. If the PoC Server acts as a SIP proxy the PoC Server
a. SHALL generate a SIP “200 OK” response according to the rules and procedures of [RFC3261].
b. SHALL include the same MIME SDP body as the SDP answer received in the SIP “200 OK” response.

c. 
13. SHALL send the SIP 200 “OK” response to the PoC Server performing the Controlling PoC Function according to the rules and procedures of SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this sub-clause.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed text in chapter 3 is included in the next version of the CP document. 
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