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1 Reason for Contribution

The CP is missing one statement I n 7.3.1.1 to include the Contact header with the feature tag. This contribution corrects this error.

2 Summary of Contribution

- Modifies chapter 7.3.1.1 General to include the contact header with the feature tag.

3 Detailed Proposal

7.3.1.1     General

Upon receiving of an initial SIP INVITE request from the served PoC Client that causes an initial SIP INVITE request to be sent, the PoC Server SHALL generate an initial SIP INVITE request according to rules and procedures of [RFC3261].
The PoC Server

· 1. SHALL, if the incoming SIP INVITE request contained a Privacy header, include the Privacy header unmodified according to rules and procedures of  [RFC3323] and [RFC3325];

· 2. SHALL set the display name in the Authenticated Originator’s PoC Address the one defined for the PoC User in the PoC Server, if configured; otherwise set the display name in the Authenticated Originator’s PoC Address to the one in the incoming SIP request;

· 3. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.talkburst' with "require" and "explicit" parameters according to rules and procedures of [RFC3841];

· 4. SHALL include User-Agent header to indicate the PoC release version as specified in subclause C.4.1 "Release version in User-agent and Server headers";

NOTE 1: 
The use of the option tag ‘precondition’, as specified in [RFC3312], is not defined for the POC-1 or POC-2 reference points.

NOTE 2:
The use of the option tag ‘100rel’, as specified in [RFC3262] is not defined for the POC-1 reference point.

· 5. SHOULD include the Session-Expires header with the refresher parameter set to 'uac' according to rules and procedures of [draft-ietf-sip-session-timer] all initial SIP INVITE requests;

· 6. SHALL include the Supported header set to "timer" in the INVITE request;

· 7. SHALL store the allowed SIP methods if received in the Allow header;

· 8. SHOULD include an Allow header with all supported SIP methods.

· 9. SHALL include in the Contact header the feature-tag ‘+g.poc.talkburst’;

Upon receiving SIP provisional responses, other than the SIP 100 "Trying" response, to the SIP INVITE request and if the PoC Server is acting as a B2BUA, the PoC Server:

· 1. SHALL generate the SIP provisional response according to rules and procedures of [RFC3261];

· 2. SHALL include a Server header with the PoC release version as specified in subclause C.4.1 "Release version in User-agent and Server headers".

Upon receiving a SIP 200 "OK" response to the SIP INVITE request and if the PoC Server is acting as a B2BUA the PoC Server

· 1. SHALL generate a SIP 200 "OK" response according to rules and procedures of [RFC3261];

· 2. SHALL include the Session-Expires header in the SIP 200 "OK" response before sending the response to the PoC Client with the refresher parameter set to 'uac'; and,
· 3. SHALL start the SIP Session timer according to rules and procedures of [draft-ietf-sip-session-timer]; 
· 4. SHALL store the supported SIP methods if received in the Allow header;

· 5. SHOULD include an Allow header with all supported SIP methods;

· 6. SHALL include a SIP URI for the Contact header as follows:

a) constructed such that the PoC Server can also resolve it back to the original SIP URI provided in the SIP 200 "OK" response by the Controlling PoC Function;

b) include the PoC feature-tag ‘+g.poc.talkburst’;

c) include the Session-Type URI-parameter provided in the SIP 200 "OK" response received from the Controlling PoC Function.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed modifications of the CP shall be included in the next version.
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