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1 Reason for Contribution

In the consistency review Ericsson provided a number of comment about inconsistency between state transition names – state names – titles of descriptive subclauses. This contribution align state transition names – state names – titles.

(It is now very hard to trace back and find the comment numbers hence no comment numbers are provided here).

2 Summary of Contribution

- align state transition names – state names – titles  in 6.3.5

3 Detailed Proposal

6.3.5    Pre-established Session state diagrams – basic

If the PoC Server supports Pre-established Session the PoC Server SHALL support the state diagram and the state transitions specified in this subclause.

Pre-established Session has two states: ‘Pre-established Session_Not_In_Use’ state and ‘Pre-established Session_In_use’ state. The states are partly controlled by the Control Plane as specified in [OMA-POC-CP].

Figure 8 “Pre-established Session state diagrams – basic” shows the general Pre-established Session states (G states) and the state transitions.
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Editor’s comment: Changes in the figure is marked with bold and red font. Removed text in bold and green.
NOTE:
T15 is the ‘Connect message re-transmit’ timer and T 16 is the ‘Disconnect message re-transmit’ timer.

Figure 8: Pre-established Session state diagrams – basic.

The PoC Server SHALL create one instance of the Pre-established Session state machine per Pre-established Session initiated by PoC Client.

State details are explained in the following subclauses.

If a TBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Client SHALL discard the TBCP message or RTP Media packet and SHALL remain in the current state.

6.3.5.3.8     T15 (Connect message re-transmit) timer fired N times

On the N: th firing of timer T15 (Connect message re-transmit), the PoC Server:

1. SHALL send a PoC Session release to the Controlling PoC Function as specified in [OMA-POC-CP] “SIP REFER BYE request from PoC Client – Pre-established Session case”.

2. SHALL release User Plane resources; and,

3. SHALL enter the ‘G: Pre-established session_Not_in_use’ state.

6.3.5.4.1    Receive TBCP Talk Burst Acknowledgement message (R: TB_Acknowledgement)

Upon receiving a TBCP Talk Burst Acknowledgement message from the PoC Client, the PoC Server:

1. SHALL stop the T16 (Disconnect message re-transmit) timer;

2. SHALL stop T15 (Connect message re-transmit), if running;
3. SHALL release any User Plane resources associated with the PoC Session; and,

4. SHALL enter the ‘G: Pre-established session_Not_in_use’ state.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed modifications of the UP shall be included in the next version.
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