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1 Reason for Change

a) Justification: 

Discussed and justified during PoC WG meeting in Sydney.

Current specification has missing scenario for the manual answer operation. Package of contributions to resolve this issue has been discussed and not agreed because of the release plan of PoC 1.0. Specification needs to clarify the scenario explicitly.
b) Clauses affected:

Sub-clause 7.3.2.2.3 Manual answer
c) Summary of change:

Include the agreed NOTE.
d) Consequence if not approved:

The same result as consequence of 720R01.
e) Reason for revision:

N/A.
R01: comment reflected.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include NOTE.
6 Detailed Change Proposal
7.3.2.2.3
Manual-answer

NOTE: The procedure of manual answer using a Pre-established Session is not supported in this version of the PoC Enabler.
The PoC Server:

· 1. SHALL, if the P-Alerting-Mode header is included with the value "MAO", check the authorization of the Authenticated Originator’s PoC Address to override the Invited PoC User’s Answer Mode setting and if authorized continue as specified in subclause 7.3.2.2.1 "Automatic answer on demand" or as specified in subclause 7.3.2.2.2 "Automatic answer using Pre-established Session" depending on if a Pre-established Session exists or not. If not authorized continue with the following steps;

· 2. SHALL determine if the PoC Server stays in the media path and Talk Burst Control message path or not, as specified in [OMA-PoC-UP] "User Plane routing";
· 3. SHALL, if the PoC Server stays on the media path or the anonymity is requested by the value "id" in the Privacy header, the PoC Server

a) SHALL generate a SIP INVITE request as specified in  subclause 7.3.2.1 "General". 
b) SHALL include a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] with the following information:

i. The IP address and port number at the PoC Server for the RTP Session;

ii. The codec(s) and Media Parameters selected by the PoC Server from those contained in the SDP offer in the incoming SIP INVITE request and if transcoding is supported by the PoC Server, MAY also include the codec(s) and Media Parameters, which can be transcoded by the PoC Server to a codec contained in the SDP offer in the incoming SIP INVITE request;

iii. If another IP address or port number is used instead of the default IP address and port number as specified by [RFC3550], set the IP address and port number to be used for RTCP at the PoC Server according to rules and procedures of [RFC3605];

iv. The Talk Burst Control Protocol(s) and Talk Burst parameters selected by the PoC Server from those contained in the SDP offer in the incoming SIP INVITE request and if interworking between Talk Burst Control Protocols are supported by the PoC Server, MAY also include the ones that can be translated by the PoC Server to Talk Burst Control Protocol and Talk Burst parameters contained in the SDP offer in the incoming SIP INVITE request; and,  

v. The PoC Server’s port number(s) for the Talk Burst Control Protocol(s).

c) SHALL continue, for the duration of the SIP Session, acting as a B2BUAaccording to rules and procedures of [RFC3261].

· 4. SHALL, if the PoC Server does not stay in the media path, 
a) for the duration of the SIP Session and as long as the PoC Client is a Participant in the PoC Session, act as a SIP proxy according to rules and procedures of [RFC3261]; 

b) use the content of the received SIP INVITE to generate the SIP INVITE request according to rules and procedures of [RFC3261]; and,

c) include a Record-Route header containing a URI identifying its own address.

· 5. SHALL include the P-Alerting-Mode header set to "Manual";

· 6. SHALL include the Referred-By header from the incoming SIP request if anonymity is not requested by the value "id" in the Privacy header; and,

· 7. SHALL send the SIP INVITE request towards the PoC Client according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Server:

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL store the contact if received in the Contact header;

· 3. SHALL generate a SIP 180 "Ringing" response as specified in subclause 7.3.2.1 "General" if acting as a B2BUA; and,
· 4. SHALL generate a SIP 180 "Ringing" response according to rules and procedures of [RFC3261] if acting as a SIP proxy.

· 5. SHALL send the SIP 180 "Ringing" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core;

Upon receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Server:

· 1. SHALL, if the PoC Server acts as B2BUA 

a) SHALL store the list of supported SIP methods if received in the Allow header;

b) SHALL store the contact received in the Contact header;

c) generate a SIP 200 "OK" response as specified in the subclause 7.3.2.1 "General"; and,

d) include a MIME SDP body as the SDP answer according to rules and procedures of [RFC3264] and [RFC2327] with the following information:

i. The IP address and port number at the PoC Server for the RTP Session;

ii. The codec and Media Parameters selected by the PoC Server from those contained in the SDP answer from the Invited PoC Client(s) and if transcoding is supported by the PoC Server, MAY also include the codec(s) and Media Parameters contained in the SDP offer in the incoming SIP INVITE request, which can be transcoded by the PoC Server to a codec contained in the SDP answer in the received SIP 200 “OK” response;

iii. if another IP address or port number is used instead of the default IP address and port number as specified in [RFC3550], set the IP address and port number to be used for RTCP at the PoC Server according to rules and procedures of  [RFC3605];

iv. The Talk Burst Control Protocol(s) and Talk Burst parameters contained in the SDP answer from the Invited PoC Client(s) and if interworking between Talk Burst Control Protocols are supported by the PoC Server, MAY also include the ones contained in the SDP offer in the incoming SIP INVITE request, that can be translated by the PoC Server to Talk Burst Control Protocol and Talk Burst parameters contained in the SDP answer in the received SIP 200 “OK” response; and,   

v. The PoC Server’s port number(s) to be used for the Talk Burst Control Protocol(s).

e) interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedure at initialization".

· 2. SHALL, if the PoC Server acts as a SIP proxy

a) generate a SIP 200 "OK" response according to rules and procedures of [RFC3261]; and,

b) include the same MIME SDP body as the SDP answer received in the SIP 200 "OK" response.

· 3. SHALL send the SIP 200 "OK" response to the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core.

The PoC Server SHALL forward any other SIP response that does not contain SDP along the signalling path to the originating network according to rules and procedures of SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms according to rules and procedures of  [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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