Doc# OMA-POC-POCv1-2007-0024R01-CR_CP_PoC_Group_Members
Change Request

Doc# OMA-POC-POCv1-2007-0024R01-CR_CP_PoC_Group_Members[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request



Change Request

	Title:
	OMA-POC-POCv1-2007-0024R01-CR_CP_PoC_Group_Members
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS-PoC-ControlPlane-V1_0_1-20061128-A

	Submission Date:
	2007-03-27

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Agnieszka Szczurowska, Ericsson, Agnieszka.r.Szczurowska@ericsson.com

	Replaces:
	n/a


1 Reason for Change

R01 incorporates comments from R&A:

- removed the if statement in the note, as it did not add any value to the sentence.

The usage of PoC Group Member is inconsistent in PoC 1.0 TS documents in regards to the inviting PoC User being part of the PoC Group Member list.

PROBLEM:

1) PoC Group Member definition does not exist even though it is used in the text. PoC XDM refers to the CP's non-existant PoC Group Member definition.

2) Pre-arranged PoC Group definition indicates that all members are invited, when in fact, all members but the PoC Session initiator should be. This has been corrected as in PoC XDM.
3) The session initiation policy is mandating PoC Server to invite all PoC Group Members to the Pre-arranged PoC Group Session, while all but initiator should be invited. 

RESOLUTION:
Added definition of PoC Group Member.

2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review and agree in PoC WG.
6 Detailed Change Proposal

Change 1:  Section 3.2
3.2 Definitions

[…]

	Chat PoC Group
	A Chat PoC Group is a persistent PoC Group where the <invite-members> element is “false” as specified in the [OMA-POC-XDM] “PoC Group” and in which a PoC User individually joins to have a PoC Session with other joined PoC Users, i.e., the establishment of a PoC Session to a Chat PoC Group does not result in other members of the Chat PoC Group being invited.

	Chat PoC Group Session
	A Chat PoC Group Session is a PoC Session established to a Chat PoC Group.

	Conference-factory-URI
	A Conference-Factory-URI for PoC service is a provisioned SIP URI that identifies the PoC service in the Home PoC Network.

	Confirmed Indication
	A Confirmed Indication is a signalling message returned by the PoC Server to confirm that the PoC Server,  all other network elements intermediary to the PoC Server and a terminating PoC Client are able and willing to receive Media.

	Control Plane
	The Control Plane is the specification of the signaling  between the PoC Client and PoC Server, and between PoC Servers for the Push to talk over Cellular (PoC) service.

	Controlling PoC Function
	The Controlling PoC Function is implemented in a PoC Server and provides centralized PoC Session handling, which includes RTP Media distribution, Talk Burst Control, policy enforcement for participation in Group Sessions, and the Participant information.

	Exploder URI
	An Exploder URI is an address of a SIP URI-list service. A URI-list service is a specialized application service that receives a SIP request with a list of URIs and generates a similar SIP request to each of the URIs on the list. The SIP URI-list service includes a copy of the body of the original SIP request in the generated SIP requests.

	Filter Criteria
	Filter Criteria is routing logic used in the 3GPP IMS or 3GPP2 MMD SIP/IP Core to route SIP requests to the correct Application Server.

	Group
	A Group is a predefined set of PoC Users that is identified by a SIP URI. A PoC Client uses the Group to establish PoC Sessions and to define PoC Session access policy.

	Group Advertisement
	A Group Advertisement is a feature that provides the capability to inform other PoC Users of the existence of a PoC Group.

	Group List
	A list of members in a Pre-arranged or Restricted Chat PoC Group. Each member is identified by a SIP URI or a TEL URI.

	Home PoC Network
	The Home PoC Network is a network comprising a SIP/IP Core and PoC Server, both operated by the user's PoC service provider.  The Home PoC Network is the same as the Home Network defined in IMS and MMD specifications.

	Home PoC Server
	The Home PoC Server is the PoC Server owned by service provider that provides PoC service to the user.

	Incoming Instant Personal Alert Barring
	Incoming Instant Personal Alert Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.

	Incoming PoC Session Barring
	Incoming PoC Session Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming PoC Session requests.

	Instant Personal Alert
	Instant Personal Alert is a feature in which a PoC User sends a SIP based instant message to a PoC User requesting a 1-1 PoC Session.

	Invited PoC Client
	An Invited PoC Client is a PoC Client that is invited to a PoC Session.

	Invited PoC User
	The PoC User who has been invited to a PoC Session.

	Inviting PoC Client
	An Inviting PoC Client is a PoC Client that invites other PoC User(s) to a PoC Session.

	Nick Name
	A user-friendly display name that might be associated to a PoC User or a PoC Group. The Nick Name can either be provided as a "display-name" in a SIP header or in the <display-name> child element of the <entry> element for the PoC User or for the PoC Group as specified in [OMA-POC-XDMS].

	Manual Answer Mode
	Manual Answer Mode is a mode of operation in which the PoC Client requires the PoC User to manually accept the PoC Session invitation before the PoC Session is established.

	Media Parameters
	Media Parameters are SIP/SDP based information exchanged between the PoC Server and the PoC Client that specify the characteristics of the media for a PoC Session being established or that already exists.

	On-demand Session
	An On-demand Session is a PoC Session set-up mechanism in which all Media Parameters are negotiated at PoC Session establishment.

	Originating PoC Service Point Trigger
	An Originating PoC Service Point Trigger is a filter criterion for a dialog initiating SIP request from a (PoC) SIP User Agent.  For a definition and addition information on "Service Point Triggers" when the SIP/IP core is IMS or MMD, see [3GPP TS 29.228] or [3GPP2 X.S0013.005] for more information.

	Participant
	A Participant is a PoC User in a PoC Session.

	Participating PoC Function
	The Participating PoC Function is implemented in a PoC Server, and provides PoC Session handling, which includes policy enforcement for incoming PoC Sessions and relays Talk Burst Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function. The Participating PoC Function may also relay RTP Media between the PoC Client and the PoC Server performing the Controlling PoC Function.

	PoC Address
	A PoC Address identifies a PoC User. The PoC Address can be used by one PoC User to request communication with other PoC Users. If SIP/IP Core is the IMS the PoC Address is a public user identity.

	PoC Client
	A PoC Client is a PoC functional entity that resides on the PoC User Equipment that supports the PoC service.

	PoC Group
	A PoC Group is a predefined set of PoC Users together with its attributes. A PoC Group is identified by a SIP URI.

	PoC Group Identity
	The PoC Group Identity is a SIP URI of the Pre-arranged PoC Group or Chat PoC Group.

	PoC Group Name
	Indicates the name of the PoC Group that can be presented to the PoC User.

	PoC Group Session
	A PoC Group Session is a Pre-arranged PoC Group, Ad-hoc PoC Group or Chat PoC Group Session.

	PoC Server
	The PoC Server implements the 3GPP IMS and 3GPP2 MMD application level network functionality for the PoC service. A PoC Server may perform the role of the Controlling PoC Function or Participating PoC Function, or both at the same time.

	PoC Service Setting
	The PoC Service Settings are Answer Mode Indication, Incoming PoC Session Barring, Incoming Instant Personal Alert Barring and Simultaneous PoC Session Support.

	PoC Session
	A PoC Session is a SIP Session established by the procedures of this specification.  This specification supports the following types of PoC Sessions:  1-1 PoC, Ad-hoc PoC Group, Pre-arranged PoC Group, or Chat PoC Group Session.

	PoC Session Identity
	SIP URI, which identifies the PoC Session and which can be used for routing initial SIP requests.  It is received by the PoC Client during the PoC Session establishment in the Contact header and/or in the TBCP Connect message in case of using Pre-established Session.

	PoC Group Member
	A PoC User contained in the <list> element of the PoC Group document.

	PoC User
	A PoC User is a user of the PoC service.

NOTE: In [PoC RD V1.0] the term “PoC Subscriber” is sometimes used to mean the same as term “PoC User“ in [OMA PoC AD], [OMA PoC CP] and [OMA PoC UP].

	Pre-arranged PoC Group
	A Pre-arranged PoC Group is a persistent PoC Group, where the <invite-members> element is set to “true” as specified in the [OMA-POC-XDM] “PoC Group”.  The establishment of a PoC Session to a Pre-arranged PoC Group results in the PoC Group Members other than the initiator of the PoC Session being invited.

	Pre-established Session
	The Pre-established Session is a SIP Session established between the PoC Client and the Home PoC Server.   The PoC Client establishes the Pre-established Session prior to making requests for PoC Sessions to other PoC Users.  To establish a PoC Session based on a SIP request from the user, the PoC Server conferences other PoC Servers/Users to the Pre-established Session so as to create an end-to-end connection.


[…]
Change 2:  Section 7.2.1.14
7.2.1.14 PoC Session initiation policy

In the case of a Pre-arranged PoC Group the PoC Server performing the Controlling PoC Function SHALL initiate the PoC Session if the Authenticated Originator’s PoC Address is allowed the action <allow-initiate-conference> as specified in [PoC-XDM Specification].

In the case of a Pre-arranged PoC Group, the PoC Server performing the Controlling PoC Function SHALL invite PoC Group Members contained in the <list> element of the PoC Group document as specified in [PoC-XDM Specification]. 
NOTE 1: The PoC Server does not invite the Inviting PoC Client.
If the number of PoC Group Members exceeds <max-participant-count>, the PoC Server performing the Controlling PoC Function SHALL invite only <max-participant-count> members from the list.

NOTE 2: 
How the PoC Server performing the Controlling PoC Function selects the <max-participant-count> members to invite is outside the scope of this specification.
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