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1 Reason for Change

Two contributions on warning message from DoCoMo were noted and ways suggested in them were principally agreed in the last OMA PoC meeting in Osaka. This contribution proposes the modification upon TS UP in line with the previous proposal.
This contribution proposes modifications on Operator Specific Warning Message against TS UP regarding generic activity to realize the functionality of operator specific warning message.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None discovered.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree and incorporate these modifications with TS CP.
6 Detailed Change Proposal

Change 1:  PoC Client activity
6.2
PoC Client termination procedures

6.2.1
PoC Client invited to a PoC Session

6.2.1.1
General

On receipt of the initial SIP INVITE request the PoC Client: 

· 1. MAY reject the SIP INVITE request with an appropriate reject code as specified in [RFC3261] e.g.

a) when the PoC Client is occupied in another PoC Session and can not handle Simultaneous PoC Sessions as specified in 6.2.7 “Simultaneous PoC Sessions control procedures”; or,

b) when the PoC Client is occupied in a CS call; or,

c) when the PoC Client determines that there is not enough resources to handle the PoC Session; or,

d) any other reason outside the scope of this specification.

NOTE 1:
The decision to reject a SIP INVITE request to a PoC Session can e.g. be based on procedures between the PoC Client and the PoC User outside the scope of this specification. 

· 2. SHALL reject the SIP INVITE request with a SIP 403 “Forbidden” response if either of the following conditions are true:

a) the incoming SIP INVITE request contained a Priv-Answer-Mode header with the value 'Auto' as specified in [draft-answermode] and the PoC Client does not support Manual Answer Override;

b) the incoming SIP INVITE request contained an Answer-Mode header with the value 'Manual;Require' as specified in [draft-answermode] and the PoC Client does not support Manual Answer Mode;
· 3. SHALL store the list of supported SIP methods if received in the Allow header;
· 4. SHALL store as the PoC Session Identity the content of the Contact header;
· x. SHALL display to the PoC User the text strings included in a Warning header as specified in 5.6 “Warning header” ;
· 5. MAY display to the PoC User the PoC Address of the Inviting PoC User but SHALL NOT display it if Privacy header includes value 'id'; 
· 6. MAY display Session Type information to the PoC User based on the information received in the Session-Type uri-parameter in the Contact header; and, 

· 7. MAY notify the Media Burst Control Scheme to the PoC User if received the indication of Media Burst Control Scheme. 
When generating SIP responses other than the SIP 100 "Trying" to the received initial SIP request the PoC Client:

· 1. SHALL generate SIP responses according to rules and procedures of [RFC3261]; 
NOTE 2:
The use of the option tag ‘precondition’, as specified in [RFC3312], and the option tag ‘100rel’, as specified in [RFC3262], is not defined for the POC-1 reference point.

· 2. SHALL include Server header to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”;

· 3. SHALL include the option tag 'timer' in a Require header;
· 4. SHOULD include an Allow header with the SIP methods supported in this SIP dialog according to rules and procedures of  [RFC3261]; 
· 5. SHALL include value 'id' in a Privacy header according to rules and procedures specified in [RFC3325], if anonymity is requested by the Invited PoC User; 

· 6. SHALL include the Session-Expires header in the SIP 200 "OK" response to the initial SIP INVITE request and start the SIP Session timer according to rules and procedures specified in [RFC4028]], “UAS Behavior”. The ‘refresher’ parameter in the Session-Expires header SHALL be set to 'uas'.
· 7. SHALL include the PoC Address of the PoC User as the Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address”, if not provided automatically by SIP/IP Core; and,

· 8. SHALL include the PoC feature tag '+g.poc.talkburst' in the Contact header; and,

· 9. MAY include a Nick Name as specified in subclause 5.4 “Nick Name” in the SIP 200 “OK” response to the initial SIP INVITE request.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [ TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  PoC Server activity
7.5
Error Handling

7.5.1
Conference-factory URI does not exist

Upon receipt of a request that includes as the Request-URI a Conference-factory-URI that is not allocated in the PoC Server, the PoC Server SHALL return a SIP 404 "Not found" response.

7.5.2
Conference URI does not exist

Upon receipt of a SIP INVITE request that includes as the Request-URI a Conference URI that is not allocated in the PoC Server performing the Controlling PoC Function, the PoC Server SHALL return a SIP 404 "Not found" response.
7.5.x
Warning Header

Upon returning of SIP 4xx or 5xx or 6xx, PoC Server MAY include operator specific warning message in a Warning header.
If the PoC Server support the language set by PoC Client in accept-language header, PoC Server SHOULD create message in that language.
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