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1 Reason for Change

a) Justification: 
New Media related SDP procedures are missing from CP.
This CR adds new media related changes to SDP offer generation of CF.

b) Clauses affected:

7.2.2.1a 
c) Summary of change:
CF SDP offer changes due to new media
d) Consequence if not approved:

New Media related procedures are missing from Control Plane
e) Reason for revision:

R01:  Meeting comments taken account. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes in the CP baseline is discussed and agreed. 
6 Detailed Change Proposal

7.2.2 Request initiated by the Controlling PoC Function

7.2.2.1 General

The PoC Server SHALL generate an initial SIP INVITE request according to rules and procedures of [RFC3261]. The PoC Server

1. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.talkburst' with "require" and "explicit" parameters according to rules and procedures of [RFC3841] in all initial INVITE requests;
2.  SHALL set the Request-URI to the PoC Address of the PoC User to be invited;

3. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";

NOTE:
The use of the option tag 'precondition', as specified in [RFC3312], is not defined for the POC-2 reference point.

4. SHALL include an option tag '100rel' in a Supported header according to rules and procedures of [RFC3262];
5. SHALL include an option tag 'norefersub' in a Supported header according to rules and procedures of [RFC4488];
6. SHALL include Authenticated Originator’s PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address"
a) with the URI set to the PoC Address of the Inviting PoC Client and the Nick Name to the one defined for this PoC User in the incoming SIP request in case of 1-1 PoC Session and Ad-hoc PoC Group Session; or,

b) with the URI set to the PoC Group Identity and the Nick Name to the one defined for this PoC Group in the PoC Group definitions with the Session Type uri-parameter "session=prearranged" or "session=chat" as specified in E.5.1 "Session Type uri-parameter" in case of the Pre-arranged or Chat PoC Group respectively;

7. SHALL include a Referred-By header with the Authenticated Originator’s PoC Address of the Inviting PoC Client;

8. SHALL include in the Contact header as PoC Session Identity the contact address of the conference with the PoC feature tag '+g.poc.talkburst' and the feature tag 'isfocus' and a Session Type uri-parameter "session=1-1", or "session=adhoc", or "session=prearranged", or "session=chat" as appropriate for the type of the PoC Session as specified in E.5.1 "Session Type uri-parameter"; 

9. SHOULD include the Session-Expires header according to rules and procedures of [RFC4028]], "Generating an Initial Session Refresh Request". The refresher parameter SHALL be omitted.
10. SHALL include the Supported header set to 'timer';

11. SHALL include value 'id' in a Privacy header according to rules and procedures of [RFC3325], if anonymity is requested with the Privacy header by the Inviting PoC Client;

12. SHOULD include an Allow header the SIP methods supported in this SIP dialog according to rules and procedures of  [RFC3261]; and,

13. SHALL include unmodified an Answer-Mode header or Priv-Answer-Mode header if  present in the incoming SIP INVITE request or in the Refer-To URI of the incoming SIP REFER request that caused the outgoing SIP INVITE request to be generated.

On receipt of the SIP 200 "OK" response to the initial outgoing SIP INVITE request the PoC Server:


1. SHALL start the SIP Session timer according to rules and procedures of [RFC4028]; and,


2. SHALL use the Nick name, if a Nick Name is included, according to the priority specified in subclause 5.4 "Nick Name". 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.2.2.1a SDP offer generation
Editor’s Note: we need to check Media in this section need to be changed to Media Type.
The SDP offer is generated based on the received SDP offer. The PoC Server SHALL offer either the same or a subset of Media and the connected Media-floor Control Entities as included in the received SDP offer. 
NOTE: PoC Server can reduce the number of offered Media and Media-floor Control Entities based on local policy.
When receiving a SIP request to add a new PoC User to an existing PoC Session, the PoC Server SHALL offer the Media currently used in the PoC Session.

When receiving an SDP offer to modify the existing PoC Session by adding Media to the PoC Session or removing Media from the PoC Session or both, the PoC Server SHALL offer to other Participants 
1. all the Media used currently in the PoC Session except the Media, which the PoC Session modification originator disconnected from and for which Media removal policy allows to be removed as described in subclause 7.2.1.22 "Policy for removing Media from PoC Session"; and,

2. the new Media from the received SDP offer, if allowed by the Media adding policy as specified in subclause 7.2.1.21 "Adding Media to a PoC Session policy".

The SDP body SHALL be composed according to rules and procedures of [RFC3264] and [RFC4566] as follows:

1. the IP address of the PoC Server SHALL be set for each offered Media from the list contained in the received SDP offer and for each offered Media-floor Control Entity from the list contained in the received SDP offer;
2. the media-level section for each offered Media from the list contained in the received SDP offer SHALL consist of:
a) the port number for Media;

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer and/or other codec(s), if any, that the PoC Server is capable of transcoding; 
NOTE 1: The Media Parameters of the Discrete Media are specified in [OMA IM TS].
NOTE 2: The PoC Server can narrow the selection of Media Parameters and codec(s) according to the local policy, which may be a function of one or more of the following:  Inter-operator service level agreement; domain of the invited PoC Client; other factors.
c) the 'label' attribute with a unique value as specified in [draft-ietf-mmusic-sdp-media-label], if Media is to be connected to a Media-floor Control Entity except when only PoC Speech with TBCP is offered;
d) the IP address of the PoC Server and port number to be used for RTCP at the PoC Server, according to rules and procedures of [RFC3605], if the Media uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; and,

e) include the attribute "a=upcc:0" if the PoC Server supports PoC Media Traffic Optimisation;
3. if any Media-floor Control Entity is offered, the media-level section of each offered Media-floor Control Entity from the list contained in the received  SDP offer consisting of:
a) the protocol for Media-floor Control as in the received SDP offer;
NOTE 3: the protocol can be either Talk Burst Control Protocol or Media Burst Control Protocol
b) the Media-floor Control Entity parameters selected by the PoC Server from those contained in the received SDP offer;

c) the port number for Media-floor Control Entity;

d) the 'floorid:0 m-stream' attribute with value(s) referencing the Media as specified in [draft-ietf-mmusic-sdp-bfcp] intended to be connected to the Media-floor Control Entity except when only PoC Speech with TBCP is offered;

4. if a Media-floor Control Entity is rejected: 

a) the Media-floor Control Entity SHALL be marked as rejected in the SDP offer according to rules and procedures of [RFC3264], and;

b) all the Media bound to the Media-floor Control Entity SHALL be marked as rejected in the SDP offer according to rules and procedures of [RFC3264];
5. the Media rejected by the PoC Server SHALL be marked as rejected in the SDP offer according to rules and procedures of [RFC3264].
With an SDP offer, the following SHALL be applied:

1. if PoC Speech is offered, the media-level section that identifies PoC Speech SHALL be connected to Media-floor Control Entity as in the received SDP offer;
2. if Video is offered, the media-level section that identifies Video SHALL be connected to Media-floor Control Entity as in the received SDP offer;
3. if Audio is offered, the media-level section that identifies Audio SHALL be connected to Media-floor Control Entity as in the received SDP offer; and,
4. if Discrete Media is offered and if it is bound to a Media-floor Control Entity, the media-level section that identifies Discrete Media SHALL be connected to Media-floor Control Entity as in the received SDP offer.
Editor’s note: Media-floor Control Entity Protocol for each Media or each Media combination is FFS

Editor's note: how to distinguish the PoC Speech and Audio is FFS
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