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1 Reason for Change

Justification
 The SCR tables in the UP need to be updated to reflect the latest SCR template, i.e. OMA-ORG-SCR_Rules_and_Procedures-V1_0-20060919-A.
Scope of change
SCR tables updated (status column removed and status added at the end of the item).

PoC V2 items modified to include V2 in the item.

 Some xxx replaced with numbers
Impacted subclauses
Appendix A 
Consequence if not accepted
The SCR will not comply with latest SCR template. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the UP.
6 Detailed Change Proposal

Change 1:  (Updating SCR tables)

A. Static Conformance Requirement (SCR) (Normative)

The SCRs defined in the following tables include SCR for:

· The PoC Client;

· The PoC Server performing the Participating PoC Function; and,

· The PoC Server performing the Controlling PoC Function.

Each SCR table identifies a list of supported features as:

Item: Identifier for a feature.

Function: Short description of the feature. 

Reference: Subclause(s) of this specification with more details on the feature.


Requirement: This column identifies other features required by this feature. If no other features are required, this column is left empty.

This section describes the dependency grammar notation to be used in the Requirement column of the SCR and SCR tables using ABNF [RFC2234].













TerminalExpression =
ScrReference
/ NOT TerminalExpression
/ TerminalExpression LogicalOperator TerminalExpression
/ “(“ TerminalExpression “)”

ScrReference =
ScrItem
/ ScrGroup

ScrItem =
SpecScrName “–“ GroupType “–“ DeviceType “–“ NumericId “-” Status
/ SpecScrName “–“ DeviceType “–“ NumericId “-” Status

ScrGroup =
SpecScrName “:” FeatureType
/ SpecScrName “– “ GroupType “–“ DeviceType “–” FeatureType

SpecScrName = 1*Character; See Section 8

GroupType = 1*Character; See Section 10

DeviceType = “C” / “S”; C – client, S – server

NumericId = Number Number Number 

Status = “M” / “O”; M - Mandatory, O - Optional

LogicalOperator = “AND” / “OR”; AND has higher precedence than OR and OR is inclusive

FeatureType = “MCF” / “OCF” / “MSF” / “OSF”; See Section 9

Character = %x41-5A ; A-Z

Number = %x30-39 ; 0-9

A.1 PoC Client

A.1.1 Transport

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UTR-C-001-M
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	
	

	PoC_UserPlaneV1-UTR-C-002-M
	Support of UDP according to rules and procedures specified in [RFC768].
	Subclause 5.2
	
	

	PoC_UserPlaneV1-UTR-C-003-M
	Handling of Port Numbers.
	Subclause 5.2.1
	
	

	PoC_UserPlaneV1-UTR-C-004-M
	Support of RTP according to rules and procedures as specified in [RFC3550].
	Subclause 5.3
	
	

	PoC_UserPlaneV1-UTR-C-005-M
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in the subclause 5.4 "RTCP" including support of the creation, modification and/or processing of the content in MBCP packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-006-O
	Support the creation and/or processing of the content in RTCP packets, other than those used for MBCP messages, to provide means for User Plane adaptation, feedback of the quality of the Media transmission and give a persistent transport-level identifier for the RTP source.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-007-O
	Support of sending of MBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-008-O
	Does not send MBCP messages as compound packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-009-O
	Supports the creation and/or processing of the content in RTCP packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-010-O
	To reduce potential degradation of the quality of the Media transmission, the PoC Client does not schedule transmission of RTCP packets or MBCP messages during a Media Burst.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-UTR-C-011
	void
	
	
	

	PoC_UserPlaneV1-UTR-C-012-O
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	
	


A.1.2 Media Burst Control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UTB-C-001-M
	Supports basic Media Burst Control.
	Subclause 6.2.5
	
	

	PoC_UserPlaneV1-UTB-C-002-O
	Provides Media Burst idle notifications to the PoC User.
	Subclause 6.2.5.2.1
	
	

	PoC_UserPlaneV1-UTB-C-003-O
	Provides the Talker Identification to the PoC User if available.
	Subclauses 6.2.5.2.2, 6.2.5.3.2, 6.2.5.5.4 6.2.5.6.3,

6.2.5.6.4.
	
	PoC_UserPlaneV1-UID-C-001

	PoC_UserPlaneV1-UTB-C-004-O
	Supports the T13 (end of RTP Media) timer.
	Subclauses 6.2.5.2.2, 6.2.5.2.3, 6.2.5.3.2, 6.2.5.3.6, 6.2.5.5.4, 6.2.5.5.5, 6.2.5.6.3, 6.2.5.6.4, 6.2.9.7.1
	
	PoC_UserPlaneV1-UTI-C-004

	PoC_UserPlaneV1-UTB-C-007-O
	Displays the reason provided in the MBCP Media Burst Deny message to the User.
	Subclause 6.2.5.3.3
	
	

	PoC_UserPlaneV1-UTB-C-008-O
	Starts the T13 (end of RTP Media) timer based on reception on RTP Media packets.
	Subclause 6.2.5.3.6
	
	

	PoC_UserPlaneV1-UTB-C-009-O
	Provide a Media Burst request timeout notification to the PoC User;
	Subclause 6.2.5.3.5
	
	

	PoC_UserPlaneV1-UTB-C-010-O
	Informs the User of the reason in the reason code field contained in the MBCP Media Burst Revoke message; 
	Subclauses 6.2.5.4.3 and 6.2.5.5.6
	
	

	PoC_UserPlaneV1-UTB-C-011-O
	Starts the T12 (PoC Client retry-after) timer, if a retry after time is contained in the MBCP Media Burst Revoke message;
	Subclauses 6.2.5.4.3 and 6.2.5.5.6
	
	PoC_UserPlaneV1-UTI-C-003

	PoC_UserPlaneV1-UTB-C-012-O
	Includes the sequence number of the last RTP Media packet that was sent, if at least 1 RTP Media packet was sent.
	Subclauses 6.2.5.5.1 and 6.2.5.6.5
	
	

	PoC_UserPlaneV1-UTB-C-013-O
	Informs the User that permission to send a Media Burst is being revoked.
	Subclause 6.2.5.5.6
	
	

	PoC_UserPlaneV1-UTB-C-014-O
	Supports extensions to basic Media Burst Control necessary for the support of Pre-established Sessions.
	Subclause 6.2.6
	
	PoC_UserPlaneV1-UMC-C-014

	PoC_UserPlaneV1-UTB-C-015-O
	Supports extensions to basic Media Burst Control necessary for the support of Simultaneous PoC Sessions.
	Subclause 6.2.7 and 6.2.8
	
	

	PoC_UserPlaneV1-UTB-C-016-O
	Sends and acts upon received MBCP messages for a PoC Session in the dormant state.
	Subclause 6.2.8.3.1
	
	PoC_UserPlaneV1-UTB-C-015

	PoC_UserPlaneV1-UTB-C-017-O
	Supports extensions to Media Burst Control necessary for the support of queuing of Media Burst requests. 
	Subclause 6.2.9
	
	

	PoC_UserPlaneV1-UTB-C-018-O
	Provides the queue position (if available) to the User.
	Subclause 6.2.9.3.7
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UTB-C-019-O
	Starts/restarts the T13 (end of RTP Media) timer when receiving RTP Media packets.
	Subclause 6.2.9.7.1
	
	PoC_UserPlaneV1-UTB-C-018 AND PoC_UserPlaneV1-UTI-C-004

	PoC_UserPlaneV1-UTB-C-020-O
	Displays the reason provided in the MBCP Media Burst Deny message, if it is included, to the User.
	Subclause 6.2.9.7.4
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UTB-C-021-O
	Provides notification of the number of Participants, receiving Media Bursts in the PoC Session, to the PoC User, if included in the MBCP Media Burst Granted message.
	Subclause 6.2.5.3.1
	
	

	PoC_UserPlaneV1-UTB-C-022-O
	Provides notification of the number of Participants, receiving Media Bursts in the PoC Session, to the PoC User, if included in the MBCP Media Burst Granted message.
	Subclause 6.2.5.3.1, 6.2.7.2.6, 6.2.7.4.6, 6.2.7.4.7, 6.2.8.3.10
	
	PoC_UserPlaneV1-UTB-C-015

	PoC_UserPlaneV1-UTB-C-023-O
	Provides notification of the number of Participants, receiving Media Bursts in the PoC Session, to the PoC User, if included in the MBCP Media Burst Granted message.
	Subclause 6.2.9.7.3
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UTB-C-024-O
	Performs the mapping between the SSRC of the PoC Client granted a permission to send a Media Burst and the PoC Address or Nick Name or both, if they are included in the MBCP Media Burst Taken message;
	Subclause 6.2.5.2.2, 6.2.5.3.2, 6.2.5.5.4, 6.2.5.6.3, 6.2.6.2.6, 6.2.9.3.2, 6.2.9.7.2.
	
	

	PoC_UserPlaneV1-UTB-C-025-O
	Displays the PoC Address or Nick Name or both based on SSRC of the sending PoC Client.
	Subclause 6.2.5.2.3, 6.2.5.3.6, 6.2.5.5.4, 6.2.5.5.5, 6.2.5.6.3, 6.2.5.6.4, 6.2.6.2.6, 6.2.9.3.6, 6.2.9.7.1, 6.2.9.7.2.
	
	PoC_UserPlaneV1-UTB-C-024


A.1.3 Media control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UMC-C-001-O
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1
	
	

	PoC_UserPlaneV1-UMC-C-002-O
	Supports the transmission of RTCP SR/RR compound packets.
	Subclause 7.1.2
	
	PoC_UserPlaneV1-UMC-C-001

	PoC_UserPlaneV1-UMC-C-003-O
	Uses the reception of the RTCP SR compound packet as indication to trigger the transmission of the RTCP RR compound packet.
	Subclause 7.1.2.2
	
	PoC_UserPlaneV1-UMC-C-002

	PoC_UserPlaneV1-UMC-C-004-O
	Implement a timer that supervises the reception of the RTCP SR compound packet.
	Subclause 7.1.2.2
	
	PoC_UserPlaneV1-UMC-C-003

	PoC_UserPlaneV1-UMC-C-005-M
	Support of Media Parameter negotiation.
	Subclause 7.2, 7.2.1.1 and 7.2.1.2
	
	

	PoC_UserPlaneV1-UMC-C-006-O
	Support of User Plane adaptation.
	Subclause 7.3
	
	

	PoC_UserPlaneV1-UMC-C-007-O
	Changes the voice frame packetization or voice codec mode by Out-band signaling using SDP payload within SIP messages.
	Subclause 7.3
	
	PoC_UserPlaneV1-UMC-C-006

	PoC_UserPlaneV1-UMC-C-008
	void
	
	
	

	PoC_UserPlaneV1-UMC-C-009-O
	Initiate User Plane adaptation (out-band) triggered by e.g roaming to the system with different Media capabilities.
	Subclause 7.3.1
	
	PoC_UserPlaneV1-UMC-C-006

	PoC_UserPlaneV1-UMC-C-010-O
	Supports Media on and off hold.
	Subclause 7.4.1
	
	

	PoC_UserPlaneV1-UMC-C-011-O
	Sends Media Bursts, when the Media is on hold.
	Subclause 7.4
	
	PoC_UserPlaneV1-UMC-C-010

	PoC_UserPlaneV1-UMC-C-012-O
	Supports Simultaneous PoC Sessions
	Subclause 7.5.1
	
	

	PoC_UserPlaneV1-UMC-C-013-O
	Supports the sending of RTP Media packets to any of the Simultaneous PoC Sessions according to the PoC User selection.
	Subclause 7.5.1
	
	PoC_UserPlaneV1-UMC-C-012

	PoC_UserPlaneV1-UMC-C-014-O
	Supports RTP Media Session release of the Pre-established Session.
	Subclause 7.6
	
	PoC_UserPlaneV1-UTB-C-014

	PoC_UserPlaneV1-UMC-C-015-M
	Support of Media transfer
	Subclause 7.7.1
	
	

	PoC_UserPlaneV1-UMC-C-016-O
	Supports Media buffering for handling of variable latency in incoming RTP Media packets.
	Subclause 7.8.1
	
	

	PoC_UserPlaneV1-UMC-C-017-M
	Support coding and decoding of Media
	Subclause 7.9
	
	PoC_UserPlaneV1-UMC-C-018 OR PoC_UserPlaneV1-UMC-C-019

	PoC_UserPlaneV1-UMC-C-018-O
	Supports codecs recommended by 3GPP
	Subclause 7.9
	
	

	PoC_UserPlaneV1-UMC-C-019-O
	Supports codecs recommended by 3GPP2
	Subclause 7.9
	
	


A.1.4 Talker identification

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UID-C-001-O
	Support of Talker Identification
	Subclause 8.2
	
	PoC_UserPlaneV1-UTB-C-003 OR PoC_UserPlaneV1-UID-C-002

	PoC_UserPlaneV1-UID-C-002-O
	Collects information about the other Participants in the PoC Session in order to be able to map a RTP Media packet in case the MBCP Media Burst Taken message is lost.
	Subclause 8.2
	
	PoC_UserPlaneV1-UID-C-001

	PoC_UserPlaneV1-UID-C-003-O
	The PoC Client keep itself updated with the information provided by the PoC Server performing the Controlling PoC Function.
	Subclause 8.2
	
	PoC_UserPlaneV1-UID-C-002


A.1.5 Timers

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UTI-C-001-M
	Media Burst Release timer (T10)
	Subclause 9.3
	
	

	PoC_UserPlaneV1-UTI-C-002-M
	Media Burst Request timer (T11)
	Subclause 9.3
	
	

	PoC_UserPlaneV1-UTI-C-003-O
	PoC Client retry-after timer (T12)
	Subclause 9.3
	
	PoC_UserPlaneV1-UTB-C-011

	PoC_UserPlaneV1-UTI-C-004-O
	PoC Client end of RTP Media timer (T13)
	Subclause 9.3
	
	PoC_UserPlaneV1-UTB-C-004 OR POC-UTB-C-019

	PoC_UserPlaneV1-UTI-C-005-O
	Revocation Alert timer (T17)
	Subclause 9.3
	
	PoC_UserPlaneV1-URE-C-001


A.1.6 Media Burst Control messages

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-UME-C-001-M
	Media Burst Control (MBCP) messages
	Subclause 6.5 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-002-O
	Sending of more than one MBCP Media Burst Control message MAY be sent in a single IP packet.
	Subclause 6.5 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-003-M
	MBCP Media Burst Request message
	Subclause 6.5.2 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-004-O
	Media Burst request priority level
	Subclause 6.5.2.1
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UME-C-005-O
	Media Burst request timestamp
	Subclause 6.5.2.2
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UME-C-006-M
	MBCP Media Burst Granted message
	Subclause 6.5.2.2 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-007-M
	MBCP Media Burst Deny message
	Subclause 6.5.4 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-008-M
	MBCP Talk Release message
	Subclause 6.5.5 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-009-M
	MBCP Media Burst Idle message
	Subclause 6.5.6 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-010-M
	MBCP Media Burst Taken message
	Subclause 6.5.7 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-011-M
	MBCP Media Burst Revoke message
	Subclause 6.5.7 and 6.1
	
	

	PoC_UserPlaneV1-UME-C-012-O
	MBCP Media Burst Acknowledgment message
	Subclause 6.5.9 and 6.1
	
	PoC_UserPlaneV1-UTB-C-014

	PoC_UserPlaneV1-UME-C-013-O
	MBCP Media Burst Request Queue Status Request message
	Subclause 6.5.10 and 6.1
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UME-C-014-O
	MBCP Media Burst Request Queue Status Response message
	Subclause 6.5.11 and 6.1
	
	PoC_UserPlaneV1-UTB-C-017

	PoC_UserPlaneV1-UME-C-015-O
	MBCP Disconnect message
	Subclause 6.5.12
	
	PoC_UserPlaneV1-UTB-C-014


A.1.7 Advanced Revocation Alert
	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV2-URE-C-001-O
	Supports Advanced Revocation Alert 
	Subclause 6.2.5.3.1, 6.2.5.4.1 and 6.2.5.2
	
	PoC_UserPlaneV1-UTI-C-005


A.2 PoC Server performing the Participating PoC Function

A.2.1 User Plane Routing

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PPR-S-001-M
	Support of the Participating PoC Function in the PoC Server. 
	Subclause 4.2
	
	PoC_UserPlaneV1-UPR-S-002 OR PoC_UserPlaneV1-UPR-S-003

	PoC_UserPlaneV1-PPR-S-002-O
	The PoC Server stays in the Media path (Option 1).
	Subclause 4.2
	
	PoC_UserPlaneV1-PTR-S001 AND PoC_UserPlaneV1-PTR-S002 AND PoC_UserPlaneV1-PTR-S003 AND PoC_UserPlaneV1-PTR-S004 AND PoC_UserPlaneV1-PTR-S005 AND PoC_UserPlaneV1-PTB-S001 AND PoC_UserPlaneV1-PMC-S003 AND PoC_UserPlaneV1-PMC-S-013 AND PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PPR-S-003-O
	The PoC Server does not stay in the Media path (Option 2)
	Subclause 4.2
	
	


A.2.2 Transport

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PTR-S-001-O
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-002-O
	Support of UDP according to the rules and procedures as specified in [RFC768].
	Subclause 5.2
	
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-003-O
	Handling of port numbers.
	Subclause 5.2.1
	
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-004-O
	Support of RTP according to the rules and procedures specified in [RFC3550].
	Subclause 5.3
	
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-005-O
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in the subclause 5.4 "RTCP" including support of the creation, modification and/or processing of the content in MBCP packets.
	Subclause 5.4
	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-006-O
	Support of sending of MBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	
	 PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-007-O
	Does not send MBCP messages as compound packets.
	Subclause 5.4
	
	PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-008-O
	Support the creation, modification and/or processing of the content in RTCP packets to provide means for User Plane adaptation and feedback of the quality of the RTP Media transmission.
	Subclause 5.4
	
	PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-009-O
	To reduce potential degradation of the quality of the Media transmission, the PoC Server does not schedule transmission of RTCP packets or MBCP messages during a Media Burst.
	Subclause 5.4
	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-010
	void
	
	
	

	PoC_UserPlaneV1-PTR-S-011-O
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	
	PoC_UserPlaneV1-PTR-S-002


A.2.3 Media Burst Control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PTB-S-001-O
	Supports basic Media Burst Control.
	Subclause 6.3.5


	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTB-S-002-O
	Supports extensions to Media Burst Control necessary for the support of Pre-established Sessions.
	Subclause 6.2.6
	
	PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-UME-C-016 AND PoC_UserPlaneV1-PME-C-017

	PoC_UserPlaneV1-PTB-S-003-O
	Supports extensions to Media Burst Control necessary for the support of Simultaneous PoC Sessions.
	Subclause 6.2.7 and 6.3.8
	
	PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PTB-S-004-O
	Sends MBCP Media Burst Taken message to the PoC Client, if a Media Burst is on-going.
	Subclause 6.4.5.1.1.
	
	PoC_UserPlaneV1-PTB-S-003

	PoC_UserPlaneV1-PTB-S-005-O
	Discards the PoC Client terminated MBCP packets of the PoC Sessions in 'S: Dormant' state.
	Subclause 6.3.8.3.1


	
	PoC_UserPlaneV1-PTB-S-003


A.2.4 Media Control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PMC-S-001-O
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1.1
	
	PoC_UserPlaneV1-PPR-S-002 

	PoC_UserPlaneV1-PMC-S-002-O
	Modify the content of the RTCP SR compound packet send by the PoC Client in an interrupted PoC Session according to rules and procedures specified in [RFC3550].
	Subclause 7.1.3
	
	PoC_UserPlaneV1-UMC-S-001

	PoC_UserPlaneV1-PMC-S-003-O
	Media parameter negotiation
	Subclause 7.2.2
	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PMC-S-004-O
	Support for putting Media on/off hold
	Subclause 7.4.2
	
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PMC-S-005-O
	User Plane adaptation
	Subclause 7.3
	
	PoC_UserPlaneV1-PPR-S-002 

	PoC_UserPlaneV1-PMC-S-006-O
	Forward the Media Bursts and MBCP messages between the PoC Client and the PoC Server performing the Controlling PoC Function while Media is placed on hold for a PoC Session.
	Subclause 7.4.2
	
	PoC_UserPlaneV1-PMC-S-004

	PoC_UserPlaneV1-PMC-S-007-O
	Simultaneous PoC Sessions
	Subclause 7.5.2
	
	PoC_UserPlaneV1-PTB-S-003

	PoC_UserPlaneV1-PMC-S-008
	Forwards the MBCP messages of all PoC Sessions from the PoC Server(s) performing the Controlling PoC Function to PoC Client.
	Subclause 7.5.2
	
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-009-O
	Sends a RTCP SR message to the PoC Client concerning the PoC Session, which was interrupted due to activity in another PoC Session.
	Subclause 7.5.2
	
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-010-O
	Modifies the RTCP RR and SR messages sent between the PoC Client and the PoC Server to improve the accuracy of the quality feedback in the case of interrupted Media Burst. 
	Subclause 7.5.2
	
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-011-O
	Sends a MBCP Media Burst Taken message prior to the first RTP packet being sent to the PoC Client.
	Subclause 7.5.2
	
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-013-O
	Supports Media transfer.
	Subclause 7.7.2
	
	PoC_UserPlaneV1-PPR-S-002 AND (PoC_UserPlaneV1-PMC-S-015 OR PoC_UserPlaneV1-PMC-S-016)

	PoC_UserPlaneV1-PMC-S-014-O
	Discards RTP Media of the PoC Sessions not selected for transmitting to the PoC Client. 
	Subclause 7.7.2
	
	PoC_UserPlaneV1-PTB-S-003

	PoC_UserPlaneV1-PMC-S-015-O
	Supports codecs recommended by 3GPP
	Subclause 7.9
	
	PoC_UserPlaneV1-PMC-S-013

	PoC_UserPlaneV1-PMC-S-016-O
	Supports codecs recommended by 3GPP2
	Subclause 7.9
	
	PoC_UserPlaneV1-PMC-S-013

	PoC_UserPlaneV2-PMC-S-017-O
	Support for PoC Media Traffic Optimization
	Subclauses 7.10 and 6.3.5.
	
	PoC_UserPlaneV1-PMC-S-003 AND PoC_UserPlaneV1-PMC-S-013


A.2.5 Media Burst Control messages

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PME-S-001-O
	Media Burst Control (MBCP) messages
	Subclause 6.5 and 6.1
	
	PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-PME-S-003 AND PoC_UserPlaneV1-PME-S-004 AND PoC_UserPlaneV1-PME-S-005 AND PoC_UserPlaneV1-PME-S-006 AND PoC_UserPlaneV1-PME-S-007 AND PoC_UserPlaneV1-PME-S-008 AND PoC_UserPlaneV1-PME-S-009 AND PoC_UserPlaneV1-PME-S-011 AND PoC_UserPlaneV1-PME-S-012

	PoC_UserPlaneV1-PME-S-002-O
	Sending of more than one MBCP Media Burst Control message MAY be sent in a single IP packet.
	Subclause 6.5
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-003-O
	MBCP Media Burst Request message
	Subclause 6.5.2 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-004-O
	MBCP Media Burst Granted message
	Subclause 6.5.2.2 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-005-O
	MBCP Media Burst Deny message
	Subclause 6.5.4 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-006-O
	MBCP Talk Release message
	Subclause 6.5.5 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-007-O
	MBCP Media Burst Idle message
	Subclause 6.5.6 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-008-O
	MBCP Media Burst Taken message
	Subclause 6.5.7 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-009-O
	MBCP Media Burst Revoke message
	Subclause 6.5.7 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-010-O
	MBCP Media Burst Acknowledgment message
	Subclause 6.5.9 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-011-O
	MBCP Media Burst Request Queue Status Request message
	Subclause 6.5.10 and 6.1
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-S-012-O
	MBCP Media Burst Request Queue Status Response message
	Subclause 6.5.11
	
	PoC_UserPlaneV1-PME-S-001

	PoC_UserPlaneV1-PME-C-016-O
	MBCP Disconnect message
	Subclause 6.5.12 and 6.1
	
	PoC_UserPlaneV1-PME-S-010 AND PoC_UserPlaneV1-PTB-S-002 AND PoC_UserPlaneV1-PTI-S-003

	PoC_UserPlaneV1-PME-C-017-O
	MBCP Connect message
	Subclause 6.5.13 and 6.1
	
	PoC_UserPlaneV1-PME-S-010 AND PoC_UserPlaneV1-PTB-S-002


A.2.6 Timers

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-PTI-S-001-O
	Support of the T14 'Conversation' timer.
	Subclause 9.2
	
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PTI-S-002-O
	Support of the T15 'Connect message retransmit' timer.
	Subclause 9.2
	
	PoC_UserPlaneV1-PME-S-008

	PoC_UserPlaneV1-PTI-S-003-O
	Support of theT16 'Disconnect message re-transmit timer'
	Subclause 9.2
	
	PoC_UserPlaneV1-PME-C-016


A.3 PoC Server performing the Controlling PoC Function

A.3.1 Transport

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CTR-S-001-M
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	
	

	PoC_UserPlaneV1-CTR-S-002-M
	Support of UDP according to the rules and procedures as specified in [RFC768].
	Subclause 5.2


	
	

	PoC_UserPlaneV1-CTR-S-003-M
	Handling of port numbers.
	Subclause 5.2.1
	
	

	PoC_UserPlaneV1-CTR-S-004-M
	Support of RTP according to the rules and procedures as specified in [RFC3550].
	Subclause 5.3
	
	

	PoC_UserPlaneV1-CTR-S-005-M
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in subclause 5.4 "RTCP" including support of the creation, modification and/or processing of the content in MBCP packets .
	Subclause 5.4
	
	

	PoC_UserPlaneV1-CTR-S-006
	void
	
	
	

	PoC_UserPlaneV1-CTR-S-007-O
	Support of sending of MBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-CTR-S-008-O
	Does not send MBCP messages as compound packets.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-CTR-S-009-O
	Supports the creation, modification and/or processing of the content in RTCP packets to provide means for User Plane adaptation and feedback of the quality of the RTP Media transmission.
	Subclause 5.4
	
	

	PoC_UserPlaneV1-CTR-S-010-O
	To reduce potential degradation of the quality of the Media transmission, the PoC Server does not schedule transmission of RTCP packets or MBCP messages during a Media Burst.
	Subclause 5.4
	
	PoC_UserPlaneV1-CTR-S-009

	PoC_UserPlaneV1-CTR-S-011
	void
	
	
	

	PoC_UserPlaneV1-CTR-S-012-O
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	
	PoC_UserPlaneV1-CTR-S-009


A.3.2 Media Burst Control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CTB-S-001-M
	Supports basic Media Burst Control.
	Subclause 6.4.4 and 6.4.5


	
	

	PoC_UserPlaneV1-CTB-S-002-O
	Supports early right to speak indication to the PoC Client.
	Subclause 6.4.2
	
	PoC_UserPlaneV1-CMC-S-011

	PoC_UserPlaneV1-CTB-S-003-O
	Includes a Reason phrase field
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-004 OR PoC_UserPlaneV1-CTB-S-005 OR PoC_UserPlaneV1-CTB-S-006 OR PoC_UserPlaneV1-CTB-S-007 OR PoC_UserPlaneV1-CTB-S-008

	PoC_UserPlaneV1-CTB-S-004-O
	The Reason phrase field "Another PoC User has permission" is include, if another Participant has a Media Burst permission.
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CTB-S-005-O
	The Reason phrase field "Internal PoC Server error" is include, if PoC Server is not able to grant the Media Burst due to an internal error. 
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CTB-S-006-O
	The Reason phrase field "Only one Participant in the PoC Session" is included, if the requesting PoC User is the only Participant in the PoC Session.
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CTB-S-007-O
	The Reason phrase field "Retry-after timer has not expired" is include, if the retry-after timer is still running.
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CTB-S-008-O
	The Reason phrase field"Listen only" is included, if the requesting PoC User has only listen only privilege. 
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CTB-S-009-O
	if the associated PoC Client rejoins an ongoing PoC Session or initiates or joins a Chat PoC Session, and if no PoC Client has the permission to send a Media Burst, the PoC Server sends a MBCP Media Burst Idle message to the PoC Client
	Subclause 6.4.4.2.2
	
	

	PoC_UserPlaneV1-CTB-S-010-O
	Indicates when the PoC Client has been placed in the Media Burst request queue by giving the position of the PoC Client in the Media Burst request queue when sending a MBCP Media Burst Request Queue Status Response message to the PoC Client.
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-014

	PoC_UserPlaneV1-CTB-S-011-O
	Indicates when the PoC Client has been placed in the Media Burst request queue the priority granted to the MBCP Media Burst Request message in the queue when sending a MBCP Media Burst Request Queue Status Response message to the PoC Client.
	Subclause 6.4.4.2.2
	
	PoC_UserPlaneV1-CTB-S-0014

	PoC_UserPlaneV1-CTB-S-012-O
	Sends a MBCP Media Burst Deny message to the PoC Client; and, remains in the state 'U: not permitted and MB_Idle' state if there is only one Participant in the PoC Session.
	Subclause 6.4.5.2.3
	
	

	PoC_UserPlaneV1-CTB-S-013-O
	Supports extensions to basic Media Burst Control necessary for the support of 1-many-1 Session.
	Subclause 6.4.4.3.4, 6.4.4.4.2, 6.4.4.4.3, 6.4.4.5.2 and 6.4.4.5.4
	
	

	PoC_UserPlaneV1-CTB-S-014-O
	Supports extensions to basic Media Burst Control necessary for the support of queuing of Media Burst requests.
	Subclause 6.4.4 and 6.4.5
	
	PoC_UserPlaneV1-CME-S-011

	PoC_UserPlaneV1-CTB-S-015-O
	Honors the Time Stamp and inserts the PoC Client in the queue accordingly.
	Subclause 6.4.5.3.3
	
	PoC_UserPlaneV1-CTB-S-005

	PoC_UserPlaneV1-CTB-S-016-O
	Include notification of the number of Participants, receiving Media Bursts, in the PoC Session, in the MBCP Media Burst Granted message.
	Subclause 6.4.4.3.1
	
	


A.3.3 Media Burst Control messages

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CME-S-001-M
	Media Burst Control (MBCP) messages
	Subclause 6.5 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-002-O
	Sending of more than one MBCP Media Burst Control message MAY be sent in a single IP packet.
	Subclause 6.5
	
	

	PoC_UserPlaneV1-CME-S-003-M
	MBCP Media Burst Request message
	Subclause 6.5.2 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-004-M
	MBCP Media Burst Granted message
	Subclause 6.5.2.2 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-005-O
	Includes the number of Participants in MBCP Media Burst Granted message
	Subclause 6.4.4.3.1
	
	

	PoC_UserPlaneV1-CME-S-006-M
	MBCP Media Burst Deny message
	Subclause 6.5.4 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-007-M
	MBCP Talk Release message
	Subclause 6.5.5 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-008-M
	MBCP Media Burst Idle message
	Subclause 6.5.6 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-009-M
	MBCP Media Burst Taken message
	Subclause 6.5.7 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-0010-M
	MBCP Media Burst Revoke message
	Subclause 6.5.7 and 6.1
	
	

	PoC_UserPlaneV1-CME-S-011-O
	MBCP Media Burst Request Queue Status Request message
	Subclause 6.5.10 and 6.1
	
	PoC_UserPlaneV1-CTB-S-005 AND PoC_UserPlaneV1-CME-S-012

	PoC_UserPlaneV1-CME-S-012-O
	MBCP Media Burst Request Queue Status Response message
	Subclause 6.5.11 and 6.1
	
	PoC_UserPlaneV1-CME-S-011

	PoC_UserPlaneV1-CME-S-013-O
	Supports the sending of priority in the MBCP Media Burst Request Queue Status Response message 
	Subclause 6.5.11
	
	PoC_UserPlaneV1-CME-S-012

	PoC_UserPlaneV1-CME-S-014-O
	Supports the sending of queue Position in the MBCP Media Burst Request Queue Status Response message.
	Subclause 6.5.11
	
	PoC_UserPlaneV1-CME-S-012

	PoC_UserPlaneV2-CME-S-015-O
	Includes Alert margin in the MBCP Burst Granted response message
	Subclause 6.5.3
	
	PoC_UserPlaneV1-CRA-004


A.3.4 Media control

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CMC-S-001-O
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1
	
	

	PoC_UserPlaneV1-CMC-S-002-O
	Acts as a 'monitor' according to the rules and procedures specified in [RFC3550] for the RTP Media flow and use the reported statistics to estimate the current quality of service.
	Subclause 7.1.4
	
	PoC_UserPlaneV1-CMC-S-001

	PoC_UserPlaneV1-CMC-S-003-O
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.
	Subclause 7.1.4
	
	PoC_UserPlaneV1-CMC-S-001

	PoC_UserPlaneV1-CMC-S-004-M
	Media parameter negotiation
	Subclause 7.2 and 7.2.3
	
	

	PoC_UserPlaneV1-CMC-S-005-O
	Determines the preferred Media capabilities based on the lowest negotiated Media capability of the PoC Client's that have joined the PoC Session.
	Subclause 7.2
	
	

	PoC_UserPlaneV1-CMC-S-006-O
	User Plane adaptation
	Subclause 7.3 and 7.3.3
	
	PoC_UserPlaneV1-CTI-S-005 AND PoC_UserPlaneV1-CTI-S-006

	PoC_UserPlaneV1-CMC-S-007-O
	When determining the Media Parameters the PoC Server SHOULD take into account the highest common Media capabilities provided by both the new and the existing members in the Group.
	Subclause 7.3.3
	
	PoC_UserPlaneV1-CMC-S-006

	PoC_UserPlaneV1-CMC-S-008-M
	Media on and off hold
	Subclause 7.4.3
	
	

	PoC_UserPlaneV1-CMC-S-009-O
	Send RTCP SR/RR message to the PoC Client when Media is on hold.
	Subclause 7.4.3
	
	PoC_UserPlaneV1-CTR-S-009

	PoC_UserPlaneV1-CMC-S-010-M
	Supports transfer of Media
	Subclause 7.7.3
	
	

	PoC_UserPlaneV1-CMC-S-011-O
	Supports buffering of Media
	Subclause 7.8.3
	
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CMC-S-012-O
	When transmitting buffered RTP Media packets, the PoC Server transmits the packets at a bit rate that avoids overload in the receiving PoC Client(s).
	Subclause 7.8.3
	
	PoC_UserPlaneV1-CMC-S-011

	PoC_UserPlaneV2-CMC-S-013-O
	Support for PoC Media Traffic Optimization
	Subclauses 7.10 and 7.4.3
	
	PoC_UserPlaneV1-CMC-S-004 AND PoC_UserPlaneV1-CMC-S-010


A.3.5 Talker identification

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CID-S-001-M
	Support of Talker Identification
	Subclause 8.1
	
	


A.3.6 Timers

	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV1-CTI-S-001-M
	Support of T1 'End of RTP Media' timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-002-M
	Support of T2 'Stop talking, timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-003-M
	Support of T3 'Stop talking grace, timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-004-M
	Support of T4 'Inactivity' timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-007-M
	Support of T7 'Media Burst Idle' timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-008-M
	Support of T8 'Media Burst Revoke' timer
	Subclause 9.1
	
	

	PoC_UserPlaneV1-CTI-S-009-M
	Support of T9 'Retry-after' timer
	Subclause 9.1
	
	


A.3.7 Advanced Revocation Alert
	Item
	Function
	Reference
	
	Requirement

	PoC_UserPlaneV2-CRA-004-O
	Includes Alert Margin for Advanced Revocation Alert.
	Subclause 6.4.4.3.1
	
	PoC_UserPlaneV1-CME-S-xxx
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