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1 Reason for Change

Justification

The subclause contains an unclear note and some minor editorial errors.
Scope of change

· Rephrased the note slightly to increase readability; and,

· Corrected minor editorial errors.

Impacted subclauses

Subclause 4.38 is modified.
Consequence if not accepted

Unclear text with editorial errors in the SD.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the SD.

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

4.38  Media Burst Control Schemes
Media Burst Control Scheme is a way of using Media Burst Control and Talk Burst Control according to predefined rules and procedures. The PoC Server performing the Controlling PoC Function MAY support Media Burst Control Schemes.

NOTE 1: PoC Server can use for 1-1 PoC Session and Ad hoc Group PoC Session a Media Burst Control Scheme according to the Service Provider Policy. Media Burst Control Schemes are out of scope of PoC specifications. 

The PoC Client MAY support Media Burst Control Schemes. If the PoC Client supports Media Burst Control Schemes, the originating PoC Client MAY initiate a PoC Session by providing an indication of the Media Burst Control Scheme to be used in the PoC Session invitation request.
If the PoC Server performing the Controlling PoC Function supports Media Burst Control Schemes, the followings apply:
· On receiving a Pre-arranged or Chat PoC Group Session set-up request with the indicated Media Burst Control Scheme, the PoC Server performing the Controlling PoC Function SHALL seek the allowed Media Burst Control Schemes in PoC Group information and apply Media Burst Control Scheme defined for the Pre-arranged or Chat PoC Group if included in the PoC Group information. If not included or not indicated in PoC Session set-up request, the PoC Server performing the Controlling PoC Function MAY choose a Media Burst Control Scheme according to the local policy.
· On receiving an Ad-hoc PoC Group Session and 1-1 PoC Session set-up request, the PoC Server performing the Controlling PoC Function SHALL apply the Media Burst Control Scheme indicated in the PoC Session set-up request if the PoC Server supports the Media Burst Control Scheme. If not included, the PoC Server performing the Controlling PoC Function MAY choose any Media Burst Control Scheme according to the local policy.

NOTE 2: 
Typically the standardised Media Burst Control procedure or Talk Burst Control procedure is used if  no special Media Burst Control Scheme is requested.
· The PoC Server performing the Controlling PoC Function MAY indicate to the PoC Client the Media Burst Control Scheme used in the PoC Session.

· The PoC Client MAY indicate to the PoC User which Media Burst Control Scheme is used in the PoC Session when the PoC Session is established.
NOTE 3:
If queuing is supported, the PoC Server can apply a Media Burst Control Scheme that one queue is assigned for the associated Media-floor Control Entities.
The PoC Server performing the Controlling PoC Function MAY send the indication of the Media Burst Control Scheme to be used in either INVITE request or OK response.
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