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1 Reason for Change
a) Justification:
The CR addresses the following editorial CONRR comments: H9.

	H9 
	2007-01-19
	T
	5.1 / 8 NOTE
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: 

"NOTE: The use of the PoC Box feature is not a requirement for the PoC Interworking Service. The use of the PoC Box feature within the PoC Network is not visible at the open interface to the PoC Interworking Service. " is incorrect – the PoC Box usage is visible by Contact feature tag actor and automata. 

If the PoC Session is set up with PoC Box, the P2T Client should be informed by the Interworking Function about it. Alternatively, PoC Session set up with PoC Box can be prevented.

Proposed Change: Change the description so that the Interworking PoC Function/Interworking PoC Agent always inserts Reject-Contact for the INVITE request sent to PoC network or Interworking PoC Function/Interworking PoC Agent informs the P2T User about PoC Box being part of the PoC Session.
	Status: Covered by OMA-POC-POCv2-2007-0138


b) Clauses affected:

Subclause 5.1
c) Summary of change:
Summary of the changes can be found in the comments table.
d) Consequence if not approved:
Review comments remain open.

e) Reason for revision:
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

Change 1:  5.1  General
5.1 General

The following rules are valid through the whole document.

Replicate general statements referring to the PoC Client for the PoC Interworking Agent.

Replicate general statements referring to the PoC Server for the PoC Interworking Function.
In order to support usage scenario 1 as described in clause 1 “Scope” in the present document replace “PoC Server performing the Participating PoC Function” with “PoC Interworking Function performing the Participating PoC Function” in all requirements.
In order to support usage scenario 2 as described in clause 1 “Scope” in the present document replace “PoC Server performing the Controlling PoC Function” with “PoC Interworking Function performing the Controlling PoC Function” in all requirements.

In order to support usage scenario 3 as described in clause 1 “Scope” in the present document replace “PoC Client” with PoC Interworking Agent”
Replicate the statements referring to PoC Users for P2T Users and PoC Remote Access Users. 

Clause 1 “Scope” in [OMA-POC-CP] does not apply and is replaced by the clause 1 “Scope” in the present document.

Clause 2 “References” in [OMA-POC-CP] apply with modifications.
The references listed below are replaced by references applicable to PoC Interworking Service.
	Reference no.
	OMA-TS-POC-ControlPlane-V2 [OMA-POC-CP]
	Applicable reference is this document

	[OMA-PoC-UP]
	OMA Push to talk over Cellular (PoC) – User Plane
	This document.

	[PoC-XDM Specification]
	OMA-PoC_XDM_Specification-V2.
	This document.


Clause 3 “Terminology and Conventions” in [OMA-POC-CP] applies with the additions in the clause 3 “Terminology and Conventions” in this document.
Clause 4 “Introduction” in [OMA-POC-CP] applies.

Clause 5 “Common procedures” in [OMA-POC-CP] applies with following modifications:

· Subclauses related to Signalling Compression:  5.3 do not apply, and the text  in each subclause is replaced with the following note:

NOTE: The use of Signalling Compression is not a requirement for the PoC Interworking Service. The use of the Signalling Compression within the PoC Network is not visible at the open interface to the PoC Interworking Service.

· Subclause 5.6. applies with following exceptions:

· Warning Header Codes related to Pre-established sessions, Simultaneous Sessions and PoC Box features are not supported.

Clause 6 “Procedures at the PoC Client” in [OMA-POC-CP] applies with modifications and following exceptions:

· For usage scenario 3 sub-clause 6.1.3.1, 6.1.8, 6.1.9, 6.1.10, 6.2.11 apply with following addition:

The PoC Interworking Agent SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header of all initial SIP requests; 

· Subclauses related to Pre-established Session:  6.1.3.2, 6.1.5.2, 6.1.6.2, 6.2.3.2 do not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Pre-established Session feature is not a requirement for the PoC Interworking Service. The use of the Pre-established Session within the PoC Network is not visible at the open interface to the PoC Interworking Service. 

· Subclauses related to Simultaneous Sessions:  6.1.12, 6.2.7 do not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Simultaneous Sessions feature is not a requirement for the PoC Interworking Service. The use of the Simultaneous Sessions feature within the PoC Network is not visible at the open interface to the PoC Interworking Service. 
Clause 7 “Procedures at the PoC Server” in [OMA-POC-CP] applies with following exceptions and modifications:

· For usage scenario 2 sub-clauses 7.2.1.1, 7.2.1.2, apply with following addition:

When generating a SIP response the PoC Interworking Function SHALL add  the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 2 sub-clauses 7.2.1.11.2  apply with following addition:

When generating a SIP NOTIFY request the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 2 sub-clauses 7.2.1.12, 7.2.2.6, 7.2.2.7  apply with following addition:

When generating a SIP reponse or a SIP MESSAGE the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 1 sub-clauses 7.3.1.1, 7.2.1.2, apply with following addition:

When generating/forwarding a SIP request/response the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header

· For usage scenario 1 sub-clauses 7.3.1.7  apply with following addition:

When forwarding a SIP SUBSCRIBE request the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 1 sub-clauses 7.3.1.11  apply with following addition:

When generating/forwarding a SIP MESSAGE the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 1 sub-clauses 7.3.2.4  apply with following addition:

When forwarding a SIP NOTIFY request the PoC Interworking Function SHALL add PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 1 sub-clauses 7.3.2.7, 7.3.2.8, 7.4.1.1  apply with following addition:

When forwarding a SIP MESSAGE the PoC Interworking Function SHALL add the PoC feature tag '+g.poc.interworking' to the Contact header.

· For usage scenario 1 sub-clause 7.3.3.1  applies with following addition:

When generating a SIP SUBSCRIBE the PoC Interworking Function SHALL add PoC feature tag '+g.poc.interworking' to the Contact header.

· Subclauses related to Pre-established Session:  7.3.1.2, 7.3.1.3, 7.3.1.5, 7.3.1.10.2, 7.3.2.2.2, 7.3.2.6.2, 7.3.2.6.3 do not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Pre-established Session feature is not a requirement for the PoC Interworking Service. The use of the Pre-established Session within the PoC Network is not visible at the open interface to the PoC Interworking Service.

· Subclauses related to Simultaneous Sessions:  7.3.1.12 does not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Simultaneous Sessions feature is not a requirement for the PoC Interworking Service. The use of the Simultaneous Sessions feature within the PoC Network is not visible at the open interface to the PoC Interworking Service.

Subclause 8 “PoC Box” in [OMA-POC-CP] does not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the PoC Box feature is not a requirement for the PoC Interworking Service. The PoC Interworking Function or the PoC Interworking Agent SHALL include in the Refer-To URI a Reject-Contact header with the feature tags 'automata' and 'actor'  with the value  of  'msg-taker' along with 'require' and 'explicit' and in another  Reject-Contact header the feature tags  'automata' and 'actor'  with the value of 'principal' along with 'require' and 'explicit' if the P2T User or the PoC Remote Access User doesn't want the PoC Session request to be routed to a PoC Box.

Appendix A “Static Conformance Requirements (SCR)” in [OMA-POC-CP] applies with following modifications:

Replace SCR Item Names “PoCCP_V2-XXX-Y-NNN-Z” with PoCCPIW_V2-XXX-Y-NNN-Z”

Delete SCR Items referring to clauses related to Pre-established Sessions 6.1.3.2, 6.1.5.2, 6.1.6.2, 6.2.3.2, 7.3.1.2, 7.3.1.3, 7.3.1.5, 7.3.1.10.2, 7.3.2.2.2, 7.3.2.6.2, 7.3.2.6.3 and Simultaneous Sessions 6.1.12, 7.3.1.12 

Editor’s Note: Further modifications are FFS.
Appendix B “The parameters to be provisioned for PoC service” in [OMA-POC-CP] applies with following exceptions:

Following PoC Service parameters do not apply:

· Pre-established Session support

· Support for Simultaneous PoC Sessions

Appendix C: “Presence Information Elements and Procedures” in [OMA-POC-CP] applies.

Appendix D: "Initial Filter Criteria" in [OMA-POC-CP] does not apply.

Appendix E: "Documentation of SIP, SDP and XML extensions” in [OMA-POC-CP] applies. Appendix F: "Examples of Signalling Flows" in [OMA-POC-CP] applies with following exceptions and modifications:

· Subclauses related to Pre-established Session:  F.2 and F.3 do not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Pre-established Session feature is not a requirement for the PoC Interworking Service. The use of the Pre-established Session within the PoC Network is not visible at the open interface to the PoC Interworking Service.

· Subclauses related to Simultaneous Sessions:  F.10 does not apply and the text in each subclause is replaced with the following note:

NOTE: The use of the Simultaneous Sessions feature is not a requirement for the PoC Interworking Service. The use of the Simultaneous Sessions feature within the PoC Network is not visible at the open interface to the PoC Interworking Service.

· In support of usage scenario 1 replace the “PoC Server fulfilling the Participating PoC Function” with the “PoC Interworking Function fulfilling the Participating PoC Function” and the respective “PoC Client” with “P2T Client” in the signalling flows.

· In support of usage scenario 2 replace the “PoC Server fulfilling the Controlling PoC Function” with the “PoC Interworking Function fulfilling the Controlling PoC Function” and of the “PoC Client” in the controlling network with “P2T Client” in the signalling flows.

· In support of usage scenario 3 replace the “PoC Client” with the “PoC Interworking Agent” for the PoC Remote Access User in the signalling flows.

Appendix G: "Change History" in [OMA-POC-CP] does not apply.
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