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1 Reason for Change

a)
Justification: 

Covered the comments D213, 421 and 437 of OMA-CONRR-PoC-V2_0-20070208-D. 
	ID
	Open Date
	Type
	Section
	Description
	Status

	D213

	2006-01-19
	T
	6.1.9
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: A new element <supported-services> should be added in the GA definition.

Proposed Change: 
	Status: CLOSED
OMA-POC-POCv2-2007-0297-CP supported services D213,421,437

	D421

	2007-01-20
	T
	7.2.1.20
	Source: Anders Lindgren, Ericsson

Form: OMA-REL-2007-0029
Comment:  How to handle the new group element <supported-services needs to be defined

Proposed Change:  
	Status: CLOSED

OMA-POC-POCv2-2007-0297-CP supported services D213,421,437 



	D437

	200y.mm.dd
	T
	7.2.1.3.1
	Source: Anders Lindgren, Ericsson

Form: OMA-REL-2007-0029
Comment:  How to handle new group elements like <supported-services> needs to be defined.

Proposed Change:  
	Status: CLOSED
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b)
Clauses affected:

Sub clauses : 6.1.9, 7.2.1.6 and 7.2.1.4 and its subclauses.
c)
Summary of change:

Covered the use of the <supported-services> element. 

d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
N/A.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC AD.
6 Detailed Change Proposal
6.1.9 PoC Client sending a Group Advertisement

Upon a request from a PoC User to send a Group Advertisement and if PoC Client supports Group Advertisement, the PoC Client: 

1. SHALL generate a SIP MESSAGE request according to rules and procedures of [RFC3428]; 

2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.groupad' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC 3841];

3. SHALL include PoC specific content in the form of MIME vnd.poc.group-advertisement+xml body as defined in [XDM-Shared-Groups] "Extended Group Advertisement ". The PoC Client:
a) SHALL include one <group> element with the "type" attribute set to

i. "dialed-in" in the case of a Chat PoC Group; or

ii. "dialed-out" in case of a Pre-arranged PoC Group. 
b) MAY include the <display name> element with the value set to PoC Group Name of the PoC Group; 

c) SHALL include the <uri> element with the value set to the PoC Group Identity of the PoC Group; 

d) MAY include free text in the <note> element; 

e) MAY include the <allow-media> element with the Media Types defined for the PoC Group; 
f) MAY include in the <group> element the attribute "dispatch" as specified in subclause E.1.2 “Dispatch attribute” set to:

i.
"true" in the case the PoC Group is a Dispatch PoC Group; or

ii.
"false" in case the PoC Group is not a Dispatch PoC Group. 

a) g) MAY include a <supported-services> element containing supported services of the PoC Group.
4. SHALL set the Request-URI according to the PoC User's selection to a PoC Address of a PoC User, or to a PoC Group Identity identifying a Chat PoC Group or a Pre-arranged PoC Group, or to an Exploder-URI identifying a SIP MESSAGE URI-list service according to rules and procedures of [draft-uri-list-message], if the Exploder-URI is provisioned for PoC Client;

5. SHALL include the PoC Address of the PoC User in the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address";

6. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; 
7. MAY include media content in one or more MIME body as specified in [RFC2046] with a size equal to or less than the maximum size indicated in "INCLUDED-MEDIA-CONTENT-SIZE";

NOTE 1:
If "INCLUDED-MEDIA-CONTENT-SIZE" is not set or if "INCLUDED-MEDIA-CONTENT-SIZE" is set to zero a MIME body with a Media Type specified in [RFC2046] can not be included; 

8. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the PoC Client supports 'Official Government Use' QoE Profile and the PoC User requests that QoE Profile. If included, the value of the Resource-Priority header SHALL be equal to the level assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,
NOTE 2:
Privacy cannot be applied with Group Advertisement. If anonymity is required by the sending PoC User, the Group Advertisement should not be sent, because the PoC Server will reject the request.

9. MAY include text content in the Subject header request as specified in [RFC3261];
10. MAY include a reference to media content in Call-Info header according to rules and procedures in [RFC3261]; and,
11. SHALL send the SIP MESSAGE request towards the PoC Server according to the procedures of the SIP/IP Core.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.2.1.6 PoC Session joining policy

The PoC Server performing the Controlling PoC Function SHALL allow only those PoC Users to join in the Ad-hoc and 1-1 PoC Session that it hosts who:

1. Have been invited in the original invitation; and,

2. Have been invited during the PoC Session by the owner or by another Participant of the PoC Session.

The PoC Server performing the Controlling PoC Function SHALL allow only those PoC Users to join in the Pre-arranged or Chat PoC Group Session that it hosts whose Authenticated Originator's PoC Address is allowed by the <join-handling> action of the PoC Group's authorization rules, and the <supported-services> element contains PoC feature tag as specified in [XDM-Shared-Groups].

7.2.1.14 PoC Session initiation policy

7.2.1.14.1 Pre-arranged PoC Group Session initiation policy

In the case of a Pre-arranged PoC Group the PoC Server performing the Controlling PoC Function SHALL initiate the PoC Session if the Authenticated Originator's PoC Address is allowed the action <allow-initiate-conference> and the <supported-services> element contains PoC feature tag as specified in [XDM-Shared-Groups].

In the case of a Pre-arranged PoC Group, the PoC Server performing the Controlling PoC Function SHALL invite PoC Group members contained in the <list> element of the PoC Group document as specified in [XDM-Shared-Groups]. If the number of PoC Group members exceeds <max-participant-count>, the PoC Server performing the Controlling PoC Function SHALL invite only <max-participant-count> members from the list.

NOTE: 
How the PoC Server performing the Controlling PoC Function selects the <max-participant-count> members to invite is outside the scope of this specification.

7.2.1.14.2 Dispatch PoC Session initiation policy for PoC Dispatcher

If the invitation does not indicate a list of PoC Users, the PoC Server performing the Controlling PoC Function SHALL initiate the Dispatch PoC Session if the Authenticated Originator's Address is allowed the action <allow-initiate-conference>, as specified in [XDM-Shared-Groups] and the action <allow-dispatch> and the <supported-services> element contains PoC feature tag, as specified in [PoC-XDM Specification]. 
When a request to invite the Dispatch PoC Group is made by an authorized PoC User, the PoC Server performing the Controlling PoC Function SHALL invite all PoC Users contained in the <list> element of the Dispatch PoC Group document that are not allowed the action <allow-dispatch> (i.e. PoC Fleet Members), as specified in [PoC-XDM Specification]. 
The PoC Server performing the Controlling PoC Function MAY also invite other PoC Users contained in the <list> element of the Dispatch PoC Group document that are allowed the action <allow-dispatch> (i.e other PoC Dispatcher capable PoC Users).

NOTE 1:
The decision to invite other PoC Dispatcher capable PoC Users can be based on local policies that are out of the scope of this specification.
If the invitation indicates a list of PoC Users, the PoC Server performing the Controlling PoC Function SHALL initiate the Dispatch PoC Session only if the Authenticated Originator's PoC Address is allowed the action <allow-initiate-conference>, and the action <allow-subconf> as specified in [XDM-Shared-Groups] and the action <allow-dispatch> as specified in [PoC-XDM Specification]. 
When a request to invite one or more PoC Users to a Dispatch PoC Session is made by an authorized PoC User, the PoC Server performing the Controlling PoC Function SHALL only invite the PoC Users that are contained in the <list> element of the Dispatch PoC Group document, as specified in [XDM-Shared-Groups]

If the number of PoC Group Members exceeds <max-participant-count>, the PoC Server performing the Controlling PoC Function SHALL invite only <max-participant-count> members to the Dispatch PoC Session.

NOTE 2:
How the PoC Server performing the Controlling PoC Function selects the <max-participant-count> members to invite is outside the scope of this specification.

Editor’s Note The action <allow-dispatch> shall be specified by OMA PAG WG.

7.2.1.14.3 Dispatch PoC Session initiation policy for PoC Fleet Member
In the case of a Dispatch PoC Group, the PoC Server performing the Controlling PoC Function SHALL initiate the Dispatch PoC Session if the Authenticated Originator's PoC Address is allowed the action <allow-initiate-conference> and the <supported-services> element contains PoC feature tag as specified in [XDM-Shared-Groups]. 

When the request is made by an authorized PoC User, the PoC Server performing the Controlling PoC Function SHALL invite one of the PoC Users that are allowed the action <allow-dispatch> as specified in [PoC-XDM Specification].

NOTE:
How the PoC Sever performing the Controlling PoC Function selects the PoC User to be invited is out of scope for this specification.
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