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1 Reason for Change

2 R01: 
Updated according to comments received in R&A and in e-mail.

Mr. Tapio Paavonen: Is it better to say "SHALL send" than "SHALL support" ? 

"PoC 1 PoC Sessions" sounds a little strange.
3 R02: 
This is the agreed version.
Justification
	E80

	2007-01-19
	T
	6
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: It could be stated that the TBCP can be used (e.g. in scope of PoCv2.0 when Simultaneous PoC Sessions are used)
	Status: OPEN
Closed by this CR.

	E81

	2007-01-19
	T
	6.1
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: "MBCP Connect - is used by the PoC Server to notify all PoC Clients using Pre-established Session, that PoC Session is connected." – it is unclear why "all PoC Clients" is used.

Proposed Change: "MBCP Connect - is used by the Home PoC Server to notify the served PoC Client using Pre-established Session, that a PoC Session is connected."
	Status: OPEN
Closed by this CR

	E82

	2007-01-19
	T
	6.1
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: "A Participating PoC Server MAY support the MBCP Media Burst Acknowledgment message." – at least the transparent transport should be "SHALL", otherwise the floor control does not work when Participating PoC Function is in the Media path and MB_Taken requires MB_Ack
	Status: OPEN
ACK is never sent transparent. However sentence corrected to be more general.

	E83

	2007-01-19
	T
	6.1, last paragraph
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: PoC Box timers are not referenced.
	Status: OPEN
Closed by other CR.

	E86

	2007.01.08
	T
	6.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment:  The PoC Box is missing in the 1:st paragraph.

Proposed Change:  Rephrase to:

Media Burst Control SHALL use the ports (in the PoC Client, the PoC Box and PoC Servers) negotiated at the SIP Session establishment.
	Status: OPEN
Closed by this CR

	E87

	2007.01.08
	T
	6.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: (Media Burst Granted)
The "The Controlling PoC Function includes information about the stop talking timer and can include the number of Participants in the PoC Session at the time that this message is sent." contains duplicated (and incomplete) information specified in 6.5.  

Proposed Change:  Remove sentence.
	Status: OPEN
Closed by this CR

	E90

	2007.01.08
	T
	6.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment:  (MBCP Media Burst Revoke)
Contains unclear "Media resource"

Proposed Change:  Clarify; maybe the use of Media-floor Control Entity could be useful here.
	Status: OPEN
Closed by this CR

	E91

	2007.01.08
	T
	6.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment:  The PoC Box is missing in the last paragraph of 6.1.

Proposed Change: Add reference to 9.4 "PoC Box" in last paragraph. 
	Status: OPEN
Closed by other CR


Scope of change

· Media resource clarified
· MB Ack clarified in the participating

· Number of Participant in the PoC Session changed to be number of Participants connected to the Media-floor Control entity.
Impacted subclauses

 Subclauses 6.1 and 6.3.3 are modified.

Consequence if not accepted

Unresolved CONNR comments in UP 
4 Impact on Backward Compatibility

No impact.
5 Impact on Other Specifications

No impact.
6 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

7 Recommendation

It is recommended that the proposed changes shall be included in the next version of the XX.
8 Detailed Change Proposal

Change 1:  ()

6. Media Burst Control

This subclause describes the Media Burst Control Protocol (MBCP).

NOTE:
Other protocols for handling Media Burst Control can be used but they are not specified by this document.

6.1 General

Media Burst Control SHALL use the ports (in the PoC Client, PoC Box and PoC Servers) negotiated at the SIP Session establishment.

The PoC Client and the PoC Server SHALL support the following basic Media Burst Control Protocol messages:

· MBCP Media Burst Request – is used by the PoC Client to request permission from the PoC Server to send a Media Burst.

· MBCP Media Burst Granted – is used by the PoC Server to notify the PoC Client that it has been granted permission to send a Media Burst. The Controlling PoC Function includes information about the stop talking timer and can include the number of Participants connected to the Media-floor Control Entity at the time that this message is sent.

· MBCP Media Burst Deny – is used by the PoC Server to notify a PoC Client that it has been denied permission to send a Media Burst.

· MBCP Media Burst Release – is used by the PoC Client to notify the PoC Server that it has completed sending the Media Burst or it cancels the permission before sending Media Burst or it requests the PoC Server to cancel the queued Media Burst request when queuing is supported by the PoC Client and PoC Server. 

· MBCP Media Burst Idle– is used by the PoC Server to notify all PoC Clients that no one has the permission to send a Media Burst at the moment and that the PoC Server can accept the MBCP Media Burst Request message.

· MBCP Media Burst Taken – is used by the PoC Server to notify all PoC Clients, except the PoC Client that has been given permission to send a Media Burst that another PoC Client has been given permission to send a Media Burst. 

NOTE 1:
In the case of privacy the real identity of the PoC User, with the permission to send a Media Burst, is replaced with an anonymous identity as specified in [OMA-PoC-CP] "Anonymous PoC Address".

· MBCP Media Burst Revoke - is used by the PoC Server to revoke the permission to send Media from a PoC Client and can be used for pre-emption functionality, but is also be used by the system to prevent overly long use of the Media-floor Control Entity.

· MBCP Media Burst Acknowledgement – is used by the PoC Client, when acknowledgement is required in the received MBCP message.
If the PoC Server and the PoC Client support Pre-established Sessions, the PoC Client and the PoC Server SHALL support the following additional MBCP Control message:

· MBCP Connect - is used by the PoC Server to notify the served PoC Client using a Pre-established Session, that a PoC Session is connected.
· MBCP Disconnect – is used by the PoC Server to close the PoC Session using a Pre-established Session while maintaining the Pre-established Session.

A PoC Server performing the Controlling PoC Function and supporting queuing of MBCP Media Burst Request messages, a PoC Client supporting queuing of the MBCP Media Burst Request message and a PoC Server performing the Participating PoC Function inserted in the Media path SHALL support the following additional Media Burst Control Protocol messages:

· MBCP Media Burst Request Queue Status Request – is used by the PoC Client to request the current queue position of a queued MBCP Media Burst Request message.

· MBCP Media Burst Request Queue Status Response –is used by the PoC Server to notify the PoC Client that the MBCP Media Burst Request has been queued and is used to respond to a Media Burst Queue Status Request message from the PoC Client.

NOTE 2:
The PoC Server performing the Participating PoC Function normally only has to transparently transport the MBCP message unless the PoC Server supports Pre-established Session or Simultaneous PoC Sessions.

A Participating PoC Server SHALL send the MBCP Media Burst Acknowledgment message when a MBCP message requires an acknowledgment.

The Media Burst Control Protocol reliability SHALL be ensured thru timer-based retransmissions. Timers are defined in subclause 9.1 "Timers in the PoC Server performing the Controlling PoC Function", 9.2 "Timers in the PoC Server performing the Participating PoC Function", "Timers in the PoC Client" and 9.4 "Timers in the PoC Box".

Change 2:  (E80)
6.3.1 General

The PoC Server SHALL support the basic procedures specified in the subclause 6.3.5 "PoC Session Procedures – Basic" if the PoC Server stays in the Media path.

The PoC Server MAY support the Pre-established Session procedure as specified in subclauses 6.3.6 "Pre-established Session state diagrams – basic".

The PoC Server MAY support the Simultaneous PoC Session procedure as specified in the subclause 6.3.7 "Simultaneous PoC Sessions state diagram - per PoC Client" and ‎6.3.8 "Simultaneous PoC Sessions state diagram - per PoC Session".
If the PoC Server supports Simultaneous PoC Sessions also procedures described in [OMA-PoC-1-UP] SHALL be used when the PoC Session is a PoC 1 session.
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