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Change Request

	*Title:
	Solve CONRR ETR issues J32
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	POC WG / PoC v2

	Doc to Change:
	OMA-ETR-PoC-V2_0-20070124-D.doc

	Submission Date:
	13 3  2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Panasonic

Contact: david.cooper@eu.panasonic.com, david.stacey@eu.panasonic.com, 



	Replaces:
	n/a


1 Reason for Change

a) Justification:
To address the following consistency review comments
	J32

	2006-11-22
	T
	5.1.1.21

(MBN-001, MBN-003)
	Source: Ericsson

Form: OMA-REL-2007-0059 doc

Comment: Item A047 from ETRRR:

How does MBN-001 differ from MBN-003 to MBN-11? Maybe removal of MBN-001 is appropriate. 

Proposed Change: Review and update.
	Status: OPEN
Implemented suggested change (removal MBN-001)

	
	
	
	
	
	


2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree this proposal.

6 Detailed Change Proposal

5.1.1.21 Media Burst Control (no queueing) (MBN)
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	MBN-001
	Void






	Void



	
	MBN-002
	Media Burst request during a session Request when floor is not idle -> Media Burst deny
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is denied when floor is not idle.

	
	MBN-003
	Implicit Media Burst request (INVITE) in the beginning of a 1-1 PoC Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-004
	Implicit Media Burst request (INVITE) in the beginning of an Ad-hoc PoC Group Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-005
	Implicit Media Burst request (INVITE) in the beginning of a Pre-arranged PoC Group Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-006
	Implicit Media Burst request (INVITE) when re-joining an Ad-hoc PoC Group Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-007
	Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-008
	Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session 

Request when floor is idle -> Media Burst granted
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, Verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.

	
	MBN-009
	Implicit Media Burst request (INVITE) when re-joining an Ad-hoc PoC Group Session 

Request when floor is not idle -> Media Burst denied
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is denied when floor is not idle.

	
	MBN-010
	Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session 

Request when floor is not idle -> Media Burst denied
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is denied when floor is not idle.

	
	MBN-011
	Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session 

Request when floor is not idle -> Media Burst denied.
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that Media Burst is denied when floor is not idle.

	
	MBN-012
	Media Burst release
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5
PoCv2.0
	For supported Media Types, verify that Media Burst idle indication is sent to all Participants when floor becomes idle.

	
	MBN-013
	Media Burst revoke
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5
PoCv2.0
	For supported Media Types, verify that Media Burst revoke indication is sent to the requesting PoC Client and Media Burst idle to all other Participants when floor is revoked.

	Error

Flow
	MBN-101
	Media Burst request not received by PoC Server
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.

	
	MBN-102
	Media Burst control (granted or deny) not received by PoC Client 
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.

	
	MBN-103
	Media Burst release not received by PoC Server 
[OMA-PoC-SD] 5.13

[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5

PoCv2.0
	For supported Media Types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.


Table 10: Mandatory Test Requirements for Media Burst Control (no queuing)
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