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1 Reason for Change

a)
Justification: 

Covered the comment D645 of OMA-CONRR-PoC-V2_0-20070320-D.
	ID
	Open Date
	Type
	Section
	Description
	Status

	D645

	2006-01-19
	T
	7.3.2.2.4
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: Are the bullets 2 and 4 correct in the Upon receiving a 200 OK response paragraph ?  Or are these parameters copied from the received 200 OK response received from the Invited PoC Client ? 

Proposed Change: 
	Status: CLOSED
OMA-POC-POCv2-2007-0531-CP D645 correction in 7.3.2.2.4


b)
Clauses affected:

Sub clauses : 7.3.2.2.4.
c)
Summary of change:

. 

d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
R01: Meeting comments taken account.  The word order rechecked.  It is similar to e.g. manual answer on-demand case.  No changes made. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC CP.
6 Detailed Change Proposal
7.3.2.1b
SDP answer generation in case of On-demand session

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each accepted Media Stream from the list contained in the received SDP offer and for each accepted Media-floor Control Entity from the list contained in the received SDP offer;

· 2. SHALL include the media-level section for each accepted Media Stream from the list contained in the received SDP offer consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer, optionally reduced based on the SDP answer received in SIP 200 "OK" response from the Invited PoC Client; 
NOTE 1:
The Media Parameters of the Discrete Media are defined in [OMA IM TS].

NOTE 2:
If transcoding is supported and codec(s) and Media Parameters other than those contained in the received SDP offer have been offered in the SDP of the SIP INVITE request sent to Invited PoC Client(s), the SDP answer in the SIP 200 "OK" response towards Controlling PoC Function may be different from the SDP answer received in SIP 200 "OK" response from the Invited PoC Client(s); 

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

d) the IP address of the PoC Server and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; and,

e) if the PoC Server performing the Controlling PoC Function did include the SDP attribute "a=upcc:0" in the SDP offer in the SIP INVITE request the PoC Server MAY include the SDP attributes "a=upcc:0" and "a=sendonly" if the PoC Server supports PoC Media Traffic Optimisation.

· 3. SHALL include for any Media-floor Control Entity, that is offered in the SDP offer from the PoC Server and accepted in the SDP answer by PoC Client, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity set to "TBCP";

b) the Media-floor Control Entity parameters selected by the PoC Server from those contained in the SDP answer from the Invited PoC Client;
c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 m-stream" attribute with value(s) referencing the Media Stream as specified in [draft-ietf-mmusic-sdp-bfcp] intended to be connected the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted; and,

e) optionally TBCP MIME parameters in the received SDP answer as specified in E.3 "SDP Extensions" including if needed theTBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions". 

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Streams bound to the rejected Media-floor Control Entity, if a Media-floor Control Entity is rejected; 

· 5. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected; and,

· 6. SHALL include the received QoE Profile attribute as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile attribute is present in the received SDP answer.

When composing an SDP answer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the received SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the received SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the received SDP offer, if Audio is accepted; and,

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the received SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity.

Editor's note: how to distinguish the PoC Speech and Audio is FFS

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.2.1c
SDP answer generation in case of Pre-established Session

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each accepted Media Stream from the list contained in the received SDP offer, which was also negotiated in Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session";

· 2. SHALL set the IP address of the PoC Server for each accepted Media-floor Control Entity from the list contained in the received SDP offer, which was also negotiated in Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session";

· 3. SHALL include the media-level section for each accepted Media Stream from the list contained in the received SDP offer, which was also negotiated in Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session", consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer, reduced based on the Media Parameters negotiated in Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session"; optionally also including the codec(s) and Media Parameters, which can be transcoded by the PoC Server to a codec contained in Media Parameters negotiated in Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session";
NOTE:
The Media Parameters of the Discrete Media are defined in [OMA IM TS].
c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

d) the IP address of the PoC Server and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; and,

e) If the PoC Server performing the Controlling PoC Function did include the SDP attribute "a=upcc:0" in the SDP offer in the SIP INVITE request the PoC Server MAY include the SDP attributes "a=upcc:0" and "a=sendonly" if the PoC Server supports PoC Media Traffic Optimisation.

· 4. SHALL include for any Media-floor Control Entity, that is offered in the SDP offer from the PoC Server and accepted in the SDP answer by PoC Client, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity set to "TBCP";

b) the Media-floor Control Entity parameters contained in the received SDP offer, restricted to Media-floor Control Entity parameters negotiated during the Pre-established Session establishment as specified in the subclause 7.3.1.2 "Pre-established Session";
Editor's note: the Media-floor Control Entity parameters in reduced case need to be clarified

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 m-stream" attribute with value(s) referencing the Media Stream as specified in [draft-ietf-mmusic-sdp-bfcp] intended to be connected the Media-floor Control Entity except when only PoC Speech with  Talk Burst Control Protocol is accepted; and,

e) optionally TBCP MIME parameters in the received SDP answer as specified in E.3 "SDP Extensions", including if needed theTBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions".
· 5. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Stream bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected: 

· 6. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected; and,

· 7. SHALL include a QoE Profile attribute, as specified in subclause E.3.2 "QoE Profile", with the same value as the QoE Profile assigned to the Pre-established Session, if QoE Profiles are enabled.

When composing an SDP answer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the received SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the received SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the received SDP offer, if Audio is accepted; and,

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the received SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity.

Editor's note: how to distinguish the PoC Speech and Audio is FFS

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.2.2.4 Manual-answer using Pre-established Session

Editor’s note: It is FFS, if and how Manual-answer using pre-established session can be used with redirecting to NW PoC Box or acceptance by a UE PoC Box
The PoC Server SHALL act as B2BUA.

Upon receiving an incoming SIP INVITE from the PoC Server performing Controlling PoC function, the PoC Server 

· 1. SHALL validate that the Media Parameters are compliant with the Pre-established PoC Session, and that the PoC Server and Invited PoC Client support Manual Answer using Pre-established Session, if not, follow as described in 7.3.2.2.3 "Manual answer using On-demand Session". Otherwise, continue with the rest of the steps;
NOTE 1:
PoC Server can make session modification to get Media Parameters to match between incoming PoC Session and existing Pre-established Session.

· 2. SHALL generate SIP re-INVITE request as described in subclause 7.3.2.1 "General";
· 3. SHALL set the Request-URI to the PoC Address of the PoC User to be invited;

· 4. SHALL include Call-ID, From tag and To tag which are provided from Pre-established Session;
· 5. SHALL include the Answer-Mode header set to 'Manual; Require';
· 6. SHALL include the Referred-By header from the incoming SIP INVITE request if anonymity is not requested by the value 'id' in the Privacy header.
· 7. SHALL include in the SIP re-INVITE request a MIME SDP body as an SDP offer on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";

· 8. SHALL, in the establishment of an Ad-hoc PoC Group Session and 1-1 PoC session, and if the invited parties identity information feature is supported by PoC Service Provider's policy and Invited Parties Identity Information Mode setting is set to 'active';
a) include in the SIP re-INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list]; and, 
b) perform procedures of [draft-URI-list-capacity] including the addition of the "count" attribute, relying on the "copyControl" and the "anonymize" attribute values in the list; and,
NOTE 2:
If Invited Parties Identity Information Mode setting is set to ‘not active’ or not available in the PoC Server, the PoC Server does not include the identity information in the SIP INVITE request. The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as if their "anonymize" attribute value has been set to 'true'.
NOTE 3:
The "copyControl" value is not required to be presented to the PoC Users.
· 9. SHALL send the SIP re-INVITE request toward the terminating PoC Client within the existing SIP dialog according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 "Ringing" response to the SIP re-INVITE request, the PoC Server:

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL generate a SIP 180 "Ringing" response as specified in subclause 7.3.2.1 "General" if acting as a B2BUA; and,

· 3. SHALL send the SIP 180 "Ringing" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core;

Upon receiving a SIP 200 "OK" response to the SIP re-INVITE request, the PoC Server:

· 1. SHALL generate a SIP 200 "OK" response as described in the subclause 7.3.2.1 "General";

· 2. SHALL include in the SIP 200 "OK" response a MIME SDP body with an SDP answer based on the SDP answer in the received SIP 200 "OK" response, as specified in 7.3.2.1b "SDP answer generation in case of On-demand session";
· 
· 3. SHALL include in the Contact header the feature tag '+g.poc.fdcfo', as specified subclause E.2.4 "FDCFO Proceed Feature Tag", if PoC Server supports the FDCFO Proceed feature, and the SIP 200 "OK" response from the PoC Client contains this feature tag;
· 5. SHALL interact with the User Plane as described in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session initialization"; and,
· 6. SHALL send the SIP 200 "OK" Response to the SIP INVITE request according to rules and procedures of SIP/IP Core.
If the SIP INVITE transaction is timeout and the PoC Server supports PoC Box functionality, the PoC Server SHALL determine whether to route the SIP INVITE request to a PoC Box as specified in subclause 7.3.2.2.5.2. "Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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