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1 Reason for Change

Justification

For evaluating OCSB conditions on hierarchical PoC Groups the Controlling PoC Function should support OCSB.
Summary of Change

Inclusion of CF support for OCSB.  

Scope of Change

Subclause 6.1.3.1.

Consequence if not accepted

Text on Outgoing Condition Based PoC Session Barring would be incomplete in the AD.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed addition as described in section 6.

6 Detailed Change Proposal

Change 1:  6.1.3.1 – adding OCSB support by CF
6.1.3.1    Controlling PoC Function

The PoC Server SHALL perform the following functions when PoC Server performs the Controlling PoC Function:

· Provides centralized PoC Session handling.
· Supports assignation and application of a QoE Profile for each PoC Session.
· Provides the centralized Media distribution.
· Provides the centralized Talk Burst Control functionality including Talker Identification.
· Provides the centralized Media Burst Control functionality including Sender Identification.
· Supports Talk Burst Control Protocol and Talk Burst Control Protocol negotiation.
· Supports Media Burst Control Protocol and Media Burst Control Protocol negotiation.
· Provides SIP Session handling, such as SIP Session origination, release, etc.
· Provides policy enforcement for participation in PoC Group Sessions.
· Provides the Participant information.
· Provides for privacy of the PoC Addresses of Participants.
· Collects and provides centralized Media quality feedback information.
· Provides centralized charging reports.
· Supports of Media-floor Control procedures.
· Supports PoC Group Sessions with Multiple Groups.
· Supports invited parties identity information functionality.
· Supports Discrete Media.
The PoC Server SHOULD perform the following functions when the PoC Server performs the Controlling PoC Function:
· Supports Outgoing Condition Based PoC Session Barring. 

The PoC Server MAY perform the following function when PoC Server performs the Controlling PoC Function:

· Supports Talk Burst request and Media Burst request queuing that may be based on priority or timestamp or both.
· Provides transcoding between different codecs.
· Supports PoC Box handling.
· Prioritization and pre-emption of PoC Sessions according to the QoE Profile associated to each PoC Session.
· Supports request with Media Content.
· Supports Full Duplex Call Follow-on Proceed.
· Supports Dispatch PoC Sessions.
· Supports PoC Interworking with External P2T Networks.
· Supports PoC Remote Access.
· Supports Advanced Revocation Alert.
· Supports PoC Media Traffic Optimisation.
· Supports Media Burst Control Schemes.
· Supports the initiation of the User Plane adaptation.
· Support operator specified warning message.
· Supports performance enhancements such as Media buffering capability negotiation, Limited Segment Media Buffer preload capability, Media Time Compression of buffered Media, Local Granted Mode, and PoC Media Traffic Optimisation.
· Supports Moderated PoC Session Media Burst Control procedures.
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