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1 Reason for Change

Justification
In earlier versions of MBMS the MBMS client didn't have to indicate to the RAN that the broadcast with counting was used. However, now the PoC Client need to update the MBMS selective service when 'Broadcast with counting' is used.
NOTE that MBMS service has nothing to do with IPTV, PoC, Push, etc. It is the service of MBMS the selective service is referring to.
Summary of change

Updating of selective service introduced.
Scope of change

Subclause 7.1.3 is updated.
Consequence if not accepted
Not compliant to MBMS standard.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and include proposed changes in the next revision of the MC.
6 Detailed Change Proposal

6.1.3.1. Handoff

When the PoC Client detects that the PoC Client moves from Multicast service area to non Multicast service area or vice versa, the PoC Client:  

1. SHALL generate either a SIP UPDATE request according to rules and procedures of [RFC3311] or a SIP re-INVITE request according to rules and procedures of [RFC3261] as specified in [OMA-PoC-CP] subclause 6.1.4.1 "General". A SIP UPDATE request MAY be used only if the PoC Server has indicated support for the SIP UPDATE method;
2. SHALL include in the SIP request a MIME SDP body as an SDP offer as specified in subclause 6.1.5.1 "SDP offer generation"; 
3. SHALL interact with the User Plane as specified [OMA-PoC-UP] "PoC Client procedures when disconnecting from a Media Type" if removing a Media-floor Control Entity or if changing the Media-floor Control Entity bindings or if disconnecting from an existing Media Type; and,
Editor’s Note: Exact details of the interaction with the user plane is FFS.
4. SHALL send the SIP request towards the PoC Server according to rules and procedures of the SIP/IP Core.

On receipt of the SIP 200 "OK" response, the PoC Client either in addition to procedures specified in [OMA-PoC-CP]: 
1. SHALL disconnect from the Multicast PoC Channel as described in the subclause 7.1.4 "Disconnecting from the Multicast PoC Channel", and render Media data received over a unicast RTP Session if the PoC Client moves from Multicast service area to non Multicast service area; or,

2. SHALL render Media data received over the Multicast PoC Channel if the PoC Client moves from non Multicast service area to Multicast service area,
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 1:  ()
6.1.1 Leaving a Multicast PoC Channel
When the Participant wants to leave the PoC Session that has been established using the Multicast PoC Channel as specified in subclause 6.1.2 "Reception of SIP INFO request", the PoC Client:

· 1. SHALL send a SIP BYE request as specified in [OMA-PoC-CP] "Leaving a PoC Session - On-demand Session"; and,
· 7. SHALL disconnect from the Multicast PoC Channel as described in the subclause 7.1.4 "Disconnecting from the Multicast PoC Channel".
NOTE: 
The SIP 200 "OK" response is handled as specified in [OMA-PoC-CP] "Leaving a PoC Session - On-demand Session".

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 2:  ()

7.1.3 Connecting to a Multicast PoC Channel
On receipt of the [RRC] MBMS MODIFIED SERVICES INFORMATION message the PoC Client: 
1. SHALL detect the Multicast PoC Channel as specified in subclause 7.1 "General";
2. SHALL configure the p-t-m radio bearer for the Multicast PoC Channel as specified in subclause 7.1.1 "General"; and,
3. SHALL initiate reception of the Media over the Multicast PoC Channel as specified in subclause 7.1.1 "General"
4. SHALL, if the "a= mbms-mode" attribute received in the MIME SDP described in 6.2.4.1
 "SDP in SIP INFO request" includes the mbms-counting-information set to 'broadcast with counting', send a MBMS MODIFICATION REQUEST message to the RAN as specified in subclause 7.1 "General" selecting the MBMS-ConnectedModeCountingScope as follows:
a. SHALL set the countingForUraPCH to 'true';

b. SHALL set the countingForCellPCH to 'true'; and,
c. SHALL set the countingForCellFACH to 'true'.
Change 3:  ()
7.1.4 Disconnecting from the Multicast PoC Channel
7.1.5 When the PoC Client stops listening to the Multicast PoC Channel, e.g. when leaving the PoC Session or when leaving the area where the Multicast PoC Channel is available, the PoC Client either:
7.1.6 NOTE:
No signalling to the access network is needed when the Multicast PoC Channel is stopped by the PoC Server e.g. when the PoC Session is released.
1. SHALL, if the "a= mbms-mode" attribute received in the MIME SDP described in 6.2.4.1
 "SDP in SIP INFO request" includes the mbms-counting-information set to 'broadcast', disconnect from the Multicast PoC Channel locally without any signalling to access network;
or,
2. SHALL, if the "a= mbms-mode" attribute received in the MIME SDP described in 6.2.4.1
 "SDP in SIP INFO request" includes the mbms-counting-information set to 'broadcast with counting', send a MBMS MODIFICATION REQUEST message to the RAN as specified in subclause 7.1 "General" selecting the MBMS-ConnectedModeCountingScope as follow:

a. SHALL set the countingForUraPCH to 'false';

b. SHALL set the countingForCellPCH to 'false'; and,

c. SHALL set the countingForCellFACH to 'false'.
7.1.7 Media transmission

5.2.1.1 MBCP Message receiving

5.2.1.2 Continuous Media receiving

5.2.1.3 Discrete Media receiving
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