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1 Reason for Change

Justification

This is a proposal for solution to the following CONR comments:
	ID
	Open Date
	Type
	Section
	Description
	Status

	E022
	2009.05.27
	T
	5.4
	Source: Jan.Holm@ericsson.com

Form: <INP doc >

Comment: Unresolved EN:

Editor's note: Which part of the MSRP SEND message that shall be transported over the Multicast PoC Channel is FFS.
Proposed Change: Resolve EN, the message body of the SEND shall be transported over the Multicast PoC Channel.
	Status: 
CLOSED



	E023
	2009.05.27
	T
	5.4.1.1
	Source: Jan.Holm@ericsson.com

Form: <INP doc >

Comment: Unresolved EN:

Editor's note: Out-band delivery of meta data is FFS.
Proposed Change: Resolve EN
	Status: 
CLOSED



Summary of Change

Scope of Change

Consequence if not accepted

A number of CONR comments remain open/unsolved.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described.
6 Detailed Change Proposal
5.4. File distribution
This clause and its subclauses describe how Discrete Media is sent over the PoC Multicast PoC Channel..

5.4.1. File distribution MBMS
This subclause and its subclauses describe how Discrete Media SHALL be sent over the Multicast PoC Channel when the multicast/broadcast technology is MBMS and how lost packets, that can't be recovered by the Forward Error Correction (FEC) information provided along with the file itself, can be repaired.
5.4.1.1. General
A PoC Client that supports receiving Discrete Media over the Multicast PoC Channel SHALL use the procedures specified in the [RFC3450] with the clarifications in this subclause.
A PoC Server that supports sending Discrete Media over the Multicast PoC Channel SHALL use the procedures specified in the [RFC3450] with the clarifications in this subclause.
The PoC Server:

· SHALL NOT use congestion control for the file distribution function; and,
· SHALL use the LCT building block specified in [RFC3451] to provide in-band session management functionality. 

NOTE:
The LCT building block has several specified and under-specified fields that are inherited and further specified by [RFC3450].

The PoC Client SHALL support the reception of metadata (name, URL, media type, etc.) associated with files in-band within the file delivery session, in which case the Transport Object Identifier (TOI) 0 carries the File Delivery Table (FDT), and the file delivery session is a FLUTE session as specified in [3GPP TS 26.346].

The PoC Server SHALL support the delivery of metadata (name, URL, media type, etc.) associated with files in-band within the file delivery session, in which case the Transport Object Identifier '0' carries the File Delivery Table, and the file delivery session is a FLUTE session as specified in [3GPP TS 26.346].

The whole MSRP SEND message SHALL be transported over the Multicast PoC Channel.
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