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1 Reason for Change

Justification

This is a proposal to correct an error that was introduced during PoC V2.1 Consistency review comment resolution by PoC V2.1 CR #0454. The Note 3 in subclause 7.2.2.10.1 needs to be corrected.
Summary of Change

An editorial correction is introduced in a Note.  

Scope of Change

Subclause 7.2.2.10.1 affected.

Consequence if not accepted

An error prevails in a Note.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  7.2.2.10.1 – Editorial correction in Note 3
7.2.2.10.1 Subscription initiated by PoC Server

The procedure is initiated by the PoC Server as the result of an action specified in subclause 7.2.1 "Request terminating at the Controlling PoC Function".

When initiating a subscription request for Dynamic Group Member Information the PoC Server: 

· 1. SHALL generate a SIP SUSCRIBE request according to rules and procedures of [RFC3265] and [draft-cbus-event];

· 2. SHALL set the Request-URI of the SIP SUBSCRIBE request to the SIP URI identifying the address of the CBUS Server according to local policy;

· 3. SHALL include the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address" with the URI set to

a) the PoC Group Identity, if the PoC Session is initiated for a Dynamic Pre-arranged or Chat PoC Group; or,

NOTE 1:
The PoC Server also includes the PoC Group Identity in case of a subscription performed for an entire Dispatch PoC Group for which Dynamic PoC Group rules are defined.

b) the PoC Address of the initiating PoC User, if the PoC Session is initiated for a Dynamic Ad-hoc PoC Group; or,

c) the PoC Address of the initiating PoC User, if the PoC Session is initiated for a sub-group of a Dispatch PoC Group.

· 4. SHALL include a Referred-By header with the PoC Address of the PoC User initiating the PoC Session;

· 5. SHALL include a Content-Type header with the value "multipart/mixed" as specified in [RFC2046];

· 6. SHALL include in the SIP SUBSCRIBE request the MIME resource-lists body contained in the incoming SIP INVITE request according to rules and procedures of [RFC5367] and exclude those PoC Users which do not need to match the Dynamic PoC Group rules as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy", if a Conference-factory-URI owned by the PoC Server was received in the incoming SIP INVITE request;
· 7. SHALL include in the SIP SUBSCRIBE request a MIME resource-lists body according to rules and procedures of [RFC5367] containing all the members of the Pre-arranged PoC Group contained in the <list> element of the PoC Group document as specified in [OMA-PoC-Document-Mgmt] and exclude those PoC Users which do not need to match the Dynamic PoC Group rules as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy";

· 8. SHALL include in the SIP SUBSCRIBE request the MIME resource-lists body contained in the incoming SIP INVITE request according to rules and procedures of [RFC5367] and exclude those PoC Users which do not need to match the Dynamic PoC Group rules as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy", in case of a Dispatch PoC Group Session for a sub-group of the Dispatch PoC Group;
· 9. SHALL include in the SIP SUBSCRIBE request a MIME resource-lists body according to rules and procedures of [RFC5367] containing the members of the Chat PoC Group contained in the <list> element of the PoC Group document as specified in [OMA-PoC-Document-Mgmt] and exclude those PoC Users which do not need to match the Dynamic PoC Group rules as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy", in case of a PoC Session for a restricted Chat PoC Group;

NOTE 2:
The PoC Server ensures that the MIME resource-lists body included in the outgoing SIP SUBSCRIBE request only includes one copy of each URI and that no duplicates of the URIs are included.

· 10. SHALL either:

a) include the following in the SIP SUBSCRIBE request if the incoming SIP INVITE request is received for an Ad-hoc PoC Group or a Dispatch PoC Group with the Dispatch Type uri-parameter "dispatch=sub-group":
 i. the MIME body containing the Dynamic PoC Group rules as specified in [draft-cbus-event]contained in the incoming SIP INVITE request and not removed due to local policy in the PoC Server as described in subclause 7.2.1 "Request terminating at the Controlling PoC Function"; and,
ii. the Condition Re-evaluation parameters as specified in [draft-cbus-event], if included in the incoming SIP INVITE request.

or,

b) include the following in the SIP SUBSCRIBE request , if the incoming SIP INVITE request is received for a Pre-arranged PoC Group or for a Dispatch PoC Group with the Dispatch Type uri-parameter "dispatch=entire-group" or for a Dispatch PoC Group with no MIME resource-lists body included in the SIP INVITE request:
i. the MIME body as specified in [draft-cbus-event] containing the Dynamic PoC Group rules defined for the Pre-arranged PoC Group as specified in [OMA-PoC-Document-Mgmt], if a MIME body containing Dynamic PoC Group rules as specified in [draft-cbus-event] was not contained in the incoming SIP INVITE request.

ii. the MIME body containing both the Dynamic PoC Group rules as specified in [draft-cbus-event] contained in the incoming SIP INVITE request and not removed due to local policy in the PoC Server as described in subclause 7.2.1 "Request terminating at the Controlling PoC Function" and the Dynamic PoC Group rules defined for the Pre-arranged or Dispatch PoC Group as specified in [OMA-PoC-Document-Mgmt], if  the PoC User is authorized to change the Dynamic PoC Group rules as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy";

iii. the Condition Re-evaluation parameters as specified in [draft-cbus-event], if defined for the Pre-arranged or Dispatch PoC Group and if Condition Re-evaluation parameters is not contained in the incoming SIP INVITE request; and,

iv. the Condition Re-evaluation parameters as specified in [draft-cbus-event] if contained in the incoming SIP INVITE request and if the Inviting PoC User is authorized to change the Condition Re-evaluation parameters as specified in 7.2.1.31 "Dynamic PoC Group Session initiation policy".

or,

c) include the following in the SIP SUBSCRIBE request if the incoming SIP INVITE request is received for a Chat PoC Group:

i. the MIME body as specified in [draft-cbus-event] containing the Dynamic PoC Group rules defined for the Chat PoC Group as specified in [OMA-PoC-Document-Mgmt]; and,
ii. the Condition Re-evaluation parameters as specified in [draft-cbus-event], if defined for the Chat PoC Group as specified in [OMA-PoC-Document-Mgmt].

NOTE 3:
The Inviting PoC Client if authorized can override the Dynamic PoC Group rules pre-defined for a Pre-arranged PoC Group by explicitly including rules in the Dynamic PoC Group Session invitation request.
· 11. SHALL send the SIP SUSCRIBE request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.

The responses to the SIP SUBSCRIBE request SHALL be handled according to rules and procedures of [RFC3265] and [draft-cbus-event], and rules and procedures of the SIP/IP Core with the clarifications given in this subclause.

Upon receiving a SIP 200 "OK" or a SIP 202 "Accepted" response to the SIP SUBSCRIBE request the PoC Server: 

· 1. SHALL cache the address of the CBUS Server received in the Contact header.

Upon receiving a SIP final response other than SIP 2xx or 3xx or 404 “Not Found” response to the SIP SUBSCRIBE request the PoC Server: 

· 1. SHALL reject the SIP INVITE or SIP REFER request initiating the Dynamic PoC Group Session by forwarding the SIP final response towards the initiating PoC Client.

Upon receiving a SIP 404 "Not Found" response to the SIP SUBSCRIBE request for a resource included in the MIME resource-lists body the PoC Server MAY according to a local policy either reject the SIP INVITE or SIP REFER request or generate and send a request towards the SIP/IP Core in order to request resolution of the resource’s PoC Addresses.
NOTE 4:
The procedures for the resolution of the resource’s PoC Addresses when indicated as not found in the response to the SIP SUBSCRIBE request are outside scope of PoC specifications.
Upon receiving an incoming SIP NOTIFY request that is part of the same SIP dialog as the previously sent SIP SUBSCRIBE request the PoC Server: 

· 1. SHALL handle the request as specified in subclause 7.2.1.30.1"Receiving notification of Dynamic PoC Group Member Information".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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