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1 Reason for Change

a) Justification:

The description of Moderator Media Burst messages are introduced in Stockholm meeting. Some corrections are still needed after looking at some detail proposal.
b) Clauses affected:

“6.1 General”.
c) Summary of change:

Some corrections against moderator Media Burst messages in section 6.1
d) Consequence if not approved:

Some messages are still need to be described further.
e) Reason for revision:

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

Change 1:  6.1 SDP Extensions
6.1 General

Media Burst Control SHALL use the ports (in the PoC Client, PoC Box and PoC Servers) negotiated at the SIP Session establishment.

The PoC Client and the PoC Server SHALL support the following basic Media Burst Control Protocol messages:

· MBCP Media Burst Request – is used by the PoC Client to request permission from the PoC Server to send a Media Burst.

· MBCP Media Burst Granted – is used by the PoC Server to notify the PoC Client that it has been granted permission to send a Media Burst. The Controlling PoC Function includes information about the stop talking timer and can include the number of Participants connected to the Media-floor Control Entity at the time that this message is sent.

· MBCP Media Burst Deny – is used by the PoC Server to notify a PoC Client that it has been denied permission to send a Media Burst.

· MBCP Media Burst Release – is used by the PoC Client to notify the PoC Server that it has completed sending the Media Burst or it cancels the permission before sending Media Burst or it requests the PoC Server to cancel the queued Media Burst request when queuing is supported by the PoC Client and PoC Server. 

· MBCP Media Burst Idle– is used by the PoC Server to notify all PoC Clients that no one has the permission to send a Media Burst at the moment and that the PoC Server can accept the MBCP Media Burst Request message.

· MBCP Media Burst Taken – is used by the PoC Server to notify all PoC Clients, except the PoC Client that has been given permission to send a Media Burst that another PoC Client has been given permission to send a Media Burst. 

NOTE 1:
In the case of privacy the real identity of the PoC User, with the permission to send a Media Burst, is replaced with an anonymous identity as specified in [OMA-PoC-CP] "Anonymous PoC Address".

· MBCP Media Burst Revoke - is used by the PoC Server to revoke the permission to send Media from a PoC Client and can be used for pre-emption functionality, but is also be used by the system to prevent overly long use of the Media-floor Control Entity.

· MBCP Media Burst Acknowledgement – is used by the PoC Client, when acknowledgement is required in the received MBCP message.
If the PoC Server and the PoC Client support Pre-established Sessions, the PoC Client and the PoC Server SHALL support the following additional MBCP Control message:

· MBCP Connect - is used by the PoC Server to notify the served PoC Client using a Pre-established Session, that a PoC Session is connected.

· MBCP Disconnect – is used by the PoC Server to close the PoC Session using a Pre-established Session while maintaining the Pre-established Session.

A PoC Server performing the Controlling PoC Function and supporting queuing of MBCP Media Burst Request messages, a PoC Client supporting queuing of the MBCP Media Burst Request message and a PoC Server performing the Participating PoC Function inserted in the Media path SHALL support the following additional Media Burst Control Protocol messages:

· MBCP Media Burst Request Queue Status – is used by the PoC Server to notify the PoC Client that the MBCP Media Burst Request has been queued.

NOTE 2:
The PoC Server performing the Participating PoC Function normally only has to transparently transport the MBCP message unless the PoC Server supports Pre-established Session or Simultaneous PoC Sessions.

A Participating PoC Server SHALL send the MBCP Media Burst Acknowledgment message when a MBCP message requires an acknowledgment.

The Media Burst Control Protocol reliability SHALL be ensured thru timer-based retransmissions. Timers are defined in subclause 9.1 "Timers in the PoC Server performing the Controlling PoC Function", 9.2 "Timers in the PoC Server performing the Participating PoC Function", "Timers in the PoC Client" and 9.4 "Timers in the PoC Box".

If the PoC Client and the PoC Server performing the Participating PoC Function Supports Still-alive the following MBCP messages SHALL be supported:

· MBCP Still-alive message – is used by the PoC Client to notify that the PoC Client is still is alive. 

· MBCP Still-alive Acknowledgment message – is used by the PoC Server to acknowledge the reception of the MBCP Still-alive message.

If the PoC Client PoC Client and the PoC Server performing the Control PoC Function Supports Moderated PoC Session Media Burst Control the following MOD messages SHALL be supported:

· MOD Moderated Burst Request message – is used by the PoC Server to indicate to the PoC Client performing the Moderator function that a Participant has requested permission to send Media. 

· MOD Moderated Burst Request Confirm message – is used by the PoC Client performing the Moderator function to acknowledge the reception of the MBCP Moderated Burst Request message.

· MOD Moderated Granted message – is used by the PoC Client performing the Moderator function to indicate to the PoC Server that a Participant is granted permission to send Media.

· MOD Moderated Burst Granted Confirm message – is used by the PoC Server performing the Controlling PoC function to acknowledge the reception of the MBCP Moderated Burst Request message. 
· MOD Moderated Burst Granted Reject message – is used by the PoC Server performing the Controlling PoC function to reject the MOD Moderated Burst Granted message e.g. if the MOD Moderated Burst Granted message is received in an incompatible state.

· MOD Moderated Burst Revoke message – is used by the PoC Client performing the Moderator function to revoke the permission to send Media from a Participant.

· 
· MOD Moderated Burst Status message – is used by the PoC Client performing the Moderator function to inform some or all PoC Client about the queue status in the Moderator queue in the PoC Client performing the Moderator function.

· 
· MOD Moderated Burst Release message – is sent by the PoC Server performing the Controlling PoC Function to inform that a MBCP Media Burst Release message was received.

Editor's note: Other MBCP message are FFS.
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