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1 Reason for Change

This CR details specific procedures for the PAL Server interracting with a PAL Client, utilizing IMS (i.e. SIP bindings).
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  6.3.2.2 PAL Server procedures 
6.3.2.2 PAL Server procedures

A PAL Server SHALL authenticate all incoming SIP requests utilizing the underlying SIP/IP Core network.  When the SIP/IP Core corresponds with a 3GPP IMS network, the authentication mechanism SHALL:

· authenticate the SIP request originator (i.e. PAL Client) as specified in [3GPP-TS_24.229], section "User identity verification at the AS"; 
· authorize the PAL Client as detailed in [3GPP-TS_24.229], section "Request authorization"; and,
· follow applicable procedures described in [3GPP-TS_24.229] section "Application Server (AS) performing 3rd party call control".
6.3.2.2.1 PAL Server Interaction with a PAL Client
A PAL Server interacting with a PAL Client utilizing SIP protocol bindings over the PAL-1 reference point, SHALL construct PAL Enabler responses, as specified in section 6.2, based on SIP MESSAGE requests described in [RFC3428].  PAL Server SIP MESSAGE responses SHALL be constructed using the following clarifying steps:
1. Set the Request-URI and the To header fields of the SIP MESSAGE to the PAL Client identity (i.e. a URI corresponding to the PAL Client);

2. Set the From header field with the value of a Presence Aware Service or Class of Service (i.e. a service XUI);
3. Set the Accept header field to a value mutually established (i.e. during resource negotiation) with a PAL Client, as detailed in section 6.3.2.1;

4. Set an appropriate Content-Type header field to a valid PAL MIME-type as described in section 6.4;

5. Set a message payload corresponding to the particular PAL Enabler response; and,

6. Set the Content-Length header field to the length of the message body described in the preceeding step.
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