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5 Reason for Change

	C095
	2008.05.09
	E
	5.1.2

5.1.3
	Source: Samsung

Form: INP
Comment: Recommend to switch 5.1.2 with 5.1.3.

Proposed Change: <Recommended action>
	Status: CLOSED by OMA-PAG-2008-0488




The main intention of this CR is to move the informative section to the end.
6 Impact on Backward Compatibility

None
7 Impact on Other Specifications

None
8 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

9 Recommendation

Agree to changes proposed in section 6.

10 Detailed Change Proposal

Change 1:  Rename  the section 5.1.2 as section 5.1.3
Note to the Editor: This CR is just switching the section 5.1.2 and 51.3
5.1.3 Example Realizations of a Presence Source
(Informative)

5.1.3.1
Presence User Agent

The Presence Source can be implemented as a Presence User Agent (PUA) as defined by 3GPP/3GPP2 in [3GPP-TS_23.141] and [3GPP2-X.S0027-001] respectively.  The PUA is a Presence Source realization residing in the terminal or network. The PUA collects user related Presence Information from its corresponding Presentity and sends it to the PS.

5.1.3.2 Presence Network Agent

The Presence Source can be implemented as a Presence Network Agent (PNA) as defined by 3GPP/3GPP2 in [3GPP-TS_23.141] and [3GPP2-X.S0027-001] respectively.  The PNA collects the network related Presence Information from the various network elements and sends it to the PS. 

The interfaces between the PNA and the various elements are defined in 3GPP/3GPP2 (see Figure 1and Figure 2) and are out of scope of the current specification.
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 Figure 1: PNA in 3GPP
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 Figure 2: PNA in 3GPP2

The options of using a PNA in a non-3GPP/3GPP2 environment is shown on Figure 3:
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 Figure 3: PNA in a non-3GPP/3GPP2 architecture. 

Presence Information can be aggregated either directly in the PS or via a PNA.

5.1.3.3 Presence External Agent

The Presence Source MAY be implemented as a Presence External Agent (PEA) as defined by 3GPP/3GPP2 in [3GPP-TS_23.141] and [3GPP2-X.S0027-001] respectively. The PEA performs the following functions:

· Supply Presence Information from external networks;
· Handle the interworking and security issues involved in interfacing to external networks; and
· Resolve the location of the PS associated with the Presentity.

Examples of Presence Information that the PEA may supply, include:

· Third party services (e.g. calendar applications, corporate systems); 

· Internet presence services; and
· Non SIMPLE-based presence services.
Change 2:  Rename section 5.1.3 as 5.1.2

5.1.2 Retrieval of Presence Information from Presence Sources
The Presence Source MAY support the retrieval of Presence Information. 
If the retrieval of Presence Information is supported, the Presence Source SHALL support the REFER method according to [RFC3515] together with the extension defined in [RFC4488], and SHALL register its capabilities of:
· “;events="presence";methods="REFER"; +g.oma-pres.pubcap” according to [RFC3840], when the SIP/IP Core does not correspond with 3GPP IMS or 3GPP2 MMD networks; or
Editor’s NOTE: The “g.oma-pres.pubcap” feature tag shall be registered to OMNA.
· “;events="presence";methods="REFER";+g.3gpp.app_ref ="urn%3Aurn-xxx%3A3gpp-application.ims.iari.oma-pres%3Apubcab"” according to [RFC3840] and the IARI in [3GPP-TS_24.229], when the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD networks.
Editor’s NOTE: The “urn:urn-xx:3gpp-application.ims.iari.oma-pres:pubcap” IARI shall be registered in 3GPP at http://www.3gpp.org/tb/Other/URN/URN.htm.
When registering, the Presence Source MAY register further details of the Presence Information that the Presence Source is responsible for publishing, by specifying those as the token value of the registering feature tag as described in [PDE_DDS] “Registry for Presence Publication Capability Tokens”.
Upon receiving a REFER request, the Presence Source SHALL perform authorization of the Presence Information retrieval per local policy, before accepting the REFER request. The default local policy SHOULD be to allow Presence Information retrieval only if requested by the PS associated with the Presentity’s domain on behalf of the Presentity. This is equivalent to a REFER request where both the originator identity of the request and the Refer-To header field have the value of the Presentity URI.

In case of successful authorization, the Presence Source SHALL check the “method” parameter of the Refer-To header field. For any other values than “method=PUBLISH?Event=presence”, the Presence Source SHALL reject the REFER request with a 403 (Forbidden) response. 

If the “method” parameter of the Refer-To header field has the value “PUBLISH?Event=presence”, the Presence Source SHALL:
1) accept the REFER request and send a 200 (OK) response; and

2) if the REFER request included a Refer-Sub header field set to “false”, include a Refer-Sub header field set to “false” in the 200 (OK) response according to the procedures described in [RFC4488]; and

3) perform one time publication of Presence Information according to the procedures described in section 5.1.1.
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