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1 Reason for Change

Editorial Fixes to the Section 6.1.2.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

PAG WG to agree to the changes proposed in section 6 of this document.
6 Detailed Change Proposal

Change 1:  .
6.1.1 Subscribing to changes in the XML documents

An XDMC and an XDM Agent MAY support subscription to changes in XML documents as described in this subsection.

6.1.1.1 Initial subscription

If the XDMC or the XDM Agent subscribes to changes in XML documents, then it SHALL be done by sending a SIP SUBSCRIBE request  according to [RFC3265] and [IETF-XCAP_Diff_Event] with the clarifications given in the sub-clause 6.1.2.1.1 for an XDM Agent and sub-clause 6.1.2.1.2 for an XDMC.

The responses to the SIP SUBSCRIBE request SHALL be handled in accordance with [RFC3265], [IETF-XCAP_Diff_Event], and the procedures of the SIP/IP Core.
6.1.1.1.1 XDM Agent
An XDM Agent SHALL subscribe for the notification of changes in XML documents either via the Subscription Proxy, when documents from different AUIDs or different users are to be subscribed for, or directly to the XDMS, when documents from a single AUID and user are to be subscribed for. 

When the XDM Agent subscribes for the notification of changes in the documents from multiple AUIDs or users, the XDM Agent:

1. SHALL set the Request-URI to the preconfigured SIP URI identifying the Subscription Proxy; 
2. SHALL include all relevant XCAP Resources in the body of the SIP SUBSCRIBE request as described in [IETF-XCAP_Diff_Event];
3. SHALL include an Accept header field with  the value “application/xcap-diff+xml” to indicate support for partial XML updates described in [IETF-XCAP_Diff] and SHALL also include the values “multipart/related” and “application/rlmi+xml” to indicate support for the event notification extension for resource lists described in [RFC4662];
4. MAY indicate that it supports that the body of a SIP NOTIFY request is compressed by the GZIP algorithm [RFC1952] by including an Accept-Encoding header field with the value “gzip” in the SIP SUBSCRIBE request; and
5. SHALL send the SIP SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP Core.

When the XDM Agent subscribes for the notification of changes in the documents from a single AUID and user or a single service instance, the XDM Agent:

1. SHALL set the Request-URI to either the XUI part of the XCAP URI pointing to the document(s) or to the SIP or TEL URI identifying the service instance (e.g. Group URI or Presence List URI), and set the “auid” parameter defined in Appendix F.1 “AUID URI Parameter” to the value of AUID of the requested document(s);
2. SHALL include all relevant XCAP Resources in the body of the SIP SUBSCRIBE request as described in [IETF-XCAP_Diff_Event];

3. SHALL include an Accept header field with the value “application/xcap-diff+xml” to indicate support for partial XML updates described in [IETF-XCAP_Diff]; and
4. SHALL send the SIP SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP Core.
When the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD an XDM Agent SHALL use 3GPP IMS or 3GPP2 MMD requirements respectively, mechanisms and procedures as defined in chapter 5.7.3 [3GPP-TS_24.229] /[3GPP2-X.S0013-004] with the clarifications given in the respective sub clauses.

When the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD, the XDM Agent SHALL apply the mechanisms of the “Application Server acting as originating User Agent” as defined in [3GPP-TS_24.229]/[3GPP2-X.S0013-004] section 5.7.3 and the XDM Agent SHALL set its Public User Identity or the Public User Identity of the user on which the XDM Agent is acting on behalf of in the P-Asserted-Identity header.

6.1.1.1.2 XDMC 

The XDMC:

1. SHALL set the Request-URI to the SIP URI of the Subscription Proxy if that SIP URI was provisioned to the XDMC as described in Appendix D “XDMC Provisioning”; or

2. SHALL set the Request-URI to the XUI part of the XCAP URI pointing to the document(s) to be subscribed for and set the “auid” parameter defined in Appendix F.1 “AUID URI Parameter” to the value of AUID of the requested document(s), if the SIP URI of the Subscription Proxy was not provisioned to the XDMC;
3. SHALL include all relevant XCAP Resources in the body of the SIP SUBSCRIBE request as described in [IETF-XCAP_Diff_Event]; In case that the SIP URI of the Subscription Proxy was not provisioned to the XDMC, the XCAP Resources subscribed in a single subscription SHALL be from a single AUID and single user;

NOTE: 
The mechanism used by the XDMC to retrieve the Document Selector, Node Selector or part of the Document Selector used to identify the collection as described in [IETF-XCAP_Diff_Event] of the XCAP Resources to be watched is out of scope of the present specification.
4. SHALL include an Accept header field with the value “application/xcap-diff+xml” to indicate support for partial XML updates described in [IETF-XCAP_Diff] and SHALL, if the Subscription Proxy SIP URI  was provisioned to the XDMC as described in Appendix D “XDMC Provisioning”, include the values “multipart/related” and “application/rlmi+xml” to indicate support for the event notification extension for resource lists described in [RFC4662];
5. MAY indicate that it supports that the body of a SIP NOTIFY request is compressed by the GZIP algorithm [RFC1952] by including an Accept-Encoding header field with the value “gzip” in the SIP SUBSCRIBE request; and
6. SHALL send the SIP SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD, a UE acting as the XDMC SHALL use 3GPP IMS or 3GPP2 MMD requirements respectively, mechanisms and procedures as defined in chapter 5.1 in [3GPP-TS_24.229]  / [3GPP2-X.S0013-004].

6.1.1.2 SIP NOTIFY processing

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP SUBSCRIBE request the XDMC and the XDM Agent
1. SHALL handle the request according to [RFC3265], [IETF-XCAP_Diff_Event], [RFC4662] and the procedures of the SIP/IP Core;and
2. SHOULD update the stored XML document based on the information in the SIP NOTIFY request. The structure of the information in the body of SIP NOTIFY request is defined [IETF-XCAP_Diff_Event], [RFC4662] and section 6.6.

An XDMC or an XDM Agent indicating support for GZIP compression SHALL, when receiving a SIP NOTIFY request with the Content-Encoding header field with the value “gzip”, decompress the received body as defined by [RFC1952] before performing processing of the notification.
When the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD, the XDMC and the XDM Agent SHALL use 3GPP IMS or 3GPP2 MMD requirements respectively, mechanisms and procedures as defined in [3GPP-TS_24.229] / [3GPP2-X.S0013-004] with the clarifications given in this sub-clause. 
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