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1 Reason for Change

Define Presence procedures for SIMPLE IM.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, “Members”) agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member’s attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This contribution is written based on definitions on the Presence information elements and procedures of OMA PoC CP Technical Specification. It is proposed to accept the content of the section 6 (Detailed Change Proposal) as basis for SIMPLE IM enabler specific Presence definitions.
6 Detailed Change Proposal

Appendix x Presence information elements and procedures
 (Normative)

This Appendix defines the IM specific presence information elements and the presence procedures, which the IM functional entities follow in order to perform presence related actions. 

x.1 IM specific presence information elements overview

This is an informative subclause.

OMA IM RD specifies a set of presence information elements that allow expressing the IM User’s Presence status. This subclause describes these IM specific Presence information elements and how they fit into the overall Presence data model as described in [OMA-Pres-Spec]. 

Table 1 contains the Presence status mapping to the respective presence attributes.

	Presence information element 
	Presence information elements as specified in [OMA-Pres-Spec]
	Description

	Availability for IM
	Application-specific (IM) Availability for IM Service including IM Session and Pager-Mode messaging


	Indicates whether the IM User is able to join IM Communication (e.g., the user is registered, and Do not Disturb (DnD) is not activated) 

	Willingness for IM Session
	Application-specific (IM Session) Willingness for IM Sessions
	Indicates whether the IM User is currently willing to accept new incoming IM Sessions

	Willingness for Instant Message
	Application-specific (Pager-Mode messaging) Willingness for Instant Messages
	Indicates whether the IM User is currently willing to accept new incoming Instant Messages i.e. Pager-Mode messages

	Preferred language
	Preferred language

Editor's note: this should be specified in Presence 2.0
	Preferred communication language(s)

	Location
	Location Type
	Indicates the presentity's location


Table 1: IM specific Presence information elements

NOTE: IM availability is the default setting when a user is registered and ready to communicate in IM, including all communication methods of IM. Willingness for IM session/Instant Messaging is set when the user wants to further indicate his/her readiness for only specific method of IM communication. 

x.1.1 Availability for IM

This is an informative subclause.

The “Availability for IM” is mapped onto the “Application-specific Availability” presence information element as specified in [OMA-Pres-Spec] “Application-specific Availability” pertaining to an “IM-Session” and “Pager-mode messaging” services:

<tuple >
(<status>(<basic>(open/closed


(<service-description>(<service-id>(org.openmobilealliance:IM-Session



             (<version>(1.0

<tuple >
(<status>(<basic>(open/closed


(<service-description>(<service-id>(org.openmobilealliance:IM



             (<version>(1.0

The “Application-specific Availability” presence information element including a <status> element with a <basic> subelement with the value “open” indicates that the presentity is able to participate in IM communication. This happens e.g. when the IM User is registered and neither Do not Disturb (DnD) nor invisibility (VIS) are activated. 

The “Application-specific Availability” presence information element including a <status> element with a <basic> subelement with the value “closed” indicates that the presentity is either not able to participate in IM communication or wants to be invisible. This happens e.g. when the IM User deregisters or activates DnD or VIS.

x.1.2 Willingness for IM Session

This is an informative subclause.

The “Willingness for IM Session” is mapped onto the “Application-specific Willingness” presence information element as specified in [OMA-Pres-Spec] “Application-specific Willingness” pertaining to a “IM Session” service:

<tuple>
(<status>

(<willingness>(<basic>(open/closed


(<service-description>
(<service-id>(org.openmobilealliance:IM-session




(<version>(1.0

The “Application-specific Willingness” presence information element including a <willingness> element with a <basic> subelement with the value “open” indicates that the presentity is willing to accept new, incoming IM Session requests. This can be expressed by the Presence Source residing in the same UE as the IM Client publishing the open value for willingness.
The “Application-specific Willingness” presence information element including a <willingness> element with a <basic> subelement with the value “closed” indicates that the presentity is not willing to accept incoming IM Session requests. This can be expressed by the Presence Source residing in the same UE as the IM Client publishing the closed value for willingness.
x.1.3  Willingness for Instant Message

This is an informative subclause.

The “Willingness for Instant Message” is mapped onto the “Application-specific Willingness” presence information element as specified in [OMA-Pres-Spec] “Application-specific Willingness” pertaining to a “Pager-Mode messaging” service:

<tuple>
(<status>

(<willingness>(<basic>(open/closed


(<service-description>
(<service-id>(org.openmobilealliance:IM




(<version>(1.0

The “Application-specific Willingness” presence information element including a <willingness> element with a <basic> subelement with the value “open” indicates that the presentity is willing to accept new incoming Pager-Mode messages. This can be expressed by the Presence Source residing in the same UE as the IM Client publishing the open value for willingness.
The “Application-specific Willingness” presence information element including a <willingness> element with a <basic> subelement with the value “closed” indicates that the presentity is not willing to accept incoming pager-mode messages. This can be expressed by the Presence Source residing in the same UE as the IM Client publishing the closed value for willingness.
NOTE: when the value of “Availability for IM” Presence information element is “open”, it means the user is available for IM communication including IM session and Pager-Mode messaging regardless of whether the “Willingness for IM session” and “Willingness for Instant Message” Presence information elements have the value “closed”. When a user wants to join only to IM sessions, then in addition of having the value of “Availability for IM” open, the user also should set the ”Willingness for IM Session” Presence information element to value “open” and the ”Willingness for Instant Message” Presence information element to value “closed”. In this case the user indicates his/her preference for joining only to IM sessions. 
x.1.4 Preferred Language

This is an informative subclause.

The “Preferred language” is mapped onto the “Preferred language” Presence information element as specified in [OMA-Pres-Spec] “Preferred language”:


<person>(<preferred-language>(list of languages, e.g. "en", "fr"

The “Preferred language” presence information element as a part of the person related information indicates the preferred language(s) for the presentity for communication. The value of the element contains a list of languages in priority order.

Editor's note: Presence 2.0 should define the preferred language element.

x.1.5 Location

This is an informative subclause.

The “Location” is mapped onto the “Location-Type” presence information element as specified in [OMA-Pres-Spec] “Location-Type”:


<person>(<place-type>

The “Location-Type” presence information element as a part of the person related information indicates an enumerated or free text location value as provided by the presentity.  The value of this element indicates the type of location where the presentity physically resides at that point in time.
X.2 IM Server Procedures

This subclause outlines the mapping between IM Server procedures and the presence attributes as given in subclause x.1 “IM specific presence information elements”. Table 2 defines how IM Server specific procedures SHALL be mapped to presence attributes specified in [OMA-Pres-Spec] if the IM Server is presence enabled.

	 Procedure
	Action or setting of Presence information elements as specified in [OMA-Pres-Spec]
	Value of Presence information element

	Registration
	Application-specific (IM) Availability 
	OPEN

	De-registration
	Application-specific (IM) Availability
	CLOSED

	Setting: DnD activation received
	Application-specific (IM) Availability
	CLOSED

	Setting: DnD deactivation received
	Application-specific (IM) Availability
	OPEN

	Setting: VIS activation received
	Application-specific (IM) Availability
	CLOSED

	Setting: VIS deactivation received
	Application-specific (IM) Availability
	OPEN


Table 2:Definition of presence attributes depending on the procedure
X.2.1 Acting as Presence Source

The IM Server performing the Participating IM Function in the IM User’s Home Network MAY act as a Presence Source as specified in [IM-AD] and [OMA-Pres-Spec] and publish certain sets of presence information on behalf of the IM User. If the IM Server is presence enabled, it SHALL publish the information elements indicated in the provisioning parameter that is provisioned to the IM Client (see Appendix Y).

All the following procedures SHALL apply when the IM Server acts as a Presence Source. The presence attribute values that depend on the procedures are given in section x.1 and table 2.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Server SHALL use the procedures of “AS acting as originating User Agent” defined in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3.

X.2.1.1 IM User's registration and de-registration

Upon accepting a registration request from an IM User the IM Server SHALL act as a Presence Source. In that case, the IM Server SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The IM Server: 

· SHALL set the value of “Application-specific Availability for IM” Presence information element to available (as defined in subclause x.1.1 “Availability for IM”);

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has registered to the IM service (e.g. to the value of the P-Asserted-Identity header field of the REGISTER request).

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

Upon accepting a deregistration request from an IM User the IM Server SHALL act as a Presence source. In that case, the IM Server SHALL perform the publication of Presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The IM Server: 

· SHALL set the value of “Application-specific Availability for IM” Presence information element to unavailable (as defined in subclause x.1.1 “Availability for IM”);

· SHALL set the <entity> element of Presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has de-registered (e.g. to the value of the P-Asserted-Identity header field of the REGISTER request).

NOTE 2: 
Other Presence information elements might be published with the appropriate values at the same time.

NOTE 3:
It is beyond the scope of the present specification to determine how the IM Server becomes aware of registration/ de-registration state.

X.2.1.2  Setting Do not Disturb (DnD)

Upon accepting a request from an IM User to activate Do not Disturb (DnD) the IM Server SHALL act as a Presence Source. In that case, the IM Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The IM Server:

· SHALL set the value of “Application-specific Availability for IM” Presence information element to unavailable (as specified in x.1.1 “Availability for”);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User publishing the DnD (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request).

Upon accepting a request from an IM User to deactivate Do not Disturb (DnD) the IM Server SHALL act as a Presence Source. In that case, the IM Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The IM Server:

· SHALL set the value of  “Application-specific Availability for IM” Presence information element to available (as specified in X.1.1 “Availability for IM”);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User publishing the DnD (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request).

X.2.1.3 Setting Visibility (VIS)

Upon accepting a request from an IM User to activate invisibility (VIS) the IM Server SHALL act as a Presence Source. In that case, the IM Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The IM Server:

· SHALL set the value of “Application-specific Availability for IM” Presence information element to unavailable (as specified in x.1.1 “Availability for IM”);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User publishing the VIS (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request).

Upon accepting a request from an IM User to deactivate invisibility (VIS) the IM Server SHALL act as a Presence Source. In that case, the IM Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The IM Server:

· SHALL set the value of  “Application-specific Availability for IM” Presence information element to available (as specified in X.1.1 “Availability for IM”);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User publishing the VIS (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request).

x.2.2  Acting as watcher

The IM Server MAY act as a watcher as specified in [IM-AD] and [OMA-Pres-Spec].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Server SHALL use the procedures of “AS acting as originating User Agent” specified in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3.

The exact procedures determining the behaviour of the IM Server acting as watcher is beyond the scope of the present specification.

X.3  IM Client Procedures

This subclause outlines the mapping between IM Client procedures and the presence attributes as given in subclause x.1 “IM specific presence information elements”. 

Table 3 defines how IM Client specific procedures SHALL be mapped to presence attributes specified in [OMA-Pres-Spec].

	 Procedure
	Action or setting of Presence information elements as specified in [OMA-Pres-Spec]
	Value of Presence information element

	Setting: Preferred Languages
	Preferred language
	list of languages

	Setting: User Location
	Location-type
	pre-defined, enumerated value or free text

	Setting: Willing for IM Sessions
	Application-specific (IM Session) Willingness for IM Sessions
	OPEN

	Setting: Not Willing for IM Sessions
	Application-specific (IM Session) Willingness for IM Sessions
	CLOSED

	Setting: Willing for Instant Messages
	Application-specific (IM) Willingness for IM Sessions
	OPEN

	Setting: Not Willing for Instant Messages
	Application-specific (IM) Willingness for IM Sessions
	CLOSED


Table 3. Definition of presence attributes depending on the procedure

x.3.1 Acting as Presence Source

The IM Client SHOULD collaborate with the Presence Source entity when residing in the same UE. 

If the IM Server is not presence enabled (as indicated in the provisioning parameter ‘PRES-SRV-CAP’), the Presence Source residing in the same UE with the IM Client SHOULD publish presence information for all the elements specified in subclause X.1, as defined in Table 2 and Table 3. 

If the IM Server is presence enabled (as indicated in the provisioning parameter ‘PRES-SRV-CAP’), the Presence Source residing in the same UE with the IM Client SHOULD NOT publish presence information for those elements, which are published by the IM Server. In this case, the IM Client SHOULD publish presence information for the elements specified in Table 3. 

Additionally, the Presence Source residing in the same UE with the IM Client MAY publish any other Presence Information Element described in [OMA-Pres-Spec]. 

The exact procedures determining the collaboration between the IM Client and Presence Source in the UE are beyond the scope of the present specification.

The following procedures apply when the IM Server is presence enabled. The exact presence attributes and their values that depend on the procedures are given in section x.1 and Table 3. 

If the IM Server is not presence enabled, the IM Client SHOULD additionally follow the procedures in section X.2.1 and perform all the functions defined therein for the IM Server.

X.3.1.1 Setting Willingness for IM Sessions

When the IM User sets the value of the “Willingness for IM Sessions” Presence information element to "willing" the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source: 

· SHALL set the value of “Application-specific Willingness for IM Sessions” Presence information element to willing (as defined in subclause x.1.3 “Willingness for IM Session”);

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has registered to the IM service.

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

When the IM User sets the value of the “Willingness for IM Sessions” presence information element to “not willing” the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source:  

· SHALL set the value of “Application-specific Willingness for IM Sessions” Presence information element to not willing (as defined in subclause x.1.3 “Willingness for IM Session”);

· SHALL set the <entity> element of Presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has de-registered.

NOTE 2: 
Other Presence information elements might be published with the appropriate values at the same time.

X.3.1.2 Setting Willingness for Instant Message

When the IM User sets the value of the “Willingness for Instant Message” Presence information element to “willing” the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source: 

· SHALL set the value of “Application-specific Willingness for Instant Messages” Presence information element to willing (as defined in subclause x.1.4 “Willingness for Instant Message”);

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has registered to the IM service.

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

When the IM User sets the value of the “Willingness for Instant Message” Presence information element to “not willing” the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source:  

· SHALL set the value of “Application-specific Willingness for Instant Messages” Presence information element to not willing (as defined in subclause x.1.4 “Willingness for Instant Message”);

· SHALL set the <entity> element of Presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has de-registered.

NOTE 2: 
Other Presence information elements might be published with the appropriate values at the same time.

X.3.1.3 Setting: Preferred Languages

When the IM User modifies the setting of the preferred languages the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source: 

· SHALL set the value of “Preferred Language” Presence information element as defined in subclause x.1.5 “Preferred Language”;

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has registered to the IM service.

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

X.3.1.3 Setting: User Location

When the IM User modifies the setting of the user location the Presence Source SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The Presence Source: 

· SHALL set the value of “Location Type” Presence information element as defined in subclause x.1.6 “Location”;

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the IM User that has registered to the IM service.

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

x.3.2  Acting as watcher

The IM Client MAY collaborate with the Watcher entity when residing in the same UE. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use the procedures of  "Mobile-originating case” specified in [TS24.229] / [3GPP2 X.S0013.4] subsection 5.1.2A.1.

The exact procedures determining the behaviour of the IM Client acting as a watcher is beyond the scope of the present specification.

X.4  IM specific presence values

This is an informative subclause.

This subclause registers with OMNA the following new values of the <service-description> presence information element defined in [OMA-Pres-Spec] related to IM:

<service-id>: org.opemobilealliance:IM Session, org.openmobilealliance:IM

<version>: 1.0

Editor’s Note: The values describing the <service-id> of OMA IM Session and OMA Instant Message need to be registered with OMNA

Appendix Y The parameters to be provisioned for IM service  (Normative)          
Y.1 OMA IM Device Management general

IM Server Presence support is indicated with the parameters defined in the following subsections. The Presence Source residing in the same UE with the IM Client can use this information for discovering which Presence information elements need to be published by the IM Client.

Y.2 OMA IM Device Management Object file

Y.2.1 OMA IM Device Management Object tree

Y.2.2 OMA IM Device Management Object parameters

1. /<X>/PRES-SRV-CAP/

A binary flag used for the IM Server to indicate the Presence publish capability of a Presence information element of the IM Server on behalf of the IM Client. The flag must be given in sequence order according to the list of parameters below:

bit 4: “Application-specific (IM) Availability for IM Sessions”

· Occurrence: One

· Format: bin

· Access Types: Get
· Values: <A binary, xxxb4xxxx>
bit4 has 2 values: 0 means no support by the Server and 1 means support is available.

*** NEXT CHANGE To AC file: Add a parameter as below***

APPLICATION-SPECIFIC PARAMETERS

##############################

Characteristic/name: APPLICATION/PRES-SRV-CAP.

Status: Required if Presence is supported.

Occurs: 1/1.

Default value: None.

Used values: Binary. 

Interpretation: Indicates the Presence publishing capability of the presence information element of the IM Server on behalf of the IM Client. The flag must be given in sequence order according to the list of parameters as b1b2b3b4b5b6b7b8 (bit 8 is the lowest bit), where bit 4 is the flag of “Application-specific Availability for IM”, bit 1-3 and bit 5-8 are for other use.
-------

PARAMETER VALUES

################
Characteristic/name/parameter: APPLICATION/PRES-SRV-CAP/1. 

Status: Optional.

Interpretation: Indicates the support of the Presence publishing by the IM Server on behalf of an IM Client.
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