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1 Reason for Change

In reference to Document “OMA-IM-2005-0581R01-SIMPLE-AD_RD-Cross_Check-Part_I.zip”, this CR proposes three additional changes to the SIMPLE AD to ensure fulfilment of two IM service requirement items in the “IM Notification” Requirements category.
This revised version was prepared following the review of this contribution on 20 October, and the agreement that was reached on the texts to be revised and/or added. 
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The IM architecture document (AD) should be revised to include the proposed additional description for the SIMPLE IM Client and Server in Section 5.3.1 and 5.3.2 of AD, respectively, as shown in section below on “Detailed Change Proposal.” 
6 Detailed Change Proposal

	Req ID
	UC

Title(s)
	Short Description
	M/O
	Changes Needed

	NOT-1
	Mobile originated chat
	Mobile device SHOULD support a method to notify the user of an incoming invitation for an IM session.
	M
	This requirement should be a new function for the IM Client in Section 5.3.1.

Action: A CR to AD Section 5.3.1 as follows:

The IM Client SHALL notify the user of an incoming invitation for an IM session.

	NOT-2
	IM Notification
	The IM system SHALL have the ability to alert/notify a user when messages cannot be delivered immediately for one of the following (non-exhaustive) reasons:

a. Intended recipient is unreachable

b. Capabilities of recipient mobile device
	M
	This should be the function of the IM server. It is not stated in Section 5.3.2. 

Action: A CR to AD Section 5.3.2 as follows:

The IM Server SHALL alert/notify a user when a message cannot be delivered immediately for any reason (e.g., Intended recipient is unreachable or Capabilities of recipient mobile device not compatible.) 

	NOT-5
	
	The user MAY be notified when there is a new incoming message
	O
	This is not a current functional requirements of the IM Server.

Action: Similar to the case of NOT-1, a CR to the AD section 5.3.2 as follows:

The IM Server MAY notify the user of a new incoming message.

	NOT-6
	
	When the user has the conversation screen closed, the user MAY be notified of incoming messages
	O
	This seems to be an optional feature for the IM Client. Support for this feature is not currently required in the AD.

Action: A CR to AD Section 5.3.1 as follows:

The IM Client MAY notify the user of an incoming message when the conversation screen is closed.

	NOT-9
	
	The notification MAY be audio, vibration, text, and/or graphic
	O
	Assuming that this notification is for incoming messages, it can then be considered as a sub-feature of NOT-6.

Action: A CR to AD Section 5.3.1 following acceptance of the CR related to NOT-6 for the IM Client functions has follows:

The notification for incoming messages MAY be audio, vibration, text, and/or graphic

	NOT-10
	
	IM service SHALL support a method to notify a user participating in a Chat Session that a new user has joined or left the session
	M
	Initiation of this feature is clearly the job of the “Controlling Functions” part of the IM Server. Currently not supported, this may be added to the list of “Controlling Functions.”

Action: A CR to AD in Section 5.3.2 as the bullet item under “Controlling IM Functions” as follows:

· Provides notification to chat session participants that a new user has joined or left the session

	NOT-11
	Add Contact to Contact List
	The IM Service SHALL inform a user that he/she has been added to someone else’s Contact List. 
	M
	This feature is not currently stated anywhere in the AD. 

Action: A CR to AD in Section 5.3.2 at the end of the listing of functions for the “IM Server Functions” as follows:

· Notify the user upon posting her/his name to a “Buddy List” residing in the XDMS. 


>>>>>>>>>>>>>>>>>>>>>>>> Changes Begin <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

5.3.1 IM Client

The IM Client resides on either a mobile terminal or any Internet connected device and is used to access the IM service.

The IM Client SHALL:

· Perform registration with the SIP/IP Core.

· Authenticate the IM user to the SIP/IP Core.

· Allow IM session initiation, participation, and termination.

· 
· Send and receive instant messages using URI or a nickname from peer IM Clients, or the IM Server.

· Incorporate IM configuration data downloaded by the provisioning system (e.g., over-the-air activation)

· Notify the user of an incoming message or invitation to an IM session.
· 
The IM Client MAY:

· Handle presence information (e.g. publish presence information and subscribe to presence information).

>>>>>>>>>>>>>>>>>>>>>>>>> Next Change <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

5.3.2 IM Server

The IM Server SHALL:

· Inform the user, upon user’s registration, of the creation of a default user profile and offers the user the possibility to modify it.
· Manage (send and receive) IM from users in one-to-one and many-to-many modes using either URI or a nickname.

· Support IM Clients using both mobile and fixed networks

· Interoperate with remote IM systems i.e. interoperate with IM systems residing in other networks using reference points IM-8 and IM-2

· 
· In the case of session based messaging, act as conference focus and maintain public and private chat rooms [MSRP-CHAT]

· In the case of session based messaging, act as an MSRP switch including the replication of messages within chat rooms [MSRP].

· Provide online delivery of message

· Store messages for offline delivery or notifications 

· Use presence to allow efficient delivery according to the recipient availability

· Use IM XDMS for IM related policies and rules (such as block lists)

· 
The IM Server SHOULD be able to:

· Store the IM conversation upon user’s request.

· Limit the storage size for IM conversations allocated to the IM user.

· Notify the users about the size of stored IM conversation.

· Notify the sender about the allowed maximum IM message size.
The IM Server MAY be able to:

· 
· Inform clients on message delivery.

· Maintain IM Conversation history

· Update Presence information

>>>>>>>>>>>>>>>>>>>>>>>>> Next Change <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

5.3.2.3.2 Controlling IM Function
· Provides Group and Conferencing functionalities 
· Provides centralised IM Media session handling

· MSRP switch

· Provides SIP session handling

· Conference focus which also hosts the chat URI

· Provides Policy enforcement for participating in a group 

· Provides the group participants information, i.e. maintains the list of participants

· Provides centralised charging reports

· Provides Uri-list service: the explosion and delivery reports (if required) of sessionless/session-based messages i.e. explosion of a SIP MESSAGE/ad hoc chat to multiple recipients
· Support SIP conference event package 
>>>>>>>>>>>>>>>>>>>>>>>> Changes End <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
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