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1. Scope

The Enabler Test Requirements (ETR) document for the Enabler under consideration is created and maintained by the Technical Working Group (TWG) responsible for the technical specifications for the corresponding Enabler.

The ETR document is intended to cover at least those requirements collected in the Requirements Document (RD) and the Architecture Document (AD) in addition to any other items the TWG has identified as important enough to warrant attention from interoperability perspective and identify any technical functionalities that should be covered by testing.

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[ERELD]
	 “Enabler Relese Document for <Enabler>”, Open Mobile Alliance™,
OMA-ERELD-<EnablerName>-Vx_y, URL:http://www.openmobilealliance.org/

	
	

	
	

	
	


2.2 Informative References
	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions
	TestFest
	Multi-lateral interoperability testing event

	
	


3.3 Abbreviations
	AD
	Architecture Document

	OMA
	Open Mobile Alliance

	RD
	Requirements Document

	
	

	
	


4. Introduction

The purpose of this Enabler Test Requirements document is to help guide the testing effort for the Enabler IM_SIMPLE-V1_0 documenting those areas where testing is most important to ensure interoperability of implementations.

The Enabler under consideration comprises the following specifications:

· OMA-TS-IM_SIMPLE-V1_0_0-2006<month><Day>-C  Specifying both the Control and User Planes
· OMA-TS-IM_XDM-V1_0-2006<XX><XX>-C: Specifying data formats and XCAP Application Usages for IM_SIMPlE
Generally, the testing activity should aim at validating the normal working behaviour of the client/server interactions, as well as testing the error conditions whenever it is possible to set up the appropriate scenarios. The following sections provide a more detailed description of the testing requirements for IM_SIMPLE-V1_0
This document also intends to provide some guidance on the prioritization of the specifications and features to be tested  within Enabler IM_SIMPLE-V1_0_0
5. Test Requirements

5.1 Enabler Test Requirements

The test requirements collected in this section are related to the Enabler IM_SIMPLE-V1_0_0
The test requirements collected in this clause are related to the Enabler IM_SIMPLE-V1_0_0
Following generic requirements are identified for the Enabler:

The enabler functionality includes various alternatives for the originating and terminating terminal configuration. At the originating side the terminal may initiate/use One-to-One or Pre-Defined or Ad hoc session. In addition client may initiate large message mode or page mode or a file transfer to a single terminal or to a group. The Originating client may also retrieve stored messages from network storage  for conversation History.
At the terminating side the terminal may receive/join/use One-to-One or Pre-Defined or Ad hoc session. . In addition client may receive a large message mode or page mode or a file transfer from a single terminal or from a group. The terminating client may also retrieve stored messages from network storage either for deferred or conversation History.
It is required that different variations are covered in the test specification (at adequate level). 

The architecture of test configuration is described

- Test cases should be defined in a way that the same test can be executed in one operator network (intra-operator test case) or using NNI interface (inter-operator test case). 

The requirements in this clause are listed in the assumption that the test environment fulfills all the dependencies described in subclause 5.3 "Enabler Dependencies

The following sections (Mandatory and Optional test requirements) could also be separated for client and server test requirements.

The tables for the mandatory and optional test requirements include the following columns:

FEATURE KEY:
A set of characters uniquely identifying the enabler test  requirement to be tested. It is suggested that the Feature Key is no longer than 4 to 5 characters. The purpose of the Feature Key is that when used, it distinctly refers to only one feature to be tested.

FEATURE DESCRIPTION:
A description of a technical specification feature to be tested.

FEATURE TEST REQUIREMENTS:
A description of what shall be tested for the feature,
5.1.1 Mandatory Test Requirements

Mandatory test requirements are covering mandatory features/functions of an Enabler which shall always be implemented in the client/server

NOTE:  This table needs to be filled out at a level where ambiguity is not present but details are not overwhelming.

Ambiguity means that the details do not have several meanings nor have more than one possible implementation path following. 
5.1.1.1 IM  Session Establishment, Joining and Release
	
	Feature Key
	Feature Description
	Feature Test Requirements

	
	IMSpec-SMM-C-001
	Establishing One to One IM Session 

(TS 7.1.1.2) (TS 7.2)
	Verify that the inviting IM client is able to establish a One to One IM session with the Invited IM Client. Including exchanges of messages. 

	
	IMSpec-SMM-C-002
	IM Ad-Hoc Conference 

(TS 7.1.1.3, TS 7.2.1.2)
	Verify that the IM client is able to establish an Ad-Hoc IM Conference and invited participants are able to join the conference and exchange messages.

	
	IMSpec-SMM-C-003
	IM Pre-Defined IM Conference
(TS 7.1.1.4 & TS 7.1.1.11, TS 7.2.1.3)
	Verify that the IM client is able to join a Pre-Defined IM conference and is able to exchange messages. Verify that Subscription to the conference participants information is possible.

	
	IMSpec-SMM-C-004
	Joining A chat room
(TS 7.1.1.10, TS 7.1.3.2.1)


	Verify joining a chat room with a chat alias and the chat room ensures that the chat Alias is unique. The joining Client should later leave the chat room,.

	
	IMSpec-SMM-C-005
	Using Chat alias  in Conference
(TS 7.2.3.2, TS 7.1.3.2.2)
	Verify how a chat room modifies a chat alias to make it unique and sends the new chat alias to the joining IM client. Also the IM client should be able to use that information as its sending identity in the chat room

	
	IMSpec-SMM-C-007
	Sending Private message
(TS 7.2.3.4, TS 7.2.2.12)
	Verify that Private Message(s) can be sent and received in a conference session.

	
	
	

	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 1: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.1.2 IM  Session Modification
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-SMM-C-007
	Adding users to an IM Conference session

(TS 7.1.1.7, TS 7.2.2.7, TS)
	Verify that the client is able to add users to the existing IM conference session

	
	IMSpec-SMM-C-008
	Extending one-to-one to one-to-many
(TS 7.1.1.6 / Appendix M)
	Verify that the client is able to add additional users to start or join a one to many session and that the initial one to one session is dismantled.

	
	IMSpec-SMM-C-009
	Expelling a user from a session
(TS 7.2.1.9)
	Verify that the server is able to remove a user from an IM session.

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 2: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.1.3  Pager Mode Messaging
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-PGO-C-001
	Sending a Page mode message to an online user
(TS 8.1.1)
	Verify that the IM Client is able to send a page mode message to a user.

	
	IMSpec-PGO-C-004003
	Sending a Page mode message to a  group
(TS 8.1.1)
	Verify that the IM client is able to send a message to an ad-hoc group and also a  pre-defined group.

	
	IMSpec-PGO-C-003002
	Sending a page mode to multiple users 
(TS 8.1.1)
	Test that the IM Client is able able to send a SIP Message to multiple users using a URI-List  and the receicing clients able to receive the message

	
	IMSpec-PGO-C-002001
	Sending a Page mode to an offline User
(TS 8.1.1)
	Verify that a page mode message is sent to an offline user and the message is deferred. The sending Client is notified tha the message has been deferred

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.1.1.4  Large Message Mode
	
	Feature Key
	Feature Description
	Feature Test Requirements

	
	IMSpec-LMM-C-002
	Sending Large Message to one  user
(TS 9.1.1.2)
	Test if the IM Client is able to send a Large message to one user 

	
	IMSpec-LMM-C-004
	Sending a Large message to a group
(TS 9.1.1.2)
	Test if the IM Client is  able to send  a Large Message  to group.

	
	IMSpec-LMM-C-003
	Sending a large message to an Ad hoc group
(TS 9.1.1.2)
	Test if the IM Client is  able to send  a Large Message  to an adhoc group.

	
	IMSpec-LMM-C-010
	Receiving Large Message
(TS 9.1.2, TS 9.2.2)
	Test if the IM Client is able to receive a Large message 

	
	IMSpec-LMM-C-011
	IM Client Large Message Release
(TS 9.2.3)
	The IM Client MUST Be able to release from a Large Message session.

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.1.1.5  Deferred Messages
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-DMT-C-001
	Subscribing for deferred Message metadata  (TS 11.2.1)
	Test the IM Client is able to subscribe and receive deferred Message metadata

	
	IMSpec-DMT-S-007
	Deferred messages push to an IM client 

(TS 12.2.2.5)
	Verify that deferred messages are automatically pushed to IM client when the client comes back online. Also verify that the client has its settings for deferred messages to be pushed to it

	
	IMSpec-DMT-C-003
	IM Client retrieves deferred messages (TS 11.1.1)
	Test the IM Client is able to retrieve one defereed message, some selected deferred messages and all deferred message 

	
	IMSpec-DMO-C-011
	Deleting Deferred message (TS 12.1.3.2, TS 12.1.3.3, TS 12.1.3.4)
	Verify that IM client is able to deleted one deferred message, some deferred messages and all deferred messages. Deferred message metadata is updated when eachdeferred messaging function procedure occurs, 

	
	IMSpec-DMT-S-001
	Storing Deferred message (TS 11.3.2.4)
	Verify that a message is deferred when a recipient  is unavailable, and deferred messages are stored and their corresponding metadata is updated in IM XDMS

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.1.2 Optional Test Requirements

Optional test requirements are covering optional features/functions of an Enabler.

If an optional requirement of the Enabler is implemented in the client/server, this requirement SHALL be tested.

NOTE:  This table needs to be filled out at a level where ambiguity is not present but details are not overwhelming.

Ambiguity means that the details do not have several meanings nor have more than one possible implementation path following.

5.1.2.1 General
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-SMM-0019
	Iscomposing
(TS 7.1.3.4, TS 7.1.3.5)
	Verifying iscomposing status messages are sent between Users in an IM Session

	Error Flow
	
	
	


5.1.2.2  Conversation History
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-HIST-C-001
	Invoking  IM History function
(TS 13.1.1)
	Test if  the IM client can invoke IM History

	
	IMSpec-HIST-C-002
	Terminating  recording 
(TS 13.1.2)
	Test if the IM Client is able to terminate an ongoing recording of an IM session

	
	IMSpec-HIST-C-003
	Retrieving an IM history
(TS 13.1.3)
	Test if the IM client is able to retrieve an IM history 

	
	IMSpec-HIST-S-007
	Subscribing for IM History metadata
(TS 13.1)
	Test the IM Client is able to subscribe and receive history  metadata

	
	IMSpec-HIST-S-006
	Deleting IM conversation
(TS 13.2.6)
	Verify that IM client is able to delete one or more or all IM history conversation messages. IM conversation message metadata is updated when each tIM history function procedure occurs



	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.1.3 File transfer
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	IMSpec-FTO-C-001
	 Transfering a File  to one User 
(TS 10)
	Verify that a client can send a  file transfer request to another user 

	
	IMSpec-FTO-C-002
	Transferring a file to multiple Users
(TS 10)
	Verify that  a client can send a file to multiple  Users 

	
	IMSpec-FTT-C-001
	Receiving a File 
(TS 10)
	Verify that a client is able to receive a file transfer request  correctly

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.2 Backwards Compatibility

SIP SIMPLE IM 1.0.0 is the first version therefore there are NO backwards compatibility issues.

5.3 Enabler Dependencies

This section should outline what dependencies (if any) Enabler <Enabler>-<version> has on other Enablers (e.g. underlying protocols needed to support the Enabler)

Note : What other enablers do we need to include here. We do not intend to test any other enabler apart from IM enabler.

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA

	
	
	

	
	
	


A.2 Draft/Candidate Version 1.0.0 History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-IM-2006-0436R02-INP_SIMPLE_IM_ETR
OMA-ETR-.SIP_SIMPLE_IM_V1_0_0-20061015-D
	14-Oct-2006
	
	Initial template populated with test requirements.

	
	15 Oct 2006
	
	Draft version to permanent documents

	OMA-ETR-SIP-SIMPLE_IM_V1_0_0-20061019-D
	19 Oct 2006
	Title, 5.1.1.1,5.1.1.2,5.1.1.3,5.1.1.4,5.1.1.5,5.1.2.1,5.1.2.2,5.1.3, Annex
	Corrected ETR based on observations in ETRR-SIP-SIMPLE_IM-V1_0_0-20061018-D.doc
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