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1 Reason for Change

The display name is currently only described in the context of anonymous access. The display name may also be used if anonimity is not required. 
The use of the preconfigured display-name as defined in the shared group XDM is not described in the current version of the IM TS.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

Detailed Change Proposal

Change 1:  General description
5.5 Display name
Using a display name in a conversation serves different purposes. In case anonymous access is requested,  it provides the user with a chat alias. In case no anonymous access is requested,  it is used to display a human readable name for the user. Finally, for a conversation in a predefined group, each participant may be given a group specific display name. This group specific display name is stored in the Shared Group XDM, as specified in [Group-XDM-Specification]
The IM server and IM client MAY send a display name in SIP requests and SIP responses.

The IM client MAY support the use of a display name.

The IM server SHOULD support the use of a display name.

The following text describes the procedures in the IM Client and the IM Server when the IM Client and the IM Server support the use of a display name:

A IM Client MAY provide the inviting IM User’s nick name in the "display-name" part of the Authenticated Originator’s IM Address, i.e. in the P-Preferred-Identity header or, e.g. when the P-Preferred-Identity header is not included, in the From header of the initial SIP INVITE request or SIP REFER request sent towards the IM Server performing the Participating IM Function.

NOTE 1:
A display-name included in the P-Preferred-Identity header is moved to the P-Asserted-Identity header by the underlying SIP / IP Core if validation of the IM Address is successful as described in [RFC 3325]. If validation of the IM Address fails the SIP /IP Core uses a default IM Address in the P-Asserted-Identity header and the display-name, if included in the P-Preferred-Identity header, is lost. A display-name in the From header is never lost. 
The terminating IM Client MAY provide the invited IM User’s nick name in the "display-name" part of the To header of the SIP 200 “OK” response to an initial INVITE request sent to SIP / IP Core to the IM Server performing the Participating PoC Function.

The IM Server performing the Controlling IM Function SHALL define the display-name to use, according to the following priority order: 

· 1. In case anonymous access is requested, and the Group definition as specified in [Group-XDM-Specification] allows anonymous access,  the display-name as provided by the IM client shall be used. If no display-name was defined by the IM client, or the display-name is already in use in the session, the IM server chooses a display-name.

· 2. In case no anonymous access is requested

· The <display-name> child element of the <entry> element for IM Users in IM Group definitions as specified in [Group-XDM-Specification] if <display-name> is defined; or;

· The display-name received in the “display-name” part of the Authenticated Originator’s IM Address of initial SIP requests and SIP 200 “OK” responses to the initial SIP requests from Participants; or,

· The display-name received in the “display-name” part of the From header of initial SIP requests or in the “display-name” part of the To header of the SIP 200 “OK” responses to the initial SIP requests from Participants.
Change 2:  Another change

6. IM Sessions

6.5 IM Client procedures for IM Sessions

6.5.1 Originating Client procedures

6.5.1.1 General

The IM Client SHALL generate an initial SIP request according to rules and procedures of [RFC3261].  The IM Client:

· 1. SHALL include an Accept-Contact header with the IM feature-tag ‘+g.oma.sip-im' according to rules and procedures of  [RFC3841] in all initial SIP requests;

· 2. SHALL include a User-Agent header to indicate the IM release version as specified in Appendix F “Release version in User-agent and Server headers”;

· 3. SHOULD include an Allow header with all supported SIP methods; 
· 4. SHALL include the IM feature-tag '+g.oma.sip-im' in the Contact header

· 5. SHALL include value ''id'' in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325].

NOTE:
If anonymity is not allowed for the IM Group indicated with the Request-URI of the SIP INVITE based on the rules specified in the [XDM Specification] the IM Session will not be allowed by the IM server hosting the IM Group.

· 6. SHALL include the option tag 'timer' in the Supported header; and,
· 7. SHOULD include the Session-Expires header with the refresher parameter set to ''uac'' according to rules and procedures of [RFC4028].

· 8. SHALL insert in the SIP INVITE request a Content-Type header with multipart/mixed as specified in [RFC2046];
· 9. MAY include a display name in the Authenticated Originator’s IM Address as specified in subclause 5.5 “Display Name”. 

Change 3:  etc

6.5.2 Terminating Client procedures

7.1.1.1 IM Client invited to an IM Session

On receipt of the initial SIP INVITE request the IM Client: 

· 1. MAY reject the SIP INVITE request with an appropriate reject code as specified in [RFC3261] e.g.

a) when the IM Client is occupied in another IM Session and can not handle Simultaneous IM Sessions as specified in 6.2.7 “Simultaneous IM Sessions control procedures”; or,

b) when the IM Client determines that there is not enough resources to handle the IM Session; 

c) based on user’s input to reject the invitation, or,

d) any other reason outside the scope of this specification.

· 2. SHALL store the list of supported SIP methods if received in the Allow header; and,
· 3. SHALL store as the IM Session Identity the content of the Contact header.
· 4. SHALL generate and send a SIP 180 'Ringing' response towards the IM Server. If the user accepts the IM Session invitation, perform steps 5, 6 and 7. If the user declines the IM Session invitation, perform step 8; 
· 5. SHALL generate a SIP 200 "OK" response to the SIP INVITE request;
· 6. SHALL include the accepted Media Parameters and “accept-types” a-line attribute in a MIME SDP body as the SDP answer according to rules and procedures of [RFC3264], [RFC4566] and [MSRP] and the following:
·  The “accept-types” a-line attribute SHALL contain at least message/CPIM MIME type.
· 7. MAY include a display name as specified in subclause 5.5 “Display Name” in the SIP 200 “OK” response to the initial SIP INVITE request.
· 8. SHALL send the SIP 200 "OK" response to the IM Server; 
· 9. SHALL send a SIP 480 "Temporarily Unavailable" response towards the IM Server if the IM User declines the IM Session invitation, or a SIP 408 "Request Timeout" response if the invitation times out;
Change 4:  etc

6.6 IM Controlling Functions for IM sessions

6.6.1 Requests Terminating at the IM server

7.1.1.2 General

On receipt of an initial SIP INVITE request the IM Server 

· 1. SHALL store the supported SIP methods if received in the Allow header.

· 2. SHALL use the display name, if a display name is included, according to the priority specified in subclause 5.5 “Display Name”.

When sending SIP provisional responses with the exception of the SIP 100 "Trying" response to the SIP INVITE request the IM Server

Change 5:  etc

6.6.2 Requests Initiated by the IM server

7.1.1.3 General

The IM Server SHALL generate an initial SIP INVITE request according to rules and procedures of [RFC3261]. The IM Server

· 1. SHALL include an Accept-Contact header with the IM feature-tag '+g.oma.sip-im' according to rules and procedures of [RFC3841] in all initial INVITE requests;
· 2.  SHALL set the Request-URI to the IM Address of the IM User to be invited;

· 3. SHALL include User-Agent header to indicate the IM release version as specified in Appendix F "Release version in User-agent and Server headers";

· 4. SHALL include an option tag '100rel' in a Supported header according to rules and procedures of [RFC3262];
· 5. SHALL include Authenticated Originator’s IM Address as specified in subclause 5.2 “Authenticated Originator's IM Address”
· a) set to the IM Address of the Inviting IM Client in case of 1-1IM Session and Ad-hoc IM Group Session; or,

· b) set to the IM Group Identity” in case of the Pre-defined Group;

· 6. SHALL include a Referred-By header with the Authenticated Originator’s IM Address of the Inviting IM Client;

· 7. SHALL include in the Contact header as IM Session Identity the contact address of the conference with the IM feature-tag '+g.oma.sip-im' and the feature-tag "isfocus"  

· 8. SHOULD include the Session-Expires header with the refresher parameter set to 'uas' according to rules and procedures of [draft-ietf-sip-session-timer];

· 8. SHALL include the Supported header set to "timer";

· 10. SHALL include value 'id' in a Privacy header according to rules and procedures of [RFC3325], if anonymity is requested with the "Privacy: id" header by the Inviting IM Client;

· 11. SHOULD include an Allow header with all supported SIP methods; 

On receipt of the SIP 200 "OK" response to the initial outgoing SIP INVITE request the IM Server 
- 1. SHALL start the SIP Session timer according to rules and procedures of [draft-ietf-sip-session-timer].
- 2. SHALL use the display name, if a display name is included, according to the priority specified in subclause 5.5 “Display Name”.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause
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