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1 Reason for Change
The CR resolves the bug in the new TS.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org
5 Recommendation

MWG-IM is requested to review this document for approval 

6 Detailed Change Proposal
-----------------------------------Change 1-------------------------

5.1 Authenticated Originator’s IM Address
The Authenticated Originator's IM Address is the IM Address of the originating IM Client that has been authenticated by the SIP/IP Core or the Group Identity when the IM Server performing the Controlling IM Function invites users to a Group Session. 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, then the Authenticated Originator's IM Address is contained in the P-Asserted-Identity header according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004]. The IM Client MAY insert a P-Preferred-Identity header, which contains a client preferred identity, for the SIP/IP Core to be used inside the P-Asserted-identity header. If privacy is required, the From header SHALL contain an anonymous URI according to [RFC 3323] and optionally an alias or "Anonymous" as the display name, and the Privacy header field values SHALL be set according to [RFC3323] and [RFC3325]. 

The From header MAY be used to carry the Authenticated Originator's IM Address, and MAY be supported by the IM Server. The IM Server MAY be able to support an Authenticated Originator's IM Address in the From header if the IM Server has transitive trust with the SIP/IP Core, and if the SIP/IP Core is able to perform proxy authentication of the IM Client.

If the IM Server cannot obtain an Authenticated Originator's IM Address for an initial request, it SHALL reject the request with a SIP 403 "Forbidden" response. The IM Server SHOULD include a Warning header to explain the reason in a human readable textual form.
-----------------------------------Change 2-------------------------
5.2.4
IM Service Settings Client procedure 

To set, update or refresh the IM Service Settings, the IM Client:

-
1. SHALL generate a SIP PUBLISH request according to rules and procedures of [RFC3903] and [RFC4353];

-
2. SHALL set the Request-URI of the SIP PUBLISH request to the IM Address of the IM User;

-
3. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in subclause ‎5.1 "Authenticated Originator's IM  Address";

-
4. SHALL include an Accept-Contact header with the IM feature tag '+g.oma.sip-im'

-
5. SHALL include a User-Agent header to indicate the IM release version as specified in ‎F.1 "Release version in User-agent and Server headers";

-
6. SHALL set the Event header to the value 'poc-settings';

-
7. SHALL set IM Service Settings expiration timer in expires header according to rules and procedures of [RFC 3903], in the same range as the registration timer recommended by SIP/IP Core;

-
8. SHALL include the IM Service Settings as follows and as described in Appendix  ‎E.2:

a) Incoming IM Session Barring setting;

b) Incoming pager mode and large mode IM barring setting; 

c) IM invisibility setting;

d) Pager mode and large mode message IM offline delivery activation;

e) IM conversation storing activation for session mode communication, and 

f) IM conversation storing activation for pager mode and large mode communication

-
9. SHALL send the SIP PUBLISH request according to rules and procedures of SIP/IP Core.

-
If the setting for the offline delivery notification is set to ‘active=false”, the IM Client SHALL send a SUBSCRIBE request as described in section 12.1.2.2 “Subscription to Deferred Message metadata” retrieve the user’s deferred messages as described in section ‎12.1.2.2 “Retrieving Deferred Message metadata”.

On receiving the SIP 200 "OK" response to the SIP PUBLISH request the IM Client MAY indicate to the IM User the successful communication of the IM Service Settings to the IM Server. 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this subclause.
-----------------------------------Change 3-------------------------
7.1.1.10 IM Client joins a Public Conference Session
Upon receiving a request from an IM User to join a Public Conference Session with the public conference URI, the IM Client:

· 1. SHALL generate an initial SIP INVITE request according to rules and procedures of [RFC3261] and with the additional clarification as specified in section 错误！未找到引用源。 "General";

· 2. SHALL set the Request-URI of the SIP INVITE request to the intended Public Conference URI; 

· 3. SHALL insert in the SIP INVITE request a Content-Type header with application/sdp; 

· 4. SHALL include in the SIP INVITE request a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264], [ RFC4566 ] and [MSRP] with the following additional clarification, the IM Client: 

· SHALL set  the SDP “accept-types” attribute to  a = accept-types : message/cpim, and 

· MAY list other formats or use ‘*’ as defined in [MSRP]
· 5. SHALL send the SIP INVITE request towards the IM Server according to rules and procedures of the SIP/IP Core.

On receiving a SIP 200 "OK" response to the SIP INVITE request the IM Client: 

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL store the IM Session Identity if received in the Contact header as described in [RFC 4579]; 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.
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