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1 Reason for Change

IMPS 1.3 explicitly specify that a ClientID must be unique within the scope of a user as stated in the chapter 5.3.7 Client Addressing. There is a lot of features in the specification which depend on this uniqueness (e.g., offline messages).
Furthermore the ClientID must also be the same between sessions from the same client device (instance) on a particular user.

This CR changes chapter 9.2 to address the uniqueness and persistent feature of Client Identifiers.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

MWG IM should review this CR and incorporate the specified changes into the IMPS 1.3 Implementation Guidelines.
6 Detailed Change Proposal

Change 1:  Change chapter 9 Client-ID as indicated
<thi
9. Client-ID

9.1 Rationale

According to IMPS 1.3 CSP [CSP], the Client-ID is a unique identifier of the IMPS client within a particular user and it must be a URI as defined in RFC 2396. Having a consistent client-ID  simplifies the development of servers and clients. Client and server implementations should support the client-ID structure defined in this section.

9.2 Recommendation

The following structure is proposed for IMPS client-ID:

ClientID = "wv:" + SWName + SWVersion + "$" + OperatorKey + "@" + PhoneVendor + "." + PhoneModel           

                   + “.” + UniqueID
Notes about the syntax: 

· Characters between “ and “ are actual client-ID components.

· Strings not between “ and “ are Client-ID component names. They have to be replaced with an actual component.

· The plus sign represents the concatenation of the different components of the Client-ID.

The meaning of each Client-ID component is described in the following table:

	Field
	Role
	Data type

	wv
	IMPS URI scheme
	Constant string

	SWName
	Short name of the client software
	Alphanumeric string

	SWVersion
	Client software base version
	Alphanumeric string

	OperatorKey
	Operator identifier
	Alphanumeric string

	PhoneVendor
	Phone vendor identifier
	alphanumeric string

	PhoneModel
	Phone model identifier
	alphanumeric string 

	UniqueID
	An identifier to uniquely identify a particular client within a particular user
	Alphanumeric string


As an example, for the following client-ID wv:ZOMI2.0.*$NoWire@FLY.X95.384759, the components are shown in the following Table:   

	wv:
	SWName
	SWVersion
	$
	OperatorKey
	@
	PhoneVendor
	.
	PhoneModel
	.
	UniqueID

	wv:
	ZOMI
	2.0.*
	$
	NoWire
	@
	FLY
	.
	X95
	.
	384759


The generated ClientID for a particular client within a particular user must be stored safely on the client device so that it can be re-used across sessions on the user.
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