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1 Reason for Change

As the current approach for MEM is to standardize on two different realisations of MEM, it is necessary to make sure that as many architectural components as possible are shared between the two realisations. 

This is especially true for the storage and manipulation of end-user’s preferences (filtering rules, notification type, etc), as end-users may want to switch between different implementations of the MEM enabler (e.g. switching mobile terminals, where the new mobile terminal supports a MEM client of a different realisation), without losing their preferences.

Therefore, this change-request proposes use OMA XDM as the method for storing and manipulating user-preferences, which can be shared between the IETF Lemonade realisation and the OMA DS realisation, instead of each realisation defining its own method of storing and manipulating user preferences.

2 Impact on Backward Compatibility

None. This is the initial version of the AD.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review the proposed changes and approve them for the AD.

6 Detailed Change Proposal

Change 1:  Change section 5.1 as follows:

Dependencies include:

· A MEM protocol. 

Editor’s note: Multiple technology solutions may exist. Dependencies for this item are to be done after progress on the Technical report (TR) and technology analysis.
· OMA CP support for MEM parameters

· OMA CP support to bootstrap installation of MEM client over the air

· OMA DM for life cycle management of MEM client and parameters + revocation of the MEM client

· Some support of generic notification mechanisms (e.g. SIP event notify, UDP, …) which may lead to a generic cross enabler push / notification enabler. This is a loose dependency as existing enablers can be used for some form of outband notification (e.g. [OMA-EMN]).

· Non-intrinsic P parameters required to support policy enforcement on mobile email exchanges (e.g. charging, privacy/ spam protection, …)

· OMA STI to support transcoding when desired via external server(s).

· OMA Presence to enable the MEM server to optionally obtain dynamic information such as the status of the mobile email client.
· OMA XDM to enable the MEM client to store and manipulate the user-preferences and allow the MEM server to retrieve the user-preferences.
Change 2:  Change section 5.3 as follows:

The following main enabler components are identified:

· The MEM client which implements the client-side functionality of the OMA MEM enabler. It is also responsible for providing the mobile email user experience and interface to the user and storing the email and data to be sent to the MEM server when not connected.

· The MEM server which implements the server-side functionality of the OMA MEM enabler.  

· The MEM protocol between the MEM Client and MEM Server.

 It is responsible for all the data exchanges other than server to client event notifications that take place between the MEM client and server in order to update the MEM client with email server changes, the email server with changes in the MEM client and to send new email from the email server.

Server to client notifications of email server events can be transported via the MEM protocol. We then speak of inband notifications.

Other OMA enablers are needed to directly support the MEM enabler:

· OMA DM and CP to support over the air installation of the MEM client on the device, provisioning of its settings and revocation

· OMA STI and UAProf to support transcoding of email message parts (body and attachments).

· OMA XDM to support the storage and manipulation of user-preferences.

· Messaging enablers for outband notification, where outband notifications that are server to client event exchanges not transported by the MEM protocol but via other channels. Such channels may involve:

· SMS including GSMSMS or WAP WDP a la EMN

· MMS

· WAP Push

· Additional outband notifications like SIP push (SIP event notify) or UDP might also be used considered.

It should be noted that these notification mechanisms could be seen as part of a generic new OMA push / notification enabler.

The different interfaces that are identified are:

· ME-1: MEM client I0 interface to interact via the MEM protocol with the MEM server

· ME-2: Corresponding I0 interface of the MEM server

· ME-3: Outband MEM server I0 interfaces (e.g. to support generation of server to client notifications).

· ME-4: Outband MEM client I0 interfaces (e.g. to receive server to client notifications).

· ME-5: Interface for management of MEM enabler server settings, user preferences and filters (globally and per account).  This interface may be provided by other OMA enablers (e.g., GPM) which may preclude the need for this interface.

In addition, the MEM server and client may interfaces to the I0 interfaces of other mobile enablers (DM, CP, messaging). ME-3 and ME-4 may be bound on such interfaces.

According to the OSE [OSE], non-intrinsic functions can be provided by other enablers to enforce service providers policies like:

· Charging of the traffic

· Privacy and spam protection

These are not discussed in the present document.

The MEM server enables an email server. In a particular implementation, the email server may be packaged within (internal to it) the MEM server or be in a separate component. In such cases, interfaces to the email server are provided via an I2 type of interface (out of scope of this work).
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