[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-MMSG- 2004-0203R01-CR_DRM-Support-in-MMS-1_3- Content-Classes
Submitted to MMSG
Submission Date: 06 Aug 2004

Doc# OMA-MMSG- 2004-0203R01-CR_DRM-Support-in-MMS-1_3- Content-Classes
Submitted to MMSG
Submission Date: 06 Aug 2004

Change Request

	Title:
	DRM-Support-in-MMS-Conformance 1-3
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	MMSG

	Doc to Change:
	OMA-MMS-CONF-V1_3-20040727-D

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Matthias Roebke, T-Mobile, Matthias.Roebke@t-mobile.de

Joaquin Prado, Vodafone, joaquin.prado-cueva@vodafone.com

	Replaces:
	n/a


1 Reason for Change

This CR aims to introduce the support of Separate Delivery method in all Content Classes defined in Table 1 of the MMS Conformance 1.3 specifications, (3GPP). 

The introduction of this support requires the following changes:

· To introduce Separate Delivery as a DRM method for all Content Classes within the Core Domain. This implies that Separate Delivery DRM is independent of the content classes. Therefore, DRM mechanism can be removed from the table 1 as all MMS 1.3 terminals should support this content class.
· To remove section 7.1.5, as a new section for DRM specifications has been created, (section 13).

· To clarify the meaning of supporting Combined and Separate Delivery.

Updating all content classes in Core and Content Domain to Separate Delivery method will facilitate the consumption of different DRM objects by terminals compliant to MMS 1.3. 
2 Impact on Backward Compatibility

None. 
3 Impact on Other Specifications

None

4 Intellectual Property Rights

None

5 Recommendation

To approve these changes. 

6 Detailed Change Proposal

	MM  Content Class
	MM Content Domain
	Size (kB)
	Text


	Still Image
	Bitmap
	Graphics
	Video
	Speech Audio
	Synth. Audio
	Audio
	PIM
	
	Presentation

	Text
	Core 
	(30
	US-ASCII, UTF-8, UTF-16
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	MMS SMIL

	Image Basic
	
	(30
	
	Baseline JPEG
	GIF87a, GIF89a, WBMP
	
	
	AMR-NB


	
	
	vCard 2.1, vCalendar 1.0
	Separete Delivery


	

	Image Rich
	
	(100
	
	
	
	
	
	
	SP-MIDI
	
	
	
Separate Delivery

	

	Video Basic
	
	(100
	
	
	
	
	H.263 & AMR (.3GP)



	
	
	
	
	
	MMS SMIL with video support

	Video Rich
	
	(300
	
	
	
	
	
	
	
	
	
	
	

	Megapixel
	
	(300
	
	
	
	
	
	
	
	
	
	
	

	Content Basic
	Content
	(100
	
	
	
	
	
	
	
	
	
	
Separate Delivery

	3GPP Rel.6 PSS SMIL


	Content Rich
	
	(300
	
	
	
	SVG-Tiny
	
	
	
	MPEG4 AAC
	
	
	


7.1 Refinement of MM Content Classes

This section gives further details of the MM Content Classes that are outlined in Error! Reference source not found. and Error! Reference source not found.. 





13. DRM 

The support for DRM protected media objects in MMS SHALL conform to the OMA DRM specifications [OMADRM], [OMADRMREL], [OMADRMCF] and as documented in [TS23140].The following sections describe the application of DRM protection to MMS.
MMS Clients that support  “combined delivery” method  MUST also support  the “forward lock” method as defined in [OMADRM].
MMS Clients that support  “separate delivery” method  MUST also support  the “combine delivery” and  “forward lock” methods as defined in [OMADRM]. 
13.1 DRM-Protected Content within a MM

DRM protected media within a MM shall behave as documented in [TS23140] section 7.1.15.1

13.2   DRM-Related Client Behavior

MMS clients shall handle MM containing DRM protected content as documented in [TS23140] section 7.1.15.2.

An MMS Client which supports OMA DRM protection mechanisms SHALL indicate this support in its terminal capability profile using both of the following methods:

1. The MMS Client SHALL indicate supported OMA DRM v1.0 methods by listing the accepted DRM media types associated with each DRM method, as specified in [OMADRM], in the  MmsCcppAccept attribute of the MmsCharacteristics component.

2. Additionally, the MMS Client SHALL advertise the class of OMA DRM v1.0 support in the MmsDrmClass attribute of MmsCharacteristics component as indicated in [MMSCTR].

13.2.1 Support for Separate Delivery
MMS Clients that are compliant to the MMS Suite of specifications defined by 3GPP (e.g. [TS23140)  SHALL support forward lock and SHOULD SHALL support the separate delivery method and superdistribution, as defined in [OMADRM]  and in this section.
13.3  DRM-Related Relay/Server Behavior

An MMS relay/server SHALL support Forward Lock, Combined Delivery and Separate Delivery DRM functionalities according to [OMADRM], [OMADRMREL], [OMADRMCF] and [TS23140].

13.3.1 Support for Forward Lock and Combined Delivery

MMS relay/servers shall handle DRM forward lock and combined delivery as documented in [TS23140] section 7.1.15.3.1.

13.3.2 Support for Separate Delivery

MMS relay/servers shall handle DRM separate delivery as documented in [TS23140] section 7.1.15.3.2.

B.1.11 DRM requirements

Requirement MMSCONF-DRM-C-001 in Table 35 SHALL NOT be valid for MMS Clients that are compliant to the MMS suite of specifications defined by 3GPP2 (e.g., [XS0016200]).
	Item
	Function
	Reference
	Status
	Requirement

	MMSCONF-DRM-001
	Optional  to support  Separate Delviery and Superdistribution for MMS client
	
	O
	

	MMSCONF-DRM-002
	Mandate forward lock for MMS Clients
	
	M
	


Table 35, DRM requirements










�Make a reference to a section later on in the Conformance document!!!
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