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1 Reason for Change

The creation mode requirements have been specified for end-to-end interoperability in the person-to-person case (MMS client to MMS client). For content messaging from the client to the VASP, the creation mode restrictions should not be applicable. 
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights Considerations

No IPR related to the change is known.

5 Recommendation

Update MMS conformance v 1.3 with the proposal below.

6 Detailed Change Proposal

14. Creation Modes

14.1 Creation mode definition and related requirements
MMS Clients that are compliant to the MMS suite of specifications defined by 3GPP (e.g., [TS23140]) SHALL support the requirements in this section.

To facilitate creation and submission of interoperable MMs, three creation modes are defined as follows. The terms ‘creation’ and ‘submission’ are defined in section 3.2 of this document.

Creation mode RESTRICTED. In this mode, a terminal SHALL, with the exception specified in section 14.2, only create and submit MMs belonging to the Core MM Content Domain.

Creation mode WARNING. In this mode, a terminal SHALL, with the exception specified in section 14.2, guide the user to create and submit only MMs belonging to the Core MM Content Domain. This guidance may, for instance, be implemented as warnings to the user. If the user chooses to create and submit an MM that is conformant with the Core MM Content Domain, the MM shall be conformant with the Core MM Content Domain . The form of the guidance and choice is not specified. The user has the option to ignore the guidance, i.e. the warning. If the guidance is ignored a terminal MAY allow the user to add any content to the MM.

Creation mode FREE. In this mode, a terminal MAY allow the user to add any content to the MM.

The terminal SHALL support the Creation mode RESTRICTED. The terminal MAY support the other creation modes, WARNING and FREE. The requirements for all supported creation modes SHALL be mandatory.

The creation mode SHOULD be configurable. Examples of methods of configuration are:

· Preconfiguration at manufacturing phase

· Configuration via user menu

· Configuration via device management

· Configuration via (U)SIM

In the future, the number of MM Content Classes may increase. Thus, in the configuration for creation modes it is important to attach information to which version of this specification the RESTRICTED and WARNING modes apply to. 

14.2 Exceptions

While creating a MM, an MMS Client MAY by-pass the requirements of creation mode, as specified in section 12.1. If supported, this by-pass is triggered by any of the following criteria in the originating MMS Client:

1. The MM is submitted for services such as Postcard, Content Upload.

2. All recipients of the MM are reachable via the MM3 and/or MM7 reference points (at least one MSISDN recipient that is not known by the MMS Client as a VASP)
In some cases (e.g., sending an MM to a postcard service), it is easy for an MMS Client to recognize the criteria. In some other cases (e.g., a recipient using the MM7 reference point, recipients across multiple reference points), it is not straight-forward for an MMS Client to recognize the criteria. Recognition of the above criteria is better achieved when all recipients of the MM are known before composition of the MM contents, as addition/removal of recipients after composition may change the applicability of the criteria. In any case, it is an implementation issue how an MMS Client recognizes the above-mentioned criteria.

When bypassing the restriction of creation mode as specified in this section, the created MM belong to Core, Content, Standard or Unclassified MM Content Domain. If an MMS Proxy-Relay supports MM3 or MM7 reference points or services such as postcard or upload, it should be able to handle (accept, process, store, deliver) MMs belonging to the standard and unclassified domains. If an MMS Proxy-Relay does not support handling an MM belonging to the standard or unclassified domains, it SHALL respond back to the originating MMS Client with the appropriate reason why the MM was not accepted.
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