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1 Reason for Change

Incorrect node format, the node format should be “chr”
2 Impact on Backward Compatibility

None, this is the first version. 

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Recommend that this should be included in the first Connectivity Enabler Release.

6 Detailed Change Proposal

CallType
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The CallType parameter is used to define protocol to be used for data exchange or call type. If the parameter is not present or if no value is given, the default value ANALOG-MODEM should be assumed.

	CallType
	Description

	ANALOG-MODEM
	ANALOG-MODEM (default) in use.

	V120
	V.120 in use.

	V110
	V.110 in use.

	X31
	X.31 in use.

	BIT-TRANSPARENT
	BIT-TRANSPARENT in use.

	DADS
	DIRECT-ASYNCHRONOUS-DATA-SERVICE in use.


Table 1: Call Types

LinkSpeed
	Status
	Occurrence
	Format
	Access

	Optional
	One
	chr
	Get


Defines the speed on the up-link channel and optionally the down-link channel for circuit switched bearers. Possible values are "autobauding" or a number (baud in decimal format).

DownLinkSpeed
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


Defines the speed on the down-link channel for circuit switched bearers. Possible values are "AutoBaud" or a number (baud in decimal format). If this parameter is not specified or if the ME does not support different up- and down-link speeds, the value of the LinkSpeed parameter may be assumed to be effective for the down-link channel as well.

UseCB
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	null
	Get


The UseCB parameter defines if Callback is used. There are no values for this parameter. Presence of the parameter indicates that Callback is used.

CBNbr
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The CBNbr parameter is used to indicate Callback Number. CBNbr value is a phone number according to the E164 scheme [GENFORM]. If this parameter is not set, server number is used.

PPPComp
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	null
	Get


The PPPComp parameter defines if PPP compression is used. There are no values for this parameter. If this parameter is set PPP compression MUST be used.

UsePTxtLog
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	null
	Get


The UsePTxtLog parameter defines if Plain Text Login is used. I.e. it defines whether the authentication information is sent in a clear text format to the recipient. There are no values for this parameter. Presence of the parameter indicates that Plain Text Login is used.

ModemInit
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The ModemInit parameter is used to indicate the modem initialisation parameters. ModemInit value is a string containing AT commands.
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