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1 Reason for Change

This CR proposes several Bug-Fix updates. The changes are mainly to use the same syntax and naming in the NAP MO as in the Proxy MO.
2 Impact on Backward Compatibility

None, this is related to a new enabler.
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Recommend that this CR should be agreed in to the first release. 
6 Detailed Change Proposal

Change 1:  Update the bearer sub tree with the same naming as the Proxy MO
5.2 DDF compliance

· Below the interior nodes Ext and BearerParams, an implementation may add further nodes at will. 

5.4.3 Node Descriptions 

BearerParams
	Status
	Occurrence
	Format
	Access

	OPTIONAL
	ZeroOrOne
	Node
	Get


This optional interior node defines the specific parameters of the bearer concerned with BearerType. These parameters are used to reach this network access point. BearerParams SHOULD have only one sub-tree.
BearerParams/(3GPPPS | 3GPPCS | CDMA | WLAN | …)/…
Nodes in these sub-trees represent the bearer-specific configuration parameters. Bearer parameters in these sub-trees are defined in separate specifications.

Change 2:  Updating the ProxyMO with the same syntax as the already agreed changes to the NAP MO in CR 2006-0017R01
5.5.3 Node Descriptions
ProxyType

	Status
	Occurrence
	Format
	Access

	REQUIRED
	One
	Chr
	Get


This optional leaf node is used to define the proxy type. A conforming management object describing a proxy MUST use the associated ProxyType value specified in the sub-tree management objects specification representing the proxy-specific configuration parameters. Management objects describing types of network proxy not specified are still considered conforming if they otherwise conform to this management object specification. If a ProxyType value is not understood, the Proxy object MUST be ignored.
B 1.2 Proxy MO
	
	
	
	
	

	Proxy-C-013
	Support for the Ext node
	5.5.3
	O
	


Change 3:  Adding missing definition for this interior node
ProxyParams
	Status
	Occurrence
	Format
	Access

	OPTIONAL
	ZeroOrOne
	Node
	Get


This optional interior node defines the specific parameters of the proxy concerned with ProxyType. These parameters are used to configure the proxy. ProxyParams SHOULD have only one sub-tree.
Change 4:  Updating the NAP MO SCR table according to the agreed CR 2006-0017R01
B 1.1 NAP MO
	
	
	
	
	

	NAP-C-027
	Support for Ext node
	5.4.3
	O
	


Change 5:  Editorial update of the figures according to the above changes
5.4.2 Graphical Representation
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5.5.2 Graphical Representation
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