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1 Reason for Change

This Input Contribution suggests an addition of bearer type information to “./DevDetail/Bearer”. The bearer type here means the type of radio access network/ technology over which the DM session is being carried. This information will help the management authority, for example, to estimate the cost of the management session or in some other ways with its management operations.    
2 Impact on Backward Compatibility

None, since the change only introduces additional information node.
3 Impact on Other Specifications

Not known.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG agrees this CR.
6 Detailed Change Proposal

Change 1:  Add Bearer Type node
5.3.3   The DevDetail management object

Management object identifier: urn:oma:mo:oma-dm-devdetail:1.1

The following figure shows an overview of the DevDetail management object.




[image: image2.wmf]./

DevDetail

Ext

?

Bearer

?

DevTyp

SwV

OEM

FwV

HwV

x

*

y

*

URI

MaxSegLen

MaxTotLen

MaxDepth

LrgObj

NonceResync

UserInteraction

Userinput

Confirm

Choice

ProgressNotify

Display

CBT


Figure 5. The DevDetail management object

The nodes making up DevDetail have the following meanings:

	DevDetail

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Node
	Get
	

	
	This interior node specifies the unique object id of the DevDetail management object. Management Object Identifier for the DevDetail MO MUST be: “urn:oma:mo:oma-dm-devdetail:1.0”.


	DevDetail/Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	Node
	Get
	

	
	An optional, interior node, designating the only branch of the DevDetail sub tree into which extensions can be added, permanently or dynamically.


	DevDetail/Bearer

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	Node
	Get
	

	
	An optional, interior node, designating a branch of the DevDetail sub tree into which items related to the bearer (CDMA, etc.) are stored. Use of this sub tree can be mandated by other standards.


	DevDetail/CBT

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Int
	Get
	

	
	This node provides bearer type information over which the DM session is currently being carried. The content of this node is Integer format with the range from 0 to 255, and currently the following values are allocated for different bearer types including the ones supported by [CONNMO]. For the bearer types not covered in this version of specification the value ‘0’ Other Bearer Type is to be used.
Bearer
Value
Other Bearer Type
0
3GPP Circuit Switched Bearer

1

3GPP Packet Switched Bearer
2
3GPP2 CDMA Packet Data Bearer
3
WLAN Bearer
4
LTE
5

WiMAX

6

OBEX

7




Change 2:  Add Reference to ConnMO
	[CONNMO]
	Standardized Connectivity Management Objects, Version 1.0, Open Mobile Alliance™,
OMA-TS-DM-ConnMO-V1_0-D, URL:http://www.openmobilealliance.org 
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