Doc# OMA-DM-DM13-2010-0091-CR_Add_Push_to_ERELD.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-DM-DM13-2010-0091-CR_Add_Push_to_ERELD.doc
Change Request



Change Request

	Title:
	Add Push Binding to DM1.3 ERELD
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM WG

	Doc to Change:
	OMA-ERELD-DM-V1_3-20100506-D

	Submission Date:
	15 Jun 2010

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Peter C. Thompson, Qualcomm Inc.
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1 Reason for Change

The ERELD needs to be updated to include the new Push Binding document.

2 Impact on Backward Compatibility

None – push has always been optional.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Section 2.1, add reference to Push Binding
	[DevDetailDDF]
	“OMA Device Management Device Detailed Information Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevDetail-V1_3.
 URL:http:www.openmobilealliance.org/

	[DevInfoDDF]
	“OMA Device Management Device Information Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevInfo-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMAccDDF]
	“OMA Device Management Account Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DMAcc-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMBOOT]
	“OMA Device Management Bootstrap, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_Bootstrap-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMDDFDTD]
	“OMA Device Management Device Description Framework DTD, Version 1.3”. Open Mobile Alliance(. 
OMA-SUP-dtd_dm_ddf-v1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMDICT]
	“OMA Device Management Dictionary, Version 1.0”. Open Mobile Alliance(. 
OMA-SUP-DM_Dictionary-v1_0.                                                          URL:http:www.openmobilealliance.org/ 

	[DMNOTI]
	“OMA Device Management Notification Initiated Session, Version 1.3”. Open Mobile Alliance(. OMA-DM_Notification-V1_3.
 URL:http:www.openmobilealliance.org/ 

	[DMPRO] 
	“OMA Device Management Protocol, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Protocol-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMRD]
	“OMA Device Management Requirements Document, Version 1.3”. Open Mobile Alliance(. OMA-RD-DM-V1_3.                                                                                                  URL:http://www.openmobilealliance.org

	[DMRD12]
	“OMA Device Management Requirements Document, Version 1.2”. Open Mobile Alliance(. OMA-RD-DM-V1_2.                                                                                                 URL:http://www.openmobilealliance.org

	[DMREPU]
	“OMA Device Management Representation Protocol, Version 1.3”. 
Open Mobile Alliance(. OMA-TS-DM_RepPro-V1_3.                                URL:http://www.openmobilealliance.org

	[DMSEC] 
	“OMA Device Management Security, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Security-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMSESS]
	“OMA Device Management Sessionless Message, Version 1.3”, Open Mobile Alliance(. OMA-TS-DM_Sessionless-V1_3.                                                                                                                                 URL:http:www.openmobilealliance.org/

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_StdObj-V1_3.  
URL:http:www.openmobilealliance.org/

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TNDS-V1_3. 
URL:http:www.openmobilealliance.org/

	[HTTPBinding]
	“OMA Device Management HTTP Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_HTTPBinding-V1_3,                                                                     URL:http://www.openmobilealliance.org/

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.9, Open Mobile Alliance™, OMA-IOP-Process-V1_9, 
URL:http:www.openmobilealliance.org/

	[Meta]
	“OMA Device Management Meta Information”, Open Mobile Alliance(, OMA-TS-DM_DM_MetaInfo-V1_3,                                                                                                          URL:http:www.openmobilealliance.org/

	[MetaDTD]
	“OMA Device Management Meta Information, Document Type Definition”, Open Mobile Alliance(,OMA-TS-DM_MetaInfo_DTD-V1_3,                                          URL:http:www.openmobilealliance.org/ 

	[PushBinding]
	“OMA Device Management Push Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_PushBinding-V1_3, URL:http://www.openmobilealliance.org/

	[OBEXBinding]
	“OMA Device Management OBEX Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_OBEXBinding-V1_3,                                                   URL:http://www.openmobilealliance.org/ 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[WSPBinding]
	“OMA Device Management WSP Binding Specification”, Open Mobile Alliance(, 
OMA-TS-DM_WSPBinding-V1_3,                                                        URL:http://www.openmobilealliance.org/


Change 2:  Section 5, add Push
This section is normative.

	Doc Ref
	Permanent Document Reference
	Description

	Requirement Document

	[DMRD]
	OMA-RD-DM-V1_3-20100416-D
	Requirement Document for DM 1.3 Enabler

	[DMRD12]
	OMA-RD-DM-V1_2-20070209-A
	Requirement Document for DM 1.2 Enabler

	Architecture Document

	[DMAD]
	OMA-AD-DM-V1_3-20091120-D
	Architecture Document for DM 1.3 Enabler

	Technical Specifications

	[DMBOOT]
	OMA-TS-DM_Bootstrap-V1_3-20100505-D
	OMA Device Management Bootstrap

	[DMNOTI]
	OMA-TS-DM_ Notification-V1_3-20100505-D
	OMA Device Management Notification Initiated Session

	[DMPRO] 
	OMA-TS-DM_Protocol-V1_3-20100505-D
	OMA Device Management Protocol

	[DMREPU]
	OMA-TS-DM_RepPro-V1_3-20100504-D
	OMA Device Management Representation Protocol

	[DMSEC]
	OMA-TS-DM_Security-V1_3-20100505-D
	OMA Device Management Security

	[DMSESS]
	OMA-TS-DM_Sessionless-V1_3-20100426-D
	OMA Device Management Sessionless Message

	[DMSTDOBJ]
	OMA-TS-DM_StdObj-V1_3-20100504-D
	OMA Device Management Standardized Objects

	[DMTND]
	OMA-TS-DM_TND-V1_3-20100505-D
	OMA Device Management Tree and Description

	[DMTNDS]
	OMA-TS-DM_TNDS-V1_3-20100504-D 
	OMA Device Management Tree and Description Serialization

	[HTTPBinding]
	OMA-TS-DM_HTTPBinding-V1_3-20100505-D
	OMA Device Management HTTP Binding 

	[Meta]
	OMA-TS-DM_Metainf-V1_3-20100505-D
	OMA Device Management Meta Information

	[OBEXBinding]
	OMA-TS-DM_OBEXBinding-V1_3-20100504-D
	OMA Device Management OBEX Binding

	[PushBinding]
	OMA-TS-DM_PushBinding-V1_3-20100504-D
	OMA Device Management Push Binding

	[WSPBinding]
	OMA-TS-DM_WSPBinding-V1_3-20100503-D
	OMA Device Management WSP Binding

	Supporting Files

	[DMAccDDF]
	OMA-SUP-MO_DM_DMAcc-V1_3-20100324-D 
	OMA DM Account Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_dmacc-v1_3.ddf

	[DevInfoDDF]
	OMA-SUP-MO_DM_DevInfo-V1_3-20100325-D 
	OMA DM Device Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devinfo-v1_3.ddf

	[DevDetailDDF]
	OMA-SUP-MO_DM_DevDetail- V1_3-20100503-D 
	OMA DM Detailed Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devdetail-v1_3.ddf

	[DMDICT]
	OMA-SUP-DM_Dictionary-V1_0-20100427-D 
	OMA DM Dictionary 

	[DMDDFDTD]
	OMA-SUP-dtd_dm_ddf- V1_3-20081015-D 
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_3.dtd 

	[MetaDTD]
	OMA-SUP-DTD-DM_MetaInfo-V1_3-20100505-D
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_meta-v1.3.dtd

	[REPPRODTD]
	OMA-SUP-DTD-DM_RepPro-V1_3-20100505-D
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_repro-v1.3.dtd

	[ACw7DM]
	OMA-SUP-ac_w7_dm-V1_0_1-20080617-A
	OMA DM w7 Application Characteristic. Working file in AC directory: http://www.openmobilealliance.org/tech/omna/dm-ac/ac_w7_dm-v1_0.txt


Table 1: Listing of Documents in DM V1.3 Enabler

Change 3:  Section 7, Add Push
This section is normative.

	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-DM-C-001
	DM Client
	M
	[DMPRO]  AND [DMREPU] AND [DMSEC]  AND [DMTND] AND [DMTNDS] AND [DMSTDOBJ] AND [DMDDFDTD] AND [DMBOOT] AND [META].

	OMA-ERDEF-DM-C-003
	DM Client Notification
	O
	[DMNOTI]

	OMA-ERDEF-DM-C_004
	DM Client Sessionless
	O
	[DMSESS]

	OMA-ERDEF-DM-C_005
	DM Client HTTP Binding
	O
	[HTTPBinding]

	OMA-ERDEF-DM-C_006
	DM Client OBEX Binding
	O
	[OBEXBinding]

	OMA-ERDEF-DM-C_007
	DM Client WSP Binding
	O
	[WSPBinding]

	OMA-ERDEF-DM-C_008
	DM Client Push Binding
	O
	[PushBinding]


Table 2: ERDEF for Device Management Client-side Requirements

Change 4:  Section 8, Add Push

This section is normative.

	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-DM-S-001
	DM Server
	M
	[DMPRO]  AND [DMREPU] AND [DMSEC]  AND [DMTND] AND [DMTNDS] AND [DMSTDOBJ] AND [DMDDFDTD] AND [META].

	OMA-ERDEF-DM-S-002
	DM Server Bootstrap 
	O
	[DMBOOT]

	OMA-ERDEF-DM-S-003
	DM Server Notification
	O
	[DMNOTI]

	OMA-ERDEF-DM-S-004
	DM Server Sessionless
	O
	[DMSESS]

	OMA-ERDEF-DM-S_005
	DM Server HTTP Binding
	O
	[HTTPBinding]

	OMA-ERDEF-DM-S_006
	DM Server OBEX Binding
	O
	[OBEXBinding]

	OMA-ERDEF-DM-S_007
	DM Server WSP Binding
	O
	[WSPBinding]

	OMA-ERDEF-DM-S_008
	DM Server Push Binding
	O
	[PushBinding]


Table 3: ERDEF for Device Management Server-side Requirements
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