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1 Reason for Change

UDP Push is already supported by WAP1 Push. The WDP protocol is the WAP1 version of UDP, and connectionless Push over UDP is supported by it.  The DM Notification TS needs to be updated to clearly reflect this fact.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that this change request be agreed and the DM 1.3 Notification TS be updated accordingly.
6 Detailed Change Proposal

Change 1:  Updating the Normative References Section
	[DMNoti12]
	“OMA Device Management Notification Initiated Session, Version 1.2”, Open Mobile Alliance(. OMA-TS-DM_Notification-V1_2.                                                                        URL:http://www.openmobilealliance.org

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_StdObj-V1_3.                                                                                         URL:http://www.openmobilealliance.org

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.9, Open Mobile Alliance™, 
OMA-IOP-Process-V1_9,                                                                               URL:http://www.openmobilealliance.org

	[ISO8601]
	“Data elements and Interchange formats -- Information interchange -- Representation of dates and times” , ISO 8601:2004,                                                                                                                     URL:http://www.iso.org/

	[POSIX]
	ISO/IEC/IEEE 9945-2009 Information Technology — Portable Operating System Interface (POSIX®) Base Specifications, Issue 7.

	[PushOTA]
	“Push Over The Air”, Open Mobile Alliance(, OMA_TS-PushOTA-V2_2, URL:http://www.openmobilealliance.org

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC3174]
	“US Secure Hash Algorithm 1 (SHA1)”, Network Working Group. September 2001. URL:http://www.ietf.org/rfc/rfc3174.txt

	[RFC5234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. 
January 2008.                                                                                                URL:http://www.ietf.org/rfc/rfc5234.txt

	[RFC5627]
	“Obtaining and Using Globally Routable Agent URIs (GRUUs) in the Session Initiated Protocol (SIP)”. J. Rosenberg. October 2009.                                                                                   URL:http:www.ieft.org/rfc/rfc5627

	[SIPPush]
	“Push using SIP”, Open Mobile Alliance(, OMA-TS-SIP_Push-V1_0, URL:http://www.openmobilealliance.org

	[SYNCOBEXBinding]
	“SyncML OMA Device Management OBEX Binding Specification”, Open Mobile AllianceTM, OMA-TS-SyncMLDM_OBEXBinding-V1_23,                                                         URL:http://www.openmobilealliance.org 

	[WDP]
	"Wireless Datagram Protocol". WAP Forum(.
WAP-259-WDP. URL: http://www.openmobilealliance.org/


Change 2:  Updating the Abbreviations Section

3.3  Abbreviations

	DM
	Device Management

	IANA
	Internet Assigned Numbers Authority

	IP
	Internet Protocol

	OMA
	Open Mobile Alliance

	SMS
	Short Message Service

	UDP
	User Datagram Protocol

	WDP
	Wireless Datagram Protocol


Change 3:  Clarifying in section 7.1 that the UDP binding for Push is supported 

7.1    Package #0 delivered using connectionless WAP Push
Package #0 MAY be sent to the DM Client using the Push OTA Protocol over WSP (OTA-WSP) [PushOTA] with the following additional rules:

· The package MUST be sent using the non-secure connectionless push.  

· The application-id code 0x07 MUST be used. 

· The Content-Type code 0x58 MUST be used. 

· Other headers may be included; however the total length of the header MUST NOT exceed 48 bytes (to ensure that there is sufficient space for the payload).

Note that connectionless WAP Push operates over various bearer services (e.g. SMS for mobile devices and UDP for internet devices). In order to receive connectionless WAP Push over UDP, a device would have to listen to the well-known WDP port number (i.e. 2948) for connectionless push, which is defined in [WDP].
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