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	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Peter C. Thompson, Qualcomm Inc.

	Replaces:
	n/a


1 Reason for Change

Adding in the server delegation TS, and correcting other small errors.

2 Impact on Backward Compatibility

None.  Server delegation is optional.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Section 2.1, References
	[DevDetailDDF]
	“OMA Device Management Device Detailed Information Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevDetail-V1_3.
 URL:http:www.openmobilealliance.org/

	[DevInfoDDF]
	“OMA Device Management Device Information Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevInfo-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMAccDDF]
	“OMA Device Management Account Managed Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DMAcc-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMBOOT]
	“OMA Device Management Bootstrap, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_Bootstrap-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMDDFDTD]
	“OMA Device Management Device Description Framework DTD, Version 1.3”. Open Mobile Alliance(. 
OMA-SUP-dtd_dm_ddf-v1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMDELEGATE]
	“Device Management Server Delegation Protocol”, Open Mobile Alliance(. OMA-TS-DM_Server_Delegation_Protocol-V1_3. URL:http://www.openmobilealliance.org  

	[DMDICT]
	“OMA Device Management Dictionary, Version 1.0”. Open Mobile Alliance(. 
OMA-SUP-DM_Dictionary-v1_0.                                                          URL:http:www.openmobilealliance.org/ 

	[DMNOTI]
	“OMA Device Management Notification Initiated Session, Version 1.3”. Open Mobile Alliance(. OMA-DM_Notification-V1_3.
 URL:http:www.openmobilealliance.org/ 

	[DMPRO] 
	“OMA Device Management Protocol, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Protocol-V1_3. 
URL:http:www.openmobilealliance.org/ 

	[DMRD]
	“OMA Device Management Requirements Document, Version 1.3”. Open Mobile Alliance(. OMA-RD-DM-V1_3.                                                                                                  URL:http://www.openmobilealliance.org

	[DMRD12]
	“OMA Device Management Requirements Document, Version 1.2”. Open Mobile Alliance(. OMA-RD-DM-V1_2.                                                                                                 URL:http://www.openmobilealliance.org

	[DMREPU]
	“OMA Device Management Representation Protocol, Version 1.3”. 
Open Mobile Alliance(. OMA-TS-DM_RepPro-V1_3.                                URL:http://www.openmobilealliance.org

	[DMSEC] 
	“OMA Device Management Security, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Security-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMSESS]
	“OMA Device Management Sessionless Message, Version 1.3”, Open Mobile Alliance(. OMA-TS-DM_Sessionless-V1_3.                                                                                                                                 URL:http:www.openmobilealliance.org/

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_StdObj-V1_3.  
URL:http:www.openmobilealliance.org/

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_3. 
URL:http:www.openmobilealliance.org/

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TNDS-V1_3. 
URL:http:www.openmobilealliance.org/

	[HTTPBinding]
	“OMA Device Management HTTP Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_HTTPBinding-V1_3,                                                                     URL:http://www.openmobilealliance.org/

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.9, Open Mobile Alliance™, OMA-IOP-Process-V1_9, 
URL:http:www.openmobilealliance.org/

	[Meta]
	“OMA Device Management Meta Information”, Open Mobile Alliance(, OMA-TS-DM_DM_MetaInfo-V1_3,                                                                                                          URL:http:www.openmobilealliance.org/

	[MetaDTD]
	“OMA Device Management Meta Information, Document Type Definition”, Open Mobile Alliance(,OMA-TS-DM_MetaInfo_DTD-V1_3,                                          URL:http:www.openmobilealliance.org/ 

	[OBEXBinding]
	“OMA Device Management OBEX Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_OBEXBinding-V1_3,                                                   URL:http://www.openmobilealliance.org/ 

	[PushBinding]
	“OMA Device Management Push Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_PushBinding-V1_3,                                                     URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[WSPBinding]
	“OMA Device Management WSP Binding Specification”, Open Mobile Alliance(, 
OMA-TS-DM_WSPBinding-V1_3,                                                        URL:http://www.openmobilealliance.org/


Change 2:  Section 4.3, Functionality
The DM V1.3 Enabler supports the following additional functionality:

· Sessionless DM

· Support for rich information in notification message including expiration, reason for session, etc.
· Support for notification to contain server request for specific management objects to be sent in package 1
· SIP Push and HTTP Push binding for DM Notification

· Enhancement on existing bootstrap mechanism in DM 1.2

· Support Client to request bootstrap using HTTPS GET

· Clarification regarding Inbox and TNDS Usage

· Support for the discovery of optional DM features supported by the DM client
· 
· Mandating support for TLS 1.1 and recommending support for TLS 1.2 for HTTP Binding

· Relative URI based addressing

· Enhanced DM structural query
· Indication of the roaming status and bearer for the current DM session
· Server to server delegation
The DM V1.3 enabler merged the OMA SyncML Common V1.2 into its own release.

Change 3:  Section 5, Document Listing
This section is normative.

	Doc Ref
	Permanent Document Reference
	Description

	Requirement Document

	[DMRD]
	OMA-RD-DM-V1_3- 20101207-C
	Requirement Document for DM 1.3 Enabler

	[DMRD12]
	OMA-RD-DM-V1_2-20070209-A
	Requirement Document for DM 1.2 Enabler

	Architecture Document

	[DMAD]
	OMA-AD-DM-V1_3-20101207-C
	Architecture Document for DM 1.3 Enabler

	Technical Specifications

	[DMBOOT]
	OMA-TS-DM_Bootstrap-V1_3- 20101207-C
	OMA Device Management Bootstrap

	[DMDELEGATE]
	OMA-TS-DM_Server_Delegation_Protocol-V1_3-2011-0704-D
	OMA Device Management Server Delegation Protocol

	[DMNOTI]
	OMA-TS-DM_ Notification-V1_3- 20101207-C
	OMA Device Management Notification Initiated Session

	[DMPRO] 
	OMA-TS-DM_Protocol-V1_3-20101207-C
	OMA Device Management Protocol

	[DMREPU]
	OMA-TS-DM_RepPro-V1_3-20101207-C
	OMA Device Management Representation Protocol

	[DMSEC]
	OMA-TS-DM_Security-V1_3-20101207-C
	OMA Device Management Security

	[DMSESS]
	OMA-TS-DM_Sessionless-V1_3- 20101207-C
	OMA Device Management Sessionless Message

	[DMSTDOBJ]
	OMA-TS-DM_StdObj-V1_3-20101207-C
	OMA Device Management Standardized Objects

	[DMTND]
	OMA-TS-DM_TND-V1_3-20101207-C
	OMA Device Management Tree and Description

	[DMTNDS]
	OMA-TS-DM_TNDS-V1_3-20101207-C
	OMA Device Management Tree and Description Serialization

	[HTTPBinding]
	OMA-TS-DM_HTTPBinding-V1_3- 20101207-C
	OMA Device Management HTTP Binding 

	[Meta]
	OMA-TS-DM_Metainfo-V1_3-20100525-C
	OMA Device Management Meta Information

	[OBEXBinding]
	OMA-TS-DM_OBEXBinding-V1_3-20100525-C
	OMA Device Management OBEX Binding

	[PushBinding]
	OMA-TS-DM_PushBinding-V1_3-20101207-C
	OMA Device Management Push Binding

	[WSPBinding]
	OMA-TS-DM_WSPBinding-V1_3-20101207-C
	OMA Device Management WSP Binding

	Supporting Files

	[DMAccDDF]
	OMA-SUP-MO_DM_DMAcc-V1_3-20100525-C 
	OMA DM Account Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_dmacc-v1_3.ddf

	[DevInfoDDF]
	OMA-SUP-MO_DM_DevInfo-V1_3-20100525-C 
	OMA DM Device Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devinfo-v1_3.ddf

	[DevDetailDDF]
	OMA-SUP-MO_DM_DevDetail- V1_3- 20101207-C  
	OMA DM Detailed Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devdetail-v1_3.ddf

	[DMDICT]
	OMA-SUP-DM_Dictionary-V1_0-20100525-C 
	OMA DM Dictionary 

	[DMDDFDTD]
	OMA-SUP-dtd_dm_ddf- V1_3-20101207-C
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_3.dtd 

	[MetaDTD]
	OMA-SUP-DTD-DM_MetaInfo-V1_3- 20101207-C
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_meta-v1.3.dtd

	[REPPRODTD]
	OMA-SUP-DTD-DM_RepPro-V1_3- 20101207-C
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_repro-v1.3.dtd

	[ACw7DM]
	OMA-SUP-ac_w7_dm-V1_0_1-20080617-A
	OMA DM w7 Application Characteristic. Working file in AC directory: http://www.openmobilealliance.org/tech/omna/dm-ac/ac_w7_dm-v1_0.txt


Table 1: Listing of Documents in DM V1.3 Enabler

Change 4:  Section 8, ERDEF for Server
This section is normative.

	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-DM-S-001
	DM Server
	M
	[DMPRO]  AND [DMREPU] AND [DMSEC]  AND [DMTND] AND [DMTNDS] AND [DMSTDOBJ] AND [DMDDFDTD] AND [META].

	OMA-ERDEF-DM-S-002
	DM Server Bootstrap 
	O
	[DMBOOT]

	OMA-ERDEF-DM-S-003
	DM Server Notification
	O
	[DMNOTI]

	OMA-ERDEF-DM-S-004
	DM Server Sessionless
	O
	[DMSESS]

	OMA-ERDEF-DM-S_005
	DM Server HTTP Binding
	O
	[HTTPBinding]

	OMA-ERDEF-DM-S_006
	DM Server OBEX Binding
	O
	[OBEXBinding]

	OMA-ERDEF-DM-S_007
	DM Server WSP Binding
	O
	[WSPBinding]

	OMA-ERDEF-DM-S_008
	DM Server Push Binding
	O
	[PushBinding]

	OMA-ERDEF-DM-S_009
	DM Server Delegation Protocol
	O
	[DMDELEGATE]


Table 3: ERDEF for Device Management Server-side Requirements













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

