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1 Reason for Change



DM 1.3 currently provides Roaming and CBT info in DevDetail MO, but it would be better to have them in DevInfo. This CR aims to do it. Here are some reasons for this:

· Roaming and CBT provide session information, so it is more reasonable to put them always in the PKG#1 to inform the DM Server of the session info
· The DM Server wants to know the Roaming in advance for any managements since most of managements would not be proper during roaming (high cost). This is more convenient than putting Roaming in DevDetail
· CBT also tells that the current session is on WiFi, the high bandwidth link, which helps the DM Server decides to do something heavy
· if the roaming info will be sent with packabe#1 within DevInfo the traffic cost will me a minimum as the server can stop the session or make suggestions based on the CBT
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG to review and agree this CR
6 Detailed Change Proposal

Change 1:  Deleting Roaming and CBT in the DevDetail. They will appear in DevInfo
5.3.3 The DevDetail management object

Management object identifier: urn:oma:mo:oma-dm-devdetail:1.1

The following figure shows an overview of the DevDetail management object.
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Figure 1: The DevDetail management object

The nodes making up DevDetail have the following meanings:
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	











	

	
	
	
	

	
	
	
	

	


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Change 2:  Adding Roaming and CBT in DevInfo
5.3.2 The DevInfo management object

Management object identifier: urn:oma:mo:oma-dm-devinfo:1.1
The following figure shows an overview of the DevInfo management object.
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Figure 2: The DevInfo management object

The nodes making up DevInfo have the following meanings:

	./DevInfo

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This required interior node specifies the unique object id of the DevInfo management object. Management Object Identifier for the DevInfo MO MUST be: “urn:oma:mo:oma-dm-devinfo:1.0”.


	Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get
	

	
	An optional, interior node, designating the only branch of the DevInfo sub tree into which extensions can be added, permanently or dynamically.


	Bearer

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	An optional, interior node in which items related to the bearer (CDMA, etc.) are stored. Use of this sub tree can be mandated by other standards.


	DevId

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	A unique identifier for the device. This value SHOULD be globally unique and MUST be formatted as a URN as specified for the <LocURI> element in [DMREPPRO].


	Man

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The manufacturer identifier.


	Mod

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	A model identifier (manufacturer specified string).


	DmV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	OMA device management client version identifier (manufacturer specified string).


	Lang

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The current language setting of the device. The syntax of the language tags and their use are defined in [RFC1766]. Language codes are defined by ISO in the standard ISO639-2.


	Roaming

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get
	

	
	This node indicated the current roaming status for the current DM session. 

The following values are valid:

Value

Description

0

Current DM session is not over a roaming connection.

1

Current DM session is over a roaming connection

2

It is unknown if the current DM Session is over a roaming connection.




	CBT

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Int
	Get
	

	
	This node provides bearer type information over which the DM session is currently being carried. The content of this node is an integer with the value in range from 0 to 255, and currently the following values are allocated for different bearer types. For the bearer types not covered in this version of specification the value ‘0’ (Other Bearer Type) MUST be used.
Bearer
Technology
Value
Other Bearer Type
0
3GPP Circuit Switched Bearer

1

3GPP Packet Switched Bearer

GERAN
2
UTRAN / HSPA
3
LTE
4
LTE-Advanced

5

I-WLAN 3GPP IP Access
6

Other

7
3GPP2 CDMA Packet Data Bearer
1X / HRPD
8
UMB

9
Other

10
WLAN
11
DSL

12
WiMAX

13
Bluetooth

14

Ethernet

15

IrDA

16




The complete DDF description of this management object can be found in [DevInfoDDF].
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