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1 Reason for Change

DM 1.3 Protocol is expected to use in wide variety industry area. It is useful if it is allowed to use UUID URN as the Device ID for device which does not have an ID for existing set of URNs.

This CR proposed to add UUID URN as possible Device ID.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

WG member should agree on this CR.
6 Detailed Change Proposal

5.5 Identifiers

Identifiers in DM message, such as in the Source or Target element types, can be a combination of Uniform Resource Identifiers (URI), as defined by [RFC2396] , Uniform Resource Names (URN) and textual names.

In DM message, all URI and URN values are specified as parsable character data in element types or as character data in attribute lists. Applications MUST specify a valid URI or URN value. Even with an integrated "validating XML parser", as defined in [XML], an application will need to confirm the validity of any URI or URN.

DM uses the SYNCML URN type to identify DM specific name spaces and unique names. Other URN types MAY be used.  For instance, the LocURI element type could contain one of the following URN:

	IMEI URN        
	Identify an International Mobile Equipment Identifiers [IMEI]. The IMEI URN specifies a valid, 15 digit IMEI. The format of the URN is 
IMEI: ###############  

	ESN URN
	Identify an Electronic Serial Number.  The ESN specifies a valid, 8 digit ESN.  The format of the URN is ESN: ########

	MEID URN
	Identify a Mobile Equipment Identity. The MEID URN specifies a valid, 15 digit MEID. The format of the URN is 
MEID: ###############  

	UUID URN
	Identify an  Universally Unique IDentifier (UUID). The UUID specifies a valid, hex digit character string as defined in [RFC4122]. The format of the URN is 
UUID:########-####-####-############  


 Other URN types MAY be used in the LocURI element type also.

Change 1:  a
7.1.13 LocURI

Usage: Specifies the target or source specific address.

Parent Elements: Target, Source, SourceParent, TargetParent
Restrictions: MUST be either an absolute or a relative URI or a well-known URN. For instance, the LocURI element type could contain one of the following URN: 

· IMEI URN: Identify an International Mobile Equipment Identifiers [IMEI]. The IMEI URN specifies a valid, 15 digit IMEI. The format of the URN is IMEI:###############

· ESN URN: Identify an Electronic Serial Number.  The ESN specifies a valid, 8 digit ESN.  The format of the URN is ESN:######## 

· MEID URN: Identify a Mobile Equipment Identifier. The MEID URN specifies a valid, 14 digit MEID. The format of the URN is  MEID:##############
· UUID URN: Identify an  Universally Unique IDentifier (UUID). The UUID specifies a valid, hex digit character string as defined in [RFC4122]. The format of the URN is 
UUID:########-####-####-############  
Other URN types MAY be used in the LocURI element type also.
Content Model: 

	(#PCDATA)


Attributes: None.

Example: 

	<SyncHdr>

<VerDTD>1.2</VerDTD>

<VerProto>DM/1.3</VerProto>

<SessionID>1</SessionID>

<MsgID>1</MsgID>

<Target>

<LocURI>http://www.syncml.org/mgmt-server</LocURI>

</Target>

<Source>

<LocURI>IMEI:493005100592800</LocURI>

</Source>

</SyncHdr>


Change 2:  Add new reference for “UUID URN” RFC
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