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1 Reason for Change

The present CR aims to fix editorial bugs in OMA-TS-DM_Notification-V1_3-20111115-D, according to OMA-DM-DM13-2011-0150R01-INP_CONRR_Comments.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review this CR and agree on its proposal.
6 Detailed Change Proposal

Change 1:  Update Section 6.2

6.2DM Notification Message Option Format

Options MUST appear in order of their Option Number (see Section 6.3).  The <option-count> field specifies the number of options after the header. Following the Option Number, each option has a Length field which specifies the length of the Option Value, in bytes. The Option Value immediately follows the Length field.
Change 2:  Update number to Binary number in Section 6.3 and All other applied sections. (Reason for this change, please refer to OMA-DM-DM13-2011-0150R01-INP_CONRR_Comments)
6.3DM Notification Message Options

This specification defines the following Options for DM Notification message:

	Option Number(Binary)
	Name
	Format
	No. of bytes
	Support
	Occurrence

	0001
	Server-ID
	String
	1-32 
	Mandatory
	One

	0010
	Targeted-MO
	Uint
	1-2
	TBD
	ZeroOrMore

	0011
	Requested-MO
	Uint
	1-2
	TBD
	ZeroOrMore

	0100
	Preferred-Bearer
	Uint
	1
	TBD
	ZeroOrMore

	0101
	Connect-Reason
	String
	1-4095 bytes
	Optional
	ZeroOrOne

	0110
	Vendor-Info
	String
	1-4095 bytes
	Optional
	ZeroOrOne


6.4.3 User Interaction Mode (UIM)
The <ui-mode> field specifies the DM Server recommendations as to whether the server wants the management session to be executed in the background or if the DM client should show a message to the user. This value is specified using 2 bits. A DM Client SHOULD follow this recommendation. The DM Client MAY display additional disclaimers or notes to the user.
The values of the User Interaction mode MUST be one of the following:
	Value(Binary)
	Semantics
	Description

	00
	not specified
	Indicates that the DM Server doesn’t have a recommendation.

	01
	background
	Indicates that the DM Server recommends that the management session SHOULD be executed as a background event, without displaying a message or any other indications to the user.

	10
	informative
	Indicates that the DM Server recommends that the client MAY display an informative message or maybe emitting a beep sound or other indications announcing the beginning of the management session to the user.

	11
	user interaction
	Indicates that the DM Server recommends to the DM Client to prompt for user input before the management session takes place.


6.4.4Initiator of the Management Action (I)
The <initiator> field specifies how the DM Server has interpreted the initiation of the management action, either because the end user requested it or because the DM Server has management actions to perform. This value is specified using 1 bit. 

The values the Initiator of the Management action MUST be one of the following:
	Value(Binary)
	Semantics
	Description

	0
	end user initiated
	Indicates that the end user caused the device management session to start.

	1
	server initiated
	Indicates that the DM Server caused the device management session to start.


6.4.5Transport Binding (TRA)
The <transport> field indicates the desired transport binding to be used for connection between DM Client and Server in subsequent DM session. This value is specified using 3 bits.

The values of the <transport> field MUST be one of the following:
	Value(Binary)
	Semantics
	Description

	000
	not specified
	Indicates no transport binding has been specified. It is up to the client to choose appropriate transport binding to use.

	001
	HTTP
	Indicates the preferred transport is HTTP.

	010
	HTTPS
	Indicates the preferred transport is HTTPS.

	011
	OBEX
	Indicates the preferred transport is OBEX.

	100
	WSP
	Indicates the preferred transport is WSP.

	101 - 111
	Reserved Values
	TBD


6.4.6Authentication Type  (AUT)
The <auth-type> field indicates the authentication type for the DM Client to find the corresponding password and nonce within the DM Account Management Object [DMSTDOBJ] in order to calculate the digest for notification message. This value is specified using 3 bits.

The values of the <auth-type> field MUST be one of the following:
	Value(Binary)
	Semantics
	Description

	000
	not specified
	Indicates the authentication type is not specified.

	001
	HTTP-DIGEST
	Indicates the HTTP-DIGEST authentication type.

	010
	DIGEST
	Indicates the DIGEST authentication type.

	011
	HMAC
	Indicates the HMAC authentication type.

	100
	DIGST-SHA256
	Indicates the DIGEST-SHA256 authentication type.


Change 3:  Update 6.2 (deleted part is duplicated to 6.4.2)
6.2DM Notification Message Option Format

Options MUST appear in order of their Option Number (see Section 6.4).  Following the Option Number, each option has a Length field which specifies the length of the Option Value, in bytes. The Option Value immediately follows the Length field.
Change 4:  Delete 6.4.7 (its is duplicated to 6.5.3)



Change 5:  Clarify usage of Requested MO in section 6.3 and 6.5.4 (reasons are in OMA-DM-DM13-2011-0150R01-INP_CONRR_Comments)

6.3DM Notification Message Options

This specification defines the following Options for DM Notification message:

	Option Number(Binary)
	Name
	Format
	No. of bytes
	Support
	Occurrence

	0001
	Server-ID
	String
	1-32 
	Mandatory
	One

	0010
	Targeted-MO
	Uint
	1-2
	TBD
	ZeroOrMore

	0011
	Requested-MO
	Uint
	1-2
	Mandatory
	OneOrMore

	0100
	Preferred-Bearer
	Uint
	1
	TBD
	ZeroOrMore

	0101
	Connect-Reason
	String
	1-4095 bytes
	Optional
	ZeroOrOne

	0110
	Vendor-Info
	String
	1-4095 bytes
	Optional
	ZeroOrOne


6.5.4Requested MO Option
The Requested-MO option specifies the MO index which indicates the requested MO to be sent in Package #1 in the resulting DM Session.  
For example, if the DM Server wants to process large object with DM Client, in the P#0, the <Requested MO> option field is set to the index of DevDetail, so that the DM Client can send DevDetail MO to the DM Server in the P#1, so that the DM Server will be aware that if the DM Client supports large object or not. 
The DM Client and DM Server MUST support this option. The <Requested MO> option MUST be present in the DM Notification message. 
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