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1 Reason for Change

The present CR aims to fix ERELD addressing the comments AD006 and AD009 of DM 1.3 CONRR.
	AD003
	2011.12.16
	T
	4.3
	Source: Samsung Electronics

Form: 123

Comment: Version 1.3 functionality does not include enhancements that took place after the demotion of DM 1.3 in 2011

Proposed Change: Update the list of enhancements provided by DM 1.3 over DM 1.2.1.  OMA-TP-2011-0432R01 has a good capture of these enhancements.
	Status: OPEN

	AD009
	2011.12.21
	E
	6
	Source: Sony Ericsson

Form: Mail

Comment: chapter 6 from the template must be included

Proposed Change: n/a
	Status: OPEN




2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review this CR and agree on its proposal and to close the listed CONRR comments..
6 Detailed Change Proposal

Change 1:  Section 4.3
Version 1.3 Functionality

 The DM V1.3 Enabler supports the following additional functionality:

· 
· Extensible DM Notification message structure, supporting rich information (i.e., expiration, reason for connection, etc.) and 
· server request for specific management objects to be sent in the Package#1
· SIP Push and HTTP Push binding for DM Notification

· Enhancement on existing DM 1.2 Bootstrap mechanism, including Client Initiated Bootstrap (via HTTPS GET), Bootstrap Server Discovery and Bootstrap Config MO
· 
· Clarification regarding Inbox and TNDS Usage

· Support for the discovery of optional DM features supported by the DM client
· Security enhancements such as mandatory support for TLS 1.1 and recommended support for TLS 1.2 for HTTP Binding, separate credentials for DM Notification, SHA256 authentication scheme, control over initial access rights for a newly bootstrapped DM Server and replay attacks countermeasure enhancements
· Virtual URI based addressing and 
· enhanced DM structural query
· Indication of the roaming status and bearer for the current DM session
· Sessionless Command DM and Sessionless Reporting DM
· Server to server delegation protocol
The DM V1.3 enabler merged the OMA SyncML Common V1.2 into its own release.

Change 2:  Section 6
OMNA Considerations

The OMNA portal needs to add and maintain the following MO into OMNA Device Management (DM) Management Object (MO) Registry:
	MO Identifier
	Description
	Owner
	Version
	MO DDF
	MO Spec

	urn:oma:mo:oma-dm-dmacc:1.1
	DDF Document for DM Account

	OMA
	V1.1
	dm_dmacc-v1_3.ddf 
	OMA-TS-DM_StdObj-V1_3

	urn:oma:mo:oma-dm-devinfo:1.1
	DDF Document for Device Info

	OMA
	V1.1
	dm_devinfo-v1_3.ddf  
	OMA-TS-DM_StdObj-V1_3

	urn:oma:mo:oma-dm-devdetail:1.1
	DDF Document for Device Details
	OMA
	V1.1
	dm_devdetail-v1_3.ddf  
	OMA-TS-DM_StdObj-V1_3

	urn:oma:mo:oma-dm-bootstrapcfg:1.0
	DDF Document for Bootstrap Configuration MO
	OMA
	V1.0
	dm_bootconfig-v1_0.ddf  
	OMA-TS-DM_Bootstrap-V1_3


The OMNA portal needs to maintain the following number into OMNA PUSH Application ID:
	Number
	URN
	Description

	0x07
	x-wap-application:syncml.dm
	This ID is used for SyncML Device Management. Requested by the SyncML Device Management Expert Group.


The OMNA portal needs to maintain the following assigned numbers into OMNA WSP Content Type Numbers:
	Assigned Number
	Content Type
	Encoding Version

	0x42
	application/vnd.syncml.dm+wbxml
	1.5

	0x43
	application/vnd.syncml.dm+xml
	1.5

	0x58
	application/vnd.syncml.dm.notification
	TBD


Change 3:  Adding missing normative references

References

Normative References

	[ACw7DM]
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	“OMA Device Management Bootstrap, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_Bootstrap-V1_3. 
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	[DMDELEGATE]
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	[DMDICT]
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	[DMNOTI]
	“OMA Device Management Notification Initiated Session, Version 1.3”. Open Mobile Alliance(. OMA-DM_Notification-V1_3.
 URL:http://www.openmobilealliance.org/ 

	[DMPRO] 
	“OMA Device Management Protocol, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Protocol-V1_3. 
URL:http://www.openmobilealliance.org/ 

	[DMRD]
	“OMA Device Management Requirements Document, Version 1.3”. Open Mobile Alliance(. OMA-RD-DM-V1_3.                                                                                                  URL:http://www.openmobilealliance.org

	[DMREPU]
	“OMA Device Management Representation Protocol, Version 1.3”. 
Open Mobile Alliance(. OMA-TS-DM_RepPro-V1_3.                                URL:http://www.openmobilealliance.org

	[DMSEC] 
	“OMA Device Management Security, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Security-V1_3. 
URL:http://www.openmobilealliance.org/

	[DMSESS]
	“OMA Device Management Sessionless Message, Version 1.3”, Open Mobile Alliance(. OMA-TS-DM_Sessionless-V1_3.                                                                                                                                 URL:http://www.openmobilealliance.org/

	[DMSESSREP]
	“OMA Device Management Sessionless Reporting, Version 1.3”, Open Mobile Alliance(. OMA-TS-DM_Sessionless_Reporting-V1_3.                                                                                                                                 URL:http://www.openmobilealliance.org/

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_StdObj-V1_3.  
URL:http://www.openmobilealliance.org/

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_3. 
URL:http://www.openmobilealliance.org/

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TNDS-V1_3. 
URL:http://www.openmobilealliance.org/

	[HTTPBinding]
	“OMA Device Management HTTP Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_HTTPBinding-V1_3,                                                                     URL:http://www.openmobilealliance.org/

	[Meta]
	“OMA Device Management Meta Information”, Open Mobile Alliance(, OMA-TS-DM_DM_MetaInfo-V1_3,                                                                                                          URL:http://www.openmobilealliance.org/

	[MetaDTD]
	“OMA Device Management Meta Information, Document Type Definition”, Open Mobile Alliance(,OMA-TS-DM_MetaInfo_DTD-V1_3,                                          URL:http://www.openmobilealliance.org/ 

	[OBEXBinding]
	“OMA Device Management OBEX Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_OBEXBinding-V1_3,                                                   URL:http://www.openmobilealliance.org/ 

	[PushBinding]
	“OMA Device Management Push Binding Specification”, Open Mobile AllianceTM, 
OMA-TS-DM_PushBinding-V1_3,                                                     URL:http://www.openmobilealliance.org/

	[REPPRODTD]
	“OMA Device Management Representation Protocol DTD, Version 1.3”. Open Mobile Alliance(. OMA-SUP-DTD_DM_RepPro-V1_3.
 URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures,                                                     URL:http://www.openmobilealliance.org/

	[WSPBinding]
	“OMA Device Management WSP Binding Specification”, Open Mobile Alliance(, 
OMA-TS-DM_WSPBinding-V1_3,                                                        URL:http://www.openmobilealliance.org/


Informative References

None.
Change 4:  Document list editorials

4. Document Listing for Device Management 1.3

This section is normative.

	Doc Ref
	Permanent Document Reference
	Description

	Requirement Document

	[DMRD]
	OMA-RD-DM-V1_3-20110330-D
	Requirement Document for DM 1.3 Enabler

	Architecture Document

	[DMAD]
	OMA-AD-DM-V1_3-20110310-D
	Architecture Document for DM 1.3 Enabler

	Technical Specifications

	[DMBOOT]
	OMA-TS-DM_Bootstrap-V1_3-20111014-D
	OMA Device Management Bootstrap

	[DMDELEGATE]
	OMA-TS-DM_Server_Delegation_Protocol-V1_3-20111117-D
	OMA Device Management Server Delegation Protocol

	[DMNOTI]
	OMA-TS-DM_Notification-V1_3-20111115-D
	OMA Device Management Notification Initiated Session

	[DMPRO] 
	OMA-TS-DM_Protocol-V1_3-20111205-D
	OMA Device Management Protocol

	[DMREPU]
	OMA-TS-DM_RepPro-V1_3-20111207-D
	OMA Device Management Representation Protocol

	[DMSEC]
	OMA-TS-DM_Security-V1_3-20110720-D
	OMA Device Management Security

	[DMSESS]
	OMA-TS-DM_Sessionless-V1_3-20111202-D
	OMA Device Management Sessionless Command Message

	[DMSESSREP]
	OMA-TS-Sessionless_Reporting-V1_3-20111207-D
	OMA Device Management Sessionless Reporting 

	[DMSTDOBJ]
	OMA-TS-DM_StdObj-V1_3-20111128-D
	OMA Device Management Standardized Objects

	[DMTND]
	OMA-TS-DM_TND-V1_3-20111121-D
	OMA Device Management Tree and Description

	[DMTNDS]
	OMA-TS-DM_TNDS-V1_3-20110530-D
	OMA Device Management Tree and Description Serialization

	[HTTPBinding]
	OMA-TS-DM_HTTPBinding-V1_3- 20101207-C
	OMA Device Management HTTP Binding 

	[Meta]
	OMA-TS-DM_Metainfo-V1_3-20100525-C
	OMA Device Management Meta Information

	[OBEXBinding]
	OMA-TS-DM_OBEXBinding-V1_3-20101207-C
	OMA Device Management OBEX Binding

	[PushBinding]
	OMA-TS-DM_PushBinding-V1_3-20101207-C
	OMA Device Management Push Binding

	[WSPBinding]
	OMA-TS-DM_WSPBinding-V1_3-20101207-C
	OMA Device Management WSP Binding

	Supporting Files

	[DMAccDDF]
	OMA-SUP-MO_DM_DMAcc-V1_3-20111117-D
	OMA DM Account Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_dmacc-v1_3.ddf

	[DevInfoDDF]
	OMA-SUP-MO_DM_DevInfo-V1_3-20101223-D
	OMA DM Device Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devinfo-v1_3.ddf

	[DevDetailDDF]
	OMA-SUP-MO_DM_DevDetail- V1_3-20101223-D
	OMA DM Detailed Information Device Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_devdetail-v1_3.ddf

	[DMDICT]
	OMA-SUP-DM_Dictionary-V1_0-20111021-D
	OMA DM Dictionary 

	[DMDDFDTD]
	OMA-SUP-dtd_dm_ddf-V1_3-20101207-C
	OMA DM Device Description Framework DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_3.dtd 

	[MetaDTD]
	OMA-SUP-DTD-DM_MetaInfo-V1_3-20101207-C
	OMA DM Meta Information DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_meta-v1.3.dtd

	[REPPRODTD]
	OMA-SUP-DTD-DM_RepPro-V1_3-20101207-C
	OMA DM Representation Protocol DTD Working file in DTD directory:
http://www.openmobilealliance.org/tech/DTD/dm_repro-v1.3.dtd

	[ACw7DM]
	OMA-SUP-ac_w7_dm-V1_0_1-20080617-A
	OMA DM w7 Application Characteristic. Working file in AC directory: http://www.openmobilealliance.org/tech/omna/dm-ac/ac_w7_dm-v1_0.txt

	[DMDELXSD]
	OMA-SUP-XSD_DM_DelegationProtocol-V1_3-20111025-D
	OMA DM XML Schema for Delegation Protocol. Working file in AC directory: http://www.openmobilealliance.org/tech/omna/dm-ac/dm_dm13_delegationprotocol-v1_0.txt

	[BootConfigDDF]
	OMA-SUP-MO_DM_BootConfigMO-V1_0-20120106-D
	OMA DM Bootstrap Config Description File.
Working file in DM_MO directory:
http://www.openmobilealliance.org/tech/omna/dm_mo/dm_bootconfig-v1_0.ddf

	White Paper

	[DMMODES]
	OMA-WP-Management_Object_Design_Guidelines-20111117-D
	OMA DM Management Object Design Guidelines


Table 1: Listing of Documents in DM V1.3 Enabler
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