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1 Reason for Change

This CR presents the baseline for the Gateway Config MO.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that this change request be agreed and the GwMO 1.0 TS be updated accordingly.
6 Detailed Change Proposal

Change 1:  Adding a new sub-section under Section 5.
5. Management Objects 
(Normative)
This section describes the various management objects that have been defined for realizing the DM Gateway [DMDICT] functionality.
5.x  Gateway Config MO
5.x.1    MO Description
The Gateway Config MO resides in the Management Tree [DMStdObj] of the DM Gateway and it maintains information regarding the handling of different types of Devices by the Gateway.
Figure x gives the pictorial description of the Gateway Config MO.  The description of the various nodes within this MO is given below.
[image: image1.png]—=x>}

DevTypelnfo }

<x>*}

L #eprderver fas

<or

BStrapURL

<Serverid®

Tia?

Fassud?

Deveroup?

<or

Groupla

Size

| (Temwersr

<Devidst

DevType?





Figure x: Gateway Config MO
<x>

	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	node
	Get


This placeholder node is the root node for the Gateway Config MO. The parent node of this node defines the location of this MO in the DM Gateway's Management Tree.
The Management Object Identifier for the Gateway ConfigMO MUST be: “urn:oma:mo:oma-gwmo-gwconfig:1.0”.
<x>/DevTypeInfo
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	node
	Get


This interior node contains all the information pertaining to the handling of different types of devices by the DM Gateway. 
<x>/DevTypeInfo/<x>
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	node
	Get


This placeholder node contains information pertaining to the handling of one particular type of device by the DM Gateway. 
<x>/ DevTypeInfo/<x>/DevType
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	chr
	Get


The value of this leaf node specifies the device type.
<x>/DevTypeInfo/<x>/BStrapInfo
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	node
	Get


This interior node contains all the bootstrapping records that are needed for client-initiated bootstrap for the device type.
<x>/DevTypeInfo/<x>/BStrapInfo/<x>
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	node
	Get


This placeholder node contains one bootstrapping record that has all the information for client-initiated bootstrap for the device type.
<x>/DevTypeInfo/<x>/BStrapInfo/<x>/BStrapURL
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	chr
	Get


The value of this leaf node indicates the URL of the Bootstrap Server for the device type.

<x>/DevTypeInfo/<x>/BStrapInfo/<x>/Uid
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrOne
	chr
	Get


The value of this leaf node is the user identifier to be used for the HTTPS session with the Bootstrap Server.  If this node is not present, no user identifier is needed.
<x>/DevTypeInfo/<x>/BStrapInfo/<x>/Passwd
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrOne
	chr
	Get


The value of this leaf node is the password to be used for the HTTPS session with the Bootstrap Server.  If this node is not present, no password is needed.

<x>/DevTypeInfo/<x>/ReptServerIds
	Status
	Occurrence
	Format
	Min. Access Types

	Optional
	One
	node
	Get


This interior node contains all the DM Servers that need to be notified by the DM Gateway when a device of the specified type is first detected by the DM Gateway.
<x>/DevTypeInfo/<x>/ReptServerIds/<ServerId>
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	null
	Get, Add, Delete


The name of this placeholder leaf node is the identifier of the DM Server that needs to be notified when a new device of the specified type is detected by the DM Gateway.  The DM Gateway MUST have been previously bootstrapped to this DM Server.
<x>/DevGroup
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrOne
	node
	Get


This interior node contains information pertaining to all the device groups that have been set up on the DM Gateway for the group management of devices that are subtending from the DM Gateway.
The DM Server can use the GroupId to send DM notification and DM commands to multiple devices and receive an aggregated response back.
<x>/DevGroup/<x>
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	node
	Get


This placeholder node contains information pertaining to a specific device group that has been set up on the DM Gateway for the group management of devices that are subtending from the DM Gateway.
<x>/DevGroup/<x>/GroupId
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	chr
	Get, No Replace


The value of this leaf node is the identifier for the device group.  This identifier MUST be assigned by the DM Gateway when the node is created and it MUST be unique within the Management Tree of the DM Gateway.
<x>/DevGroup/<x>/Size
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	One
	int
	Get, No Replace


The value of this leaf node is the size of the device group.  This value MUST be assigned by the DM Gateway based on the number of devices that belong to this group.
<x>/DevGroup/<x>/Members
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrOne
	node
	Get


This interior node contains all the members of the device group if the members of the device group are explicitly enumerated.  If this node is present, its sibling DevType node MUST NOT be present.  In other words, this node is mutually exclusive with the <x>/DevGroup/<x>/DevType node.  
<x>/DevGroup/<x>/Members/<DevId>
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrMore
	null
	Get, Add, Delete


The name of this placeholder leaf node is the public identifier of the device that is the member of the device group.

<x>/DevGroup/<x>/DevType
	Status
	Occurrence
	Format
	Min. Access Types

	Required
	ZeroOrOne
	chr
	Get


The value of this leaf node is the device type associated with the device group.  If this node is present, its sibling Members node MUST NOT be present.  In other words, this node is mutually exclusive with the <x>/DevGroup/<x>/Members node.

<x>/Ext
	Status
	Occurrence
	Format
	Min. Access Types

	Optional
	ZeroOrOne
	node
	Get


This interior node is for vendor-specific extensions to the Gateway Config MO.
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