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1 Reason for Change

In the San Diego Interim Meeting it was suggested that the section discussing the Push Message Extension Header needs to use normative language.  Additionally, there are a few other changes to the section.
R01 points to the correct version of the Doc to Change.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that this change request be agreed and the GwMO 1.0 TS be updated accordingly.
6 Detailed Change Proposal

Change 1:  Updating the References Table

2.1    Normative References

	[GwMO_AD]
	“GwMO Architecture”, <Month> 2010,                                                  URL:http://www.openmobilealliance.org/

	[GwMO_RD]
	“GwMO Requirements”, <Month> 2010,                                              URL:http://www.openmobilealliance.org/

	[PushMsg]
	“Push Message Specification”, Open Mobile Alliance(. 
OMA-TS-Push_Message-V2_3. URL: http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC5234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell.January 2008, URL:http://www.ietf.org/rfc/rfc5234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	
	


Change 2:  Simplifying the ABNF syntax for the Extension Header in Section 7.1.1
7.1.1  GwMO Package 0 Push Message Header Format

The GwMO Package 0 header follows the same general structure like the other Push message headers, as described in [PushMsg].  This header is registered with OMNA under the following name:

· X-Oma-GwMO

The header structure is described by the following ABNF [RFC5234] syntax:


[image: image1]
Change 3:  Introducing normative language in Section 7.1.2

7.1.2  GwMO Package 0 Push Message Header Processing

In order to have a DM Notification Message delivered to End Devices that do not have a publicly routable identity, a DM Server MUST send the Notification Message to the associated DM Gateway.  The Notification Message MUST include the X-Oma-GwMO extension header.  This header MUST contain the public identity of the targeted End Devices.  Upon receiving this message, the DM Gateway MUST forward the Notification Message to the specified End Devices.  The DM Gateway MUST NOT report any errors back to the DM Server.  The DM Gateway SHOULD strip off the X-Oma-GwMO extension header from the Notification Message prior to forwarding the Notification Message to the End Devices.
The DM Server MAY also choose to use this mechanism to target devices that have a publicly routable identity
.
Figure x shows an illustrative DM network consisting of the DM Server, the DM Gateway and 3 devices whose public identifiers are “Tab 1”, “Tab 2” and “Tab 3”. 
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Figure x: Illustrative DM network

A DM Server that wants to send a Notification Message to “Tab 1” and “Tab 3” will send a special Package 0 message to the DM Gateway.  The message will contain the “X-Oma-GwMO” header, with the value set to “Tab 1&Tab 3”.

Upon receiving this message, the DM Gateway establishes that the message is not destined for itself.  It then checks its Device Inventory to see if recognizes the target devices.  In this case the DM Gateway recognizes the devices and it forwards the Package 0 message to both the devices.

If the DM Gateway receives a message with the value of the “X-Oma-GwMO” header set to “Tab 4”, the message will be silently discarded.


























Note for the reviewer:-


End Device is being proposed as a dictionary entry in OMA-DM-2010-0116.





X-Oma-GwMO = "X-Oma-GwMO" ":" Address


Address = Target | Target [ "&" Address ]


Target = TargetChar | TargetChar Target 1*TargetChar


TargetChar = ALPHA | DIGIT | "." | "-" | "_" | " "











� One advantage of this approach is that a single Notification Message from the DM Server can be used to initiate management sessions with multiple End Devices.
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