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1 Reason for Change

This CR intends to updates to the Alerts section of GwMO TS in anticipation of the Closure Review.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG agrees with this CR.
6 Detailed Change Proposal

Change 1:  Update Alerts
7. Alerts 
(Normative)

This section describes the various alerts that have been defined for realizing the DM Gateway [DMDICT] functionality.  Some of these alerts are issued by the DM Gateway, but other alerts may be issued by the End Device and the DM Server as well.
7.4 Device Inventory Update Alerts

The device inventory update alerts are used by the DM Gateway when the DM Gateway becomes aware of a new End Device in the network or the DM Gateway becomes aware that a previously subtending End Device is no longer present in the network. 
The device inventory update alerts MUST carry a XML body which conforms to the schema specified in Appendix D to describe the attached or detached devices. The alert content includes the following parameters: 
· DeviceID: Specify the Identifier for the Device.  
· Mode: Specify the operation mode of the Device. (Device Attach Alert only)
The following sub-sections define the various types of device inventory update alerts supported by the GwMO enabler.
7.4.1 Device Attach Alert

The Device Attach Alert is issued by the DM Gateway to the DM Server when the DM Gateway detects a new End Device within the DM Gateway.

The Device Attach Alert conforms to the Generic Alert [DMPRO] mechanism. The alert message includes the following data:

· <Meta>/<Type> element: Contains the media type of the alert content. The value MUST be the alert type identifier ‘urn:oma:at:oma-gwmo:deviceattached:1.0’.
· <Meta>/<Format> element: Contains the format of the alert content. The value MUST be ‘xml’.
· <Meta>/<Mark> element: Contains the importance level of the alert message. This element is optional.
· <Source>/<LocURI> element: Contains the source address of the MO. The value MUST be the address of the <x>/Inventory node.
· <Item>/<Data> element: Contains the device information of the attached devices in xml format as defined in Appendix D 
When the device information exists on the DM Server, the DM Server MUST update the device information according to the Device Attach Alert.

The following is the example of the Device Attach Alert message which reports four attached devices:

<Alert>
  <CmdID>2</CmdID>
  <Data>1226</Data>
<!-- Generic Alert -->
  <Item>
    <Source><LocURI>./Gateway/Inventory</LocURI></Source>
    <Meta>
      <Type xmlns=’syncml:metinf’>

        urn:oma:at:oma-gwmo:deviceattached:1.0
      </Type>
      <Format xmlns=’syncml:metinf’>xml</Format>
      <Mark xmlns=’syncml:metinf’>informational</Mark>   <!-- Optional -->
    </Meta>
    <Data>
      <![CDATA[
        <DeviceInventory>
          <Device>
            <DeviceID>device123</DeviceID>
            <Mode>1</Mode>
          </Device>
          <Device>
            <DeviceID>device456</DeviceID>
            <Mode>1</Mode>
          </Device>
          <Device>
            <DeviceID>device789</DeviceID>
            <Mode>1</Mode>
          </Device>
          <Device>
            <DeviceID>device011</DeviceID>
            <Mode>2</Mode>
          </Device>
         </DeviceInventory>
       ]]>
     </Data>
   </Item>
</Alert>

7.4.2 Device Detach Alert

The Device Detach Alert is issued by the DM Gateway to the DM Server when an existing End Device is detached from the DM Gateway.

The Device Detach Alert conforms to the Generic Alert [DMPRO] mechanism. The alert message includes the following data:

· <Meta>/<Type> element: Contains the media type of the alert content. The value MUST be the alert type identifier ‘urn:oma:at:oma-gwmo:devicedetached:1.0’.
· <Meta>/<Format> element: Contains the format of the alert content. The value MUST be ‘xml’.
· <Meta>/<Mark> element: Contains the importance level of the alert message. This element is optional.
· <Source>/<LocURI> element: Contains the source address of the MO. The value MUST be the address of the <x>/Inventory node.
· <Item>/<Data> element: Contains the device information of the detached devices in xml format as defined in Appendix D 
The following is the example of the Device Detach Alert message which reports two detached devices:

<Alert>
   <CmdID>2</CmdID>
   <Data>1226</Data>
<!-- Generic Alert -->
   <Item>
      <Source><LocURI>./Gateway/Inventory</LocURI></Source>
      <Meta>
         <Type xmlns=’syncml:metinf’>

            urn:oma:at:oma-gwmo:devicedetached:1.0
         </Type>
         <Format xmlns=’syncml:metinf’>xml</Format>
         <Mark xmlns=’syncml:metinf’>informational</Mark>   <!-- Optional -->
      </Meta>
      <Data>
      <![CDATA[
        <DeviceInventory>
          <Device>
            <DeviceID>device123</DeviceID>
          </Device>
          <Device>
            <DeviceID>device012</DeviceID>
          </Device>
       ]]>      
     </Data>
   </Item>
</Alert>
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