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<MgmtTree>

  <VerDTD>

1.2

  </VerDTD>

  <Node>

    <NodeName>

Fanout

    </NodeName>

    <!--Status: Required-->

    <DFProperties>

      <AccessType>

        <Get/>

      </AccessType>

      <DFFormat>

        <node/>

      </DFFormat>

      <Occurrence>

        <One/>

      </Occurrence>

      <DFTitle>

This interior node is the root node for the Fanout MO

      </DFTitle>

      <DFType>

        <DDFName>

urn:oma:mo:oma-gwmo-fanout:1.0

        </DDFName>

      </DFType>

    </DFProperties>

    <Node>

      <NodeName/>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <ZeroOrMore/>

        </Occurrence>

        <DFTitle>

This interior node is the placeholder of parameters regarding fanout operation for targeted device(s

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName>

 ReportFilter

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

            <Replace/>

          </AccessType>

          <DFFormat>

            <chr/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

The value of this node specifies the filter condition for aggregation results, it can also be used to create the filtered group when �ecreategroup�f operation is used

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

DMCommands

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <xml/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

This node specifies the management operations to be forwarded to all targeted End Devices specified by the TargetRef node when the �eStart�foperation is executed by the DM Server

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

NonDMCommands

        </NodeName>

        <!--Status: Optional-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <xml/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

The value of this leaf node is the non-OMA DM message that will be forwarded to all targeted End Devices specified by the â€˜TargetRefâ€™ node when â€˜Startâ€™ operation is executed by the DM Server.

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

TargetRef

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

            <Replace/>

          </AccessType>

          <DFFormat>

            <chr/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

The value of this leaf node specifies the intended target of the DM commands stored in the �eDMCommands�f node

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

TargetRefType

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

            <Replace/>

          </AccessType>

          <DFFormat>

            <int/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

The value of this leaf node indicates whether the value of TargetRef node is Device ID or Group ID

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

RespHandling

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <int/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

The value of this leaf node indicates how the response of the fanout command needs to be reported to the DM Server

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

Operations

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This interior node is the parent node for operations supported by the Fanout MO

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName>

Start

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Exec/>

              <Get/>

            </AccessType>

            <DFFormat>

              <null/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This node is the target node for the Exec command to start the command fanout operation

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

        </Node>

        <Node>

          <NodeName>

Creategroup

          </NodeName>

          <!--Status: Optional-->

          <DFProperties>

            <AccessType>

              <Exec/>

              <Get/>

            </AccessType>

            <DFFormat>

              <null/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This Optional node is used with the Exec command by the DM Server to request the DM Gateway to populate a new group based on the criteria specified in Fanout/&lt;x&gt;/ReportFilter node

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

        </Node>

      </Node>

      <Node>

        <NodeName>

Results

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

The interior node contains the response from each End Device to which the DM command was fanned out

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName/>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Delete/>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This placeholder node contains the response from one End Device

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

DeviceID

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node specifies the identifier of the End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

DevResultWBXML

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <bin/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node is the &lt;SyncBody&gt; of the response message received by DM Gateway from the End Device, in wbxml format

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

DevResultXML

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <xml/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node is the &lt;SyncBody&gt; of the response message received by DM Gateway from the End Device, in xml format

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

DevResultBin

            </NodeName>

            <!--Status: Optional-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <xml/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node is the response for the fanout command, as per the native management protocol supported by the End Device.

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

      </Node>

      <Node>

        <NodeName>

Status

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <int/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

The value of this leaf node indicates the status of the fanout command

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

Ext

        </NodeName>

        <!--Status: Optional-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

This interior node is for vendor-specific extensions to the Fanout MO

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

      </Node>

    </Node>

  </Node>

</MgmtTree>
