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1 Reason for Change

According to recently received ILS from ETSI TC M2M. The Network Type is defined within ETSI. 

This CR ease to map Network Type values to ETSI’s MANMO.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

WG member should agree on this CR.
6 Detailed Change Proposal

Change 1:  Network Type definition chnage
6.1 Device Inventory MO

6.1.1 MO Description
(skipped)

	<x>/Inventory/LAN/<x>/NetworkType


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, No Replace
	

	
	The following pre-defined values of this node indicates the network type which is used between Gateway device and End Device..
Value
Description
UNKNOWN
Network Type is unknown

IPV6-ETHERNET
Wired IP based network

IPV4-ETHERNET
Bluetooth communication link

ZIGBEE
ZigBee communication link
6LOWPAN

IPv6 over Low power Wireless Personal Are Network

6LOWPAN-BLUETOOTH
6LoWPAN over Bluetooth
6LOWPAN-WIFI

6LoWPAN over WiFi
6LOWPAN-PLC

6LoWPAN over PLC
IPV4-WPAN
IPv4 Wireless Personal Area Network
IPV4-BLUETOOTH
IPv4 PAN over Bluetooth
IPV4-PLC

IPv4 PAN over PLC
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