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1 Reason for Change

The present CR aims to introduce the Reason for Connection Option in DM Notification.
2 Impact on Backward Compatibility

n/a.
3 Impact on Other Specifications

n/a.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review this CR and agree on its content.
6 Detailed Change Proposal

Change 1: Chapter 7.1
7.1 Notification Message

Many devices cannot continuously listen for connections from management servers. Other devices simply do not wish to “open a port” (i.e. accept connections) for security reasons. However, most devices can receive unsolicited messages, sometimes called “notification message”. A DM Server can use this notification message to cause the DM Client to initiate a connection back to the DM Server. 

The format and content of the DM 2.0 Notification defined in this enabler updates the DM 1.3 Notification [DM13] keeping the backward compatibility. The updates are described in the following sections.

7.1.1 Version Information (VER)
This field MUST be set to 0x02.
7.1.2 DM 2.0 Notification Options

This specification defines the following options for DM Notification message:

	Option Number (Binary)
	Name
	Format
	No. of bytes
	DM Client Support
	DM Server Support
	Occurrence

	0111
	Requested-MO-CV
	Binary
	3-256
	Optional
	Mandatory
	ZeroOrMore


7.1.3 Requested MO CV Option

The <Requested-MO-CV> option specifies the MO index and the corresponding change validator. The first two bytes MUST specify the MO index which indicates the requested MO to be sent in Package #1 in the resulting DM session. The other bytes specify the change validator for the requested MO. The DM Server can request the DevInfo, the DevDetail or other MOs by using this option to conditionally receive in the Package #1.

On receiving this option and if the DM Client supports this option, then the DM Client MUST run the change validation process to check whether the cache for the requested MO in the DM Server is fresh or stale. If stale, the DM Client MUST send the requested MO in the result DM session, and if fresh, the DM Client MUST return the status code ‘XXX Not Modified’ to inform the DM Server that the cache is fresh.
7.1.X Reason for Connection Option
The <Connection-Reason> option specifies the URL of the web page containing the reason for connection information to be displayed to the user. If the <Connection Option>  option is present, the DM Client SHOULD invoke the launch of the web browser pointing to the URL provided, prior to start a management session. 
The DM Server MUST support this option. The DM Client SHOULD support this option.
�Chapter organization has to be fixed. All options should be describer here without reference to DM 1.3
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