[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Document: OMA-DM20-<Use_Case-Name>.doc


1.1.1 <Use Case Name>
Short Description 

<Provide a short description of the use case here>
Example

A user who has subscribed to a service needs to be able to consume the service even as he transitions from one network to another, and across bearer technologies. For example, the user may employ a dual mode converged device that supports both CDMA and WiMAX and the user wants to be able to consume the service without disruption on the converged device despite changing bearer / networks automatically.
1.1.1.1 Actors 

<List the actors associated with this use case>

Example

· A user who consumes a service using more than one bearer network using a converged device

· A converged device, such as a dual mode device that works on CDMA and WiMAX networks

1.1.1.2 Actor Specific Issues

<List actor specific issues here>
Example

The user can be mobile and start service consumption (during a session) on one network, such as CDMA and later transition the service consumption to another network, such as WiMAX. 

The converged device is configured to enable seamless migration from one network to another.

1.1.1.3 Actor Specific Benefits

<List actor specific benefits here>
Example

The user is not restricted to one network / bearer technology, as the device is capable of working on more than one bearer technology.

1.1.1.4 Pre-conditions

<List the pre-conditions for the use case here>
Example

The user is able to request that the consumption of a subscribed service continues even when the user moves across service provider networks and bearer technologies.
1.1.1.5 Normal Action Flow
< List the sunny-day scenario for the use case here >
Example

1. The user starts consuming a service on a device, such as a converged mobile device, with a first network. 

2. The user migrates to a second network.

3. The service is transitioned to the second network, and necessary communications and session information are transferred, as necessary.

4. The device continues service consumption on the second network.
1.1.1.6 Post-conditions

<List the post-conditions for the use case here>
Example

The user is able to consume the service (once started) across service provider networks and bearer technologies
1.1.1.7 Operational and Quality of Experience Requirements

<List the operational and quality of experience requirements here> 

Example

1. It must be easy and effortless for the user to designate the multiple networks for continued service consumption
2. It should be possible for a mobile user to continue consuming the service without having to explicitly provision the device for multiple networks prior to service continuity
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